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<<Start of changes>>
6.2.4A.7
A-MPR for CA_NS_07
If the UE is configured to CA_39C and it receives IE CA_NS_07 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.7-1.

Table 6.2.4A.7-1: Contiguous Allocation A-MPR for CA_NS_07
	CA_39C: CA_NS_07
	RBStart
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM[dB]

	75 RB / 100 RB 
and 

100 RB / 75 RB 
	0 – 13
	> 0
	≤ 11

	
	14 – 50
	≤ 60
	≤ 3

	
	14 – 100 
	> 60
	≤ 7

	
	101 – 155
	> max(155 - RBstart , 0)
	≤ 2

	
	156 – 174
	> 0
	≤ 5

	50 RB / 100 RB
and

100 RB / 50 RB
	0 – 5
	> 0
	≤ 11

	
	6 – 42
	≤ 25
	≤ 3

	
	
	> 25
	≤ 6

	
	43 – 80
	> 50
	≤ 5

	
	81 – 138 
	> 20
	≤ 2

	
	139 – 149  
	> 0
	≤ 5

	25 RB / 100 RB
and

100 RB / 25 RB
	0 – 32 
	≥ 84
	≤ 6 

	
	
	< 84
	≤ 4 

	
	33 – 60 
	> 50  
	≤ 3

	
	61 – 124 
	> 20
	≤ 3


If the UE is configured to CA_39C and it receives IE CA_NS_07 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA = -16.25A + 21



; 0 ≤ A < 0.80

 


 







-2.50 A + 10.00



; 0.80  ≤ A ≤ 1

Where A = NRB_alloc / NRB_agg

<<End of changes>>

