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CRs to 4 Band Carrier Aggregation (4DL/1UL)
	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.133
	2966
	 
	B
	Rel-13
	4DL CA RRM requirements for “UE Measurements Procedures in RRC_CONNECTED State”
	R4-152980
	LTE_CA_B2_B2_B5_B30-Core, LTE_CA_B2_B2_B12_B30-Core, LTE_CA_B2_B2_B29_B30-Core, LTE_CA_B2_B4_B5_B30-Core, LTE_CA_B2_B4_B12_B30-Core, LTE_CA_B2_B4_B29_B30-Core, LTE_CA_B25_B41_B41_B41-Core, LTE_CA_B2_B2_B4_B4-Core, LTE_CA_B2_B2_B4_B12-Core, LTE_CA_B2_
	Alcatel-Lucent, Ericsson, CATT

	36.104
	651
	1
	B
	Rel-13
	Introduction of 4DL CA combinations
	R4-152732
	LTE_CA_B2_B2_B4_B4-Core, LTE_CA_B2_B2_B4_B12-Core, LTE_CA_B2_B4_B4_B12-Core, LTE_CA_B2_B4_B5_B30-Core, LTE_CA_B2_B4_B12_B30-Core, LTE_CA_B2_B4_B29_B30-Core
	Nokia Networks

	36.141
	729
	1
	B
	Rel-13
	Introduction of 4DL CA combinations
	R4-152733
	LTE_CA_ B2_B2_B4_B4-Perf, LTE_CA_ B2_B2_B4_B12-Perf, LTE_CA_ B2_B4_B4_B12-Perf, LTE_CA_B2_B4_B5_B30-Perf, LTE_CA_B2_B4_B12_B30-Perf, LTE_CA_B2_B4_B29_B30-Perf
LTE_CA_ B2_B2_B4_B12-Perf, LTE_CA_ B2_B4_B4_B12-Perf,
LTE_CA_B2_B4_B5_B30-Perf,
LTE_CA_B
	Nokia Networks

	36.101
	2953
	2
	B
	Rel-13
	Introduction of 4DL inter-band CA
	R4-153921
	LTE_CA_B2_B2_B4_B4-Core, LTE_CA_B2_B2_B4_B12-Core, LTE_CA_B2_B2_B5_B30-Core, LTE_CA_B2_B2_B12_B30-Core, LTE_CA_B2_B2_B29_B30-Core, LTE_CA_B2_B4_B4_B12-Core, LTE_CA_B2_B4_B5_B30-Core, LTE_CA_B2_B4_B12_B30-Core, LTE_CA_B2_B4_B29_B30-Core, LTE_CA_B25_B4
	Ericsson

	36.307
	504
	1
	B
	Rel-11
	Release independence CR for 4DL inter-band CA Rel-11
	R4-153796
	LTE_CA_B2_B2_B4_B4-Perf, LTE_CA_B2_B2_B4_B12-Perf, LTE_CA_B2_B2_B5_B30-Perf, LTE_CA_B2_B2_B12_B30-Perf, LTE_CA_B2_B2_B29_B30-Perf, LTE_CA_B2_B4_B4_B12-Perf, LTE_CA_B2_B4_B5_B30-Perf, LTE_CA_B2_B4_B12_B30-Perf, LTE_CA_B2_B4_B29_B30-Perf
	Ericsson

	36.307
	505
	1
	B
	Rel-12
	Release independence CR for 4DL inter-band CA Rel-12
	R4-153797
	LTE_CA_B2_B2_B4_B4-Perf, LTE_CA_B2_B2_B4_B12-Perf, LTE_CA_B2_B2_B5_B30-Perf, LTE_CA_B2_B2_B12_B30-Perf, LTE_CA_B2_B2_B29_B30-Perf, LTE_CA_B2_B4_B4_B12-Perf, LTE_CA_B2_B4_B5_B30-Perf, LTE_CA_B2_B4_B12_B30-Perf, LTE_CA_B2_B4_B29_B30-Perf, LTE_CA_B25_B4
	Ericsson

	36.307
	506
	1
	B
	Rel-13
	Release independence CR for 4DL inter-band CA Rel-13
	R4-153798
	LTE_CA_B2_B2_B4_B4-Perf, LTE_CA_B2_B2_B4_B12-Perf, LTE_CA_B2_B4_B4_B12-Perf, LTE_CA_B25_B41_B41_B41-Perf
	Ericsson

	36.133
	2970
	1
	B
	Rel-13
	RRM Requirements in Section 7 for 4 DL CA
	R4-153683
	LTE_CA_B2_B2_B5_B30-Core, LTE_CA_B2_B2_B12_B30-Core, LTE_CA_B2_B2_B29_B30-Core, LTE_CA_B2_B4_B5_B30-Core, LTE_CA_B2_B4_B12_B30-Core, LTE_CA_B2_B4_B29_B30-Core, LTE_CA_B25_B41_B41_B41-Core, LTE_CA_B2_B2_B4_B4-Core, LTE_CA_B2_B2_B4_B12-Core, LTE_CA_B2_
	Ericsson, Alcatel-Lucent, CATT, Huawei, HiSilicon
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