3GPP TSG RAN Meeting #69







RP-151479
Phoenix, USA, September 14 - 16, 2015
Agenda Item:

10.3
Source:


MCC (TSG-RAN WG4)

Title:



RAN4 CRs to Closed LTE only related Rel‑12 WIs
Document for:

Approval
RP-151479
RAN4 CRs to Closed LTE only related Rel-12 WIs
	Spec
	CR
	Rev
	Cat
	Rel
	Subject
	Doc-2nd-Level
	Work Item
	Source-2nd-Level

	36.101
	3144
	1
	F
	Rel-12
	Clarification of UL configuration for CA demodulation requirements
	R4-155165
	LTE_CA_Mult-Perf
	Ericsson

	36.101
	3145
	 
	A
	Rel-13
	Clarification of UL configuration for CA demodulation requirements
	R4-154741
	LTE_CA_Mult-Perf
	Ericsson

	36.101
	3090
	 
	F
	Rel-12
	Cleanup of R12 SU-MIMO Enhanced Performance Type C requirments
	R4-154224
	LTE_SUMIMO_RX-Perf
	Huawei, HiSilicon

	36.101
	3091
	 
	A
	Rel-13
	Cleanup of R12 SU-MIMO Enhanced Performance Type C requirments
	R4-154225
	LTE_SUMIMO_RX-Perf
	Huawei, HiSilicon

	36.101
	3088
	1
	F
	Rel-12
	Cleanup of TDD-FDD CA demodulation performance requirments
	R4-155161
	LTE_CA_Mult-Perf
	Huawei, HiSilicon

	36.101
	3089
	 
	A
	Rel-13
	Cleanup of TDD-FDD CA demodulation performance requirments
	R4-154223
	LTE_CA_Mult-Perf
	Huawei, HiSilicon

	36.101
	3142
	1
	F
	Rel-12
	Correction to DC supported testable bandwidth list
	R4-155160
	LTE_SC_enh_dualC-Perf
	Ericsson

	36.101
	3140
	 
	D
	Rel-12
	Correction to FDD-TDD closed loop spatial multiplexing 3CC requirement table
	R4-154735
	LTE_CA_Mult-Perf
	Ericsson

	36.101
	3141
	 
	A
	Rel-13
	Correction to FDD-TDD closed loop spatial multiplexing 3CC requirement table
	R4-154736
	LTE_CA_Mult-Perf
	Ericsson

	36.101
	3030
	1
	F
	Rel-12
	Correction to TDD FDD CA
	R4-155141
	LTE_CA_TDD_FDD-Perf
	Anritsu

	36.101
	3031
	 
	A
	Rel-13
	Correction to TDD FDD CA
	R4-154027
	LTE_CA_TDD_FDD-Perf
	Anritsu

	36.101
	3067
	1
	F
	Rel-12
	Corrections of Spurious emission band UE co-existence for interband 2UL CA in Table 6.6.3.2A-0
	R4-155290
	LTE_CA_2UL-A1-Core, LTE_CA_2UL-A2-Core, LTE_CA_2UL-A3-Core, LTE_CA_2UL-A4-Core, LTE_CA_2UL-A5-Core
	Nokia Networks

	36.101
	3068
	 
	A
	Rel-13
	Corrections of Spurious emission band UE co-existence for interband 2UL CA in Table 6.6.3.2A-0
	R4-154178
	LTE_CA_2UL-A1-Core, LTE_CA_2UL-A2-Core, LTE_CA_2UL-A3-Core, LTE_CA_2UL-A4-Core, LTE_CA_2UL-A5-Core
	Nokia Networks

	36.101
	3111
	1
	F
	Rel-12
	Corrections on 3DL CA performance requirements
	R4-155162
	LTE_CA_Mult-Perf
	LG Electronics

	36.101
	3112
	 
	A
	Rel-13
	Corrections on 3DL CA performance requirements
	R4-154490
	LTE_CA_Mult-Perf
	LG Electronics

	36.101
	3059
	1
	F
	Rel-12
	Corrections on CA reference sensitivity requirements
	R4-155263
	LTE_CA_B3_B8-Core, LTE_CA_B4_B12-Core, LTE_CA_B2_B2_B29-Core, LTE_CA_B3_B20_B32-Core
	Alcatel-Lucent

	36.101
	3152
	 
	F
	Rel-12
	Corrections to CSI RMCs used for PUSCH 3-2 testing (Rel-12)
	R4-154868
	LTE_eDL_MIMO_enh-Perf
	Rohde & Schwarz

	36.101
	3153
	 
	A
	Rel-13
	Corrections to CSI RMCs used for PUSCH 3-2 testing (Rel-13)
	R4-154869
	LTE_eDL_MIMO_enh-Perf
	Rohde & Schwarz

	36.101
	3121
	 
	A
	Rel-13
	CR adding clarification for Band 28 restrictions in 36.101
	R4-154539
	LTE_CA_B1_B18_B28-core
	Ericsson

	36.101
	3082
	 
	F
	Rel-12
	Maintanence CR for MTC CSI performance requirements
	R4-154216
	LC_MTC_LTE-Perf
	Huawei, HiSilicon

	36.101
	3083
	 
	A
	Rel-13
	Maintanence CR for MTC CSI performance requirements
	R4-154217
	LC_MTC_LTE-Perf
	Huawei, HiSilicon

	36.101
	3084
	 
	F
	Rel-12
	Maintanence CR for SCE demodulation and CSI requriements
	R4-154218
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.101
	3085
	 
	A
	Rel-13
	Maintanence CR for SCE demodulation and CSI requriements
	R4-154219
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.101
	3086
	 
	F
	Rel-12
	Maintenance CR for DC demodulation performance requirements and SDR tests
	R4-154220
	LTE_SC_enh_dualC-Perf
	Huawei, HiSilicon

	36.101
	3087
	 
	A
	Rel-13
	Maintenance CR for DC demodulation performance requirements and SDR tests
	R4-154221
	LTE_SC_enh_dualC-Perf
	Huawei, HiSilicon

	36.101
	3103
	 
	F
	Rel-12
	Removal of square brackets for Cat-0 UE demodulation requirements
	R4-154421
	LC_MTC_LTE-Perf
	Ericsson

	36.101
	3104
	 
	A
	Rel-13
	Removal of square brackets for Cat-0 UE demodulation requirements
	R4-154422
	LC_MTC_LTE-Perf
	Ericsson

	36.101
	3105
	 
	F
	Rel-12
	Removal of square brackets for LTE-CA_B41_B42
	R4-154451
	LTE_CA_B41_B42-Core
	SoftBank

	36.101
	3106
	 
	A
	Rel-13
	Removal of square brackets for LTE-CA_B41_B42
	R4-154452
	LTE_CA_B41_B42-Core
	SoftBank

	36.101
	3136
	1
	F
	Rel-12
	Spreading of harmonic for 2UL interband and 2 UL non-contiguous intraband CA
	R4-155256
	LTE_CA_2UL-A1-Core, LTE_CA_2UL-A2-Core, LTE_CA_2UL-A3-Core, LTE_CA_2UL-A4-Core, LTE_CA_2UL-A5-Core
	Nokia Networks

	36.101
	3146
	1
	A
	Rel-13
	Spreading of harmonic for 2UL interband and 2 ULnon-contiguous intraband CA
	R4-155257
	LTE_CA_2UL-A1-Core, LTE_CA_2UL-A2-Core, LTE_CA_2UL-A3-Core, LTE_CA_2UL-A4-Core, LTE_CA_2UL-A5-Core
	Nokia Networks

	36.101
	3027
	 
	F
	Rel-12
	Table 7.3.1A-0f (2UL CA MSD) notes numbering correction
	R4-153962
	LTE_CA_2UL-A4-Core
	Qualcomm Incorporated

	36.101
	3028
	 
	A
	Rel-13
	Table 7.3.1A-0f (2UL CA MSD) notes numbering correction
	R4-153963
	LTE_CA_2UL-A4-Core
	Qualcomm Incorporated

	36.101
	3114
	 
	F
	Rel-13
	UL DL pairing for CA of B39+B41+B41 and B39+B39+B41
	R4-154506
	LTE_CA_B39_B41_B41-Core, LTE_CA_B39_B39_B41-Core
	CMCC

	36.133
	3065
	1
	F
	Rel-12
	Adding SNR values to DC RLM test cases R12
	R4-155189
	LTE_SC_enh_dualC-Perf
	Huawei, HiSilicon

	36.133
	3021
	 
	F
	Rel-12
	Cleanup of 3DL CA RRM Test cases
	R4-154032
	LTE_CA_B1_B3_B5-Perf, LTE_CA_B39_B41_B41-Perf, LTE_CA_B1_B41_B41-Perf
	Anritsu

	36.133
	3022
	 
	A
	Rel-13
	Cleanup of 3DL CA RRM Test cases
	R4-154033
	LTE_CA_B1_B3_B5-Perf, LTE_CA_B39_B41_B41-Perf, LTE_CA_B1_B41_B41-Perf
	Anritsu

	36.133
	3051
	1
	F
	Rel-12
	Correction of inconsistency in 3 DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX
	R4-155164
	LTE_CA_Mult-Perf
	Ericsson

	36.133
	3052
	 
	A
	Rel-13
	Correction of inconsistency in 3 DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX
	R4-154573
	LTE_CA_Mult-Perf
	Ericsson

	36.133
	3056
	 
	F
	Rel-12
	Correction to HD - FDD CGI acquisition using autonomous gaps test for UE category 0
	R4-154655
	LC_MTC_LTE-Perf
	MediaTek Inc.

	36.133
	3053
	1
	F
	Rel-12
	CR on Interruptions at PSCell Addition/release
	R4-155156
	LTE_SC_enh_dualC-Perf
	Qualcomm Incorporated

	36.133
	3054
	 
	A
	Rel-13
	CR on Interruptions at PSCell Addition/release
	R4-154596
	LTE_SC_enh_dualC-Perf
	Qualcomm Incorporated

	36.133
	3063
	 
	F
	Rel-12
	Remove the Brackets in RLM Tests for UE category 0 R12
	R4-154791
	LC_MTC_LTE-Perf
	Huawei, HiSilicon,

	36.133
	3064
	 
	A
	Rel-13
	Remove the Brackets in RLM Tests for UE category 0 R13
	R4-154792
	LC_MTC_LTE-Perf
	Huawei, HiSilicon,

	36.133
	3024
	2
	B
	Rel-12
	SNR levels and Reference channels for DC RLM test cases
	R4-155211
	LTE_SC_enh_dualC-Perf, TEI12
	NTT DOCOMO, INC.

	36.133
	3023
	1
	D
	Rel-12
	Title of new section A.7.4 in TS36.133
	R4-155154
	LTE_SC_enh_dualC-Perf
	NTT DOCOMO, INC.

	36.852-12
	3
	 
	F
	Rel-12
	Correction on CA_2A-12A and CA_4A-12A in TR36.852-12
	R4-154023
	LTE_CA_B4_B12_BWset-Core, LTE_CA_B2_B12-Core
	Nokia Networks, T-Mobile USA
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