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{Start of changes}
4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	{Unchanged sections omitted}

	8.2.2.3.1C
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 with TM1 Interference – Enhanced Performance Requirement Type C
	Rel-12
	C143
	UE supporting E-UTRA TDD and Enhanced Performance Requirement TypeC for LTE (UE Category ≥ 2)
	TBD
	

	8.2.2.3.2
	TDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	8.2.2.3.3_C.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	


{End of changes}
