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7.2.2.7
UM RLC / In sequence delivery of upper layer PDUs without residual loss of RLC PDUs / Maximum re-ordering delay below t-Reordering
7.2.2.7.1
Test Purpose (TP)

(1)

with { UE in E-UTRAN RRC_CONNECTED state }

ensure that {

  when { UE receives missing PDUs whose SN is within the reordering window before t-Reordering has expired }

    then { RLC reassembles and reorders the UMD PDUs and delivers them to the upper layer in sequence }

            }

7.2.2.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.322, clause 5.1.2.2.

[TS 36.322, clause 5.1.2.2]

The receiving UM RLC entity shall maintain a reordering window according to state variable VR(UH) as follows:

-
a SN falls within the reordering window if (VR(UH) – UM_Window_Size) <= SN < VR(UH);

-
a SN falls outside of the reordering window otherwise.

When receiving an UMD PDU from lower layer, the receiving UM RLC entity shall:

-
either discard the received UMD PDU or place it in the reception buffer (see sub clause 5.1.2.2.2);

-
if the received UMD PDU was placed in the reception buffer:

-
update state variables, reassemble and deliver RLC SDUs to upper layer and start/stop t-Reordering as needed (see sub clause 5.1.2.2.3);

…
When an UMD PDU with SN = x is received from lower layer, the receiving UM RLC entity shall:

-
if VR(UR) < x < VR(UH) and the UMD PDU with SN = x has been received before; or

-
if (VR(UH) – UM_Window_Size) <= x < VR(UR):
-
discard the received UMD PDU;
-
else:

-
place the received UMD PDU in the reception buffer.

…
When an UMD PDU with SN = x is placed in the reception buffer, the receiving UM RLC entity shall:

-
if x falls outside of the reordering window:

-
update VR(UH) to x + 1;
-
reassemble RLC SDUs from any UMD PDUs with SN that falls outside of the reordering window, remove RLC headers when doing so and deliver the reassembled RLC SDUs to upper layer in ascending order of the RLC SN if not delivered before;

-
if VR(UR) falls outside of the reordering window:

-
set VR(UR) to (VR(UH) – UM_Window_Size);

-
if the reception buffer contains an UMD PDU with SN = VR(UR):

-
update VR(UR) to the SN of the first UMD PDU with SN > current VR(UR) that has not been received;

-
reassemble RLC SDUs from any UMD PDUs with SN < updated VR(UR), remove RLC headers when doing so and deliver the reassembled RLC SDUs to upper layer in ascending order of the RLC SN if not delivered before;

-
if t-Reordering is running:

-
if VR(UX) <= VR(UR); or
-
if VR(UX) falls outside of the reordering window and VR(UX) is not equal to VR(UH)::
-
stop and reset t-Reordering;
-
if t-Reordering is not running (includes the case when t-Reordering is stopped due to actions above):

-
if VR(UH) > VR(UR):
-
start t-Reordering;
-
set VR(UX) to VR(UH).
7.2.2.7.3
Test description

7.2.2.7.3.1 
Pre-test conditions

System Simulator:

-
Cell 1.

UE:

None.

Preamble

-
UE is in state Loopback Activated (state 4) according to [18] with the exceptions listed in table 7.2.2.7.3.1-1 applicable for the configured UM DRB.
-
The condition SRB2-DRB(1,1) is used for step 8 in 4.5.3A.3 according to [18].
Table 7.2.2.7.3.1-1: RLC parameters

	Downlink RLC
	

	
t-Reordering
	ms200


7.2.2.7.3.2 Test procedure sequence

Table 7.2.2.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an UMD PDU. This PDU carries SDU#1. SN equals 0.
	<--
	UMD PDU#1
	-
	-

	2
	The UE transmits RLC SDU#1. 
	-->
	(RLC SDU#1)
	-
	-

	2A
	The SS does not allocate any uplink grant.
	-
	-
	-
	-

	3
	The SS transmits an UMD PDU. This PDU contains the last part of SDU#4. SN equals 3.  The UE starts t-Reordering.
	<--
	UMD PDU#4
	-
	-

	4
	The SS transmits an UMD PDU. This PDU contains the last part of SDU#3, and the 1st part of SDU#4. SN equals 2.  
	<--
	UMD PDU#3
	-
	-

	5
	The SS transmits an UMD PDU. This PDU carries SDU#2 and the 1st part of SDU#3. SN equals 1.  (Note 1)
	<--
	UMD PDU#2
	-
	-

	5A
	The SS waits for 60 ms and then allocates 3 UL grants (UL grant allocation type 2) with a time spacing of 10 ms of size enough for the UE to loop back one SDU in one UMD PDU
	-
	-
	-
	-

	6
	Check: Does the UE transmit RLC SDU#2?
	-->
	(RLC SDU#2)
	1
	P

	7
	Check: Does the UE transmit RLC SDU#3?
	-->
	(RLC SDU#3)
	1
	P

	8
	Check: Does the UE transmit RLC SDU#4?
	-->
	(RLC SDU#4)
	1
	P

	Note 1: 
The UE stops t-Reordering, reassembles UMD PDUs and delivers RLC SDU#2, RLC SDU#3 and RLC SDU#4 to the upper layer in sequence.
Note 2: 
The SS transmits UL grant to the UE at every 10 ms to provide the necessary time division of the UE DL receptions and UL transmissions for UE operating in FDD type B half-duplex mode. See TS 36.523-3 sub-clause 7.26 for scheduling pattern for type B half-duplex FDD UE.


7.2.2.7.3.3
Specific message contents

None.
