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	Reason for change:
	Prose CR R5-153114 Set all PDP contexts to inactive in the the default ROUTING AREA UPDATE ACCEPT message in case it is sent on a GERAN cell.
This is causing issue with ebi5_7 in epsBearerContextStatus IE.

According to 24.301 chap. 9.9.2.1:
The purpose of the EPS bearer context status information element is to indicate the state of each EPS bearer context that can be identified by an EPS bearer identity.

UE reports ebit5_7 - 000 what is correct - All PDP contexts are deactivated in GERAN case, but TTCN expects value 001 what is incorrect.

	
	

	Summary of change:
	Change input value true (p_PreambleOnLTE) to false. This change will change ebit5_7 to 000.
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	A conformant UE may fail the test cases
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Change 1 
	Function name
	f_TC_6_2_2_2_EUTRA

	Reason for change
	Prose CR R5-153114 Set all PDP contexts to inactive in the the default ROUTING AREA UPDATE ACCEPT message in case it is sent on a GERAN cell.

This is causing issue with ebi5_7 in epsBearerContextStatus IE.

According to 24.301 chap. 9.9.2.1:

The purpose of the EPS bearer context status information element is to indicate the state of each EPS bearer context that can be identified by an EPS bearer identity.

	Summary of change
	Change input value true (p_PreambleOnLTE) to false. This change will change ebit5_7 to 000.

	TTCN module
	LTE_IRAT\6_2\InterRat_CellSelection_EtoG.ttcn

	MCC160 Comment
	


Before change

     //@siclog "Step 3" siclog@

    //Set cell power level according to T2 //@sic R5-106569 sic@

    f_EUTRA_SetCellPower ( eutra_Cell1, v_T2_Cell_Specific_RS_EPRE_Cell1 );

    //@siclog "Step 4" siclog@

    //@sic R5-106569 sic@

    // Generic test procedure in TS 36.508 subclause 6.4.2.7A is performed

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT ( eutra_Cell1, v_CSInOtherRAT, false, true, omit); // @sic R5-123734 sic@

    //Since Authentication parameters have been updated. Send them to GERAN PTC

    f_EUTRA_SendAuthParameters(eutra_Cell1, GERAN);
 After change

   //@siclog "Step 3" siclog@

    //Set cell power level according to T2 //@sic R5-106569 sic@

    f_EUTRA_SetCellPower ( eutra_Cell1, v_T2_Cell_Specific_RS_EPRE_Cell1 );

    //@siclog "Step 4" siclog@

    //@sic R5-106569 sic@

    // Generic test procedure in TS 36.508 subclause 6.4.2.7A is performed

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT ( eutra_Cell1, v_CSInOtherRAT, false, false, omit); // @sic R5-123734 sic@

    //Since Authentication parameters have been updated. Send them to GERAN PTC

    f_EUTRA_SendAuthParameters(eutra_Cell1, GERAN);
Change 2 
	Function name
	f_TC_6_2_3_1_EUTRA

	Reason for change
	Prose CR R5-153114 Set all PDP contexts to inactive in the the default ROUTING AREA UPDATE ACCEPT message in case it is sent on a GERAN cell.

This is causing issue with ebi5_7 in epsBearerContextStatus IE.

According to 24.301 chap. 9.9.2.1:

The purpose of the EPS bearer context status information element is to indicate the state of each EPS bearer context that can be identified by an EPS bearer identity.

	Summary of change
	Change input value true (p_PreambleOnLTE) to false. This change will change ebit5_7 to 000.

	TTCN module
	LTE_IRAT\6_2\InterRat_CellReSelection_EtoG.ttcn

	MCC160 Comment
	


Before change

      //@siclog "Step 5" siclog@

    //Set cell1 parameters according to T2 in Table 6.2.3.1.3.2-1

    f_EUTRA_SetCellPower ( eutra_Cell1, v_T2_Cell_Specific_RS_EPRE_Cell1 );

    //@siclog "Step 6" siclog@

    //UE reselects cell1 and completes tracking area update procedure

    t_IdleMode_GenericTimer.start;

    f_EUTRA_TrackingAreaUpdateFromAnotherRAT (eutra_Cell1, tsc_RRC_TI_Def, v_CSInOtherRAT, false, true, omit, - , NORMAL); // @sic R5s120091, R5-123734 sic@

    t_IdleMode_GenericTimer.stop;

    // update security params and send them over

    f_EUTRA_SendAuthParameters (eutra_Cell1, GERAN);
 After change

    //@siclog "Step 5" siclog@

    //Set cell1 parameters according to T2 in Table 6.2.3.1.3.2-1

    f_EUTRA_SetCellPower ( eutra_Cell1, v_T2_Cell_Specific_RS_EPRE_Cell1 );

    //@siclog "Step 6" siclog@

    //UE reselects cell1 and completes tracking area update procedure

    t_IdleMode_GenericTimer.start;

    f_EUTRA_TrackingAreaUpdateFromAnotherRAT (eutra_Cell1, tsc_RRC_TI_Def, v_CSInOtherRAT, false, false, omit, - , NORMAL); // @sic R5s120091, R5-123734 sic@

    t_IdleMode_GenericTimer.stop;

    // update security params and send them over

    f_EUTRA_SendAuthParameters (eutra_Cell1, GERAN);
Change 3 
	Function name
	f_TC_6_2_3_1a_EUTRA

	Reason for change
	Prose CR R5-153114 Set all PDP contexts to inactive in the the default ROUTING AREA UPDATE ACCEPT message in case it is sent on a GERAN cell.

This is causing issue with ebi5_7 in epsBearerContextStatus IE.

According to 24.301 chap. 9.9.2.1:

The purpose of the EPS bearer context status information element is to indicate the state of each EPS bearer context that can be identified by an EPS bearer identity.

	Summary of change
	Change input value true (p_PreambleOnLTE) to false. This change will change ebit5_7 to 000.

	TTCN module
	LTE_IRAT\6_2\InterRat_CellReSelection_EtoG.ttcn

	MCC160 Comment
	


Before change

      //@siclog "Step 4" siclog@

    //Set cell1 parameters according to T2 in Table 6.2.3.1a.3.2-1

    f_EUTRA_SetCellPower(eutra_Cell1, v_T2_Cell_Specific_RS_EPRE_Cell1);

    //  @siclog "Step 5" siclog@

    // UE Call generic test procedure in TS 36.508 subclause 6.4.2.7A

    // and camp on E-UTRA Cell 1 and the RR connection is released.

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT (eutra_Cell1, v_CSInOtherRAT, false, true, omit); // @sic R5-123734 sic@

    // update security params and send them over

    f_EUTRA_SendAuthParameters (eutra_Cell1, GERAN);
 After change

    //@siclog "Step 4" siclog@

    //Set cell1 parameters according to T2 in Table 6.2.3.1a.3.2-1

    f_EUTRA_SetCellPower(eutra_Cell1, v_T2_Cell_Specific_RS_EPRE_Cell1);

    //  @siclog "Step 5" siclog@

    // UE Call generic test procedure in TS 36.508 subclause 6.4.2.7A

    // and camp on E-UTRA Cell 1 and the RR connection is released.

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT (eutra_Cell1, v_CSInOtherRAT, false, false, omit); // @sic R5-123734 sic@

    // update security params and send them over

    f_EUTRA_SendAuthParameters (eutra_Cell1, GERAN);
