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Change 1 
	Function name
	f_TC_7_1_3_11_2_EUTRA()

	Reason for change
	As per spec 36.523-1 clause 7.1.3.11.2: 

The scope and description of the present TC is the same as test case 7.1.3.11.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3

	Summary of change
	Cell3 changed to Cell10 for TC 7.1.3.11.2

	TTCN module
	\LTE_A\7_1\MAC_CA.ttcn

	MCC160 Comment
	


Before change

     function f_TC_7_1_3_11_2_EUTRA() runs on EUTRA_PTC

  { /* CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell/ Inter-Band CA */

     var EUTRA_FDD_TDD_Mode_Type v_EUTRA_Mode_Pcell, v_EUTRA_Mode_Scell ;

    f_EUTRA_Init(c3);

    f_EUTRA_CA_InitCells({eutra_Cell1, eutra_Cell10}, CA_InterBand, c3);

    v_EUTRA_Mode_Pcell := f_EUTRA_CellInfo_GetFDD_TDD(eutra_Cell1);

    v_EUTRA_Mode_Scell := f_EUTRA_CellInfo_GetFDD_TDD(eutra_Cell10);

        if (v_EUTRA_Mode_Pcell == v_EUTRA_Mode_Scell) //Test applicable as same mode

    {

         f_TC_7_1_3_11_Common(eutra_Cell1, eutra_Cell3,CA_InterBand);

    } else

    {

        FatalError (__FILE__, __LINE__, "Invalid Band Combination, Test 7.1.3.11.2 not applicable to FDD-TDD Inter-band combination");

    }

  }
 After change

function f_TC_7_1_3_11_2_EUTRA() runs on EUTRA_PTC

  { /* CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell/ Inter-Band CA */

     var EUTRA_FDD_TDD_Mode_Type v_EUTRA_Mode_Pcell, v_EUTRA_Mode_Scell ;

    f_EUTRA_Init(c3);

    f_EUTRA_CA_InitCells({eutra_Cell1, eutra_Cell10}, CA_InterBand, c3);

    v_EUTRA_Mode_Pcell := f_EUTRA_CellInfo_GetFDD_TDD(eutra_Cell1);

    v_EUTRA_Mode_Scell := f_EUTRA_CellInfo_GetFDD_TDD(eutra_Cell10);

        if (v_EUTRA_Mode_Pcell == v_EUTRA_Mode_Scell) //Test applicable as same mode

    {

         f_TC_7_1_3_11_Common(eutra_Cell1, eutra_Cell10,CA_InterBand);

    } else

    {

        FatalError (__FILE__, __LINE__, "Invalid Band Combination, Test 7.1.3.11.2 not applicable to FDD-TDD Inter-band combination");

    }

  }
