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	Reason for change:
	In 36.508 Table 4.5A.5.3-1: EUTRA/EPS signalling for IMS Emergency Call in limited service in step 14 the EPS attach result should be always set to “EPS only”. 
Currently, the function f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15 is only called by test 11.2.4 and is called without modifying the parameter controlling  EPS attach result which could possibly result in EPS attach result different from is defined in 36.508 if test is run with combined attach.  We propose to set this parameter inside the definition of the function so it is always according to 36.508 regardless of attach type set for this test.


	
	

	Summary of change:
	Default EPS attach result set to EPS_only inside f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15


	
	

	Consequences if not approved:
	EPS result in attach procedure in 11.2.4 may not be according to 36.508 if test is run with combined attach.
A conformant UE mayfail the test case due to incorrect EPS result.
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Change 1 
	Function name
	f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15

	Reason for change
	In 36.508 Table 4.5A.5.3-1: EUTRA/EPS signalling for IMS Emergency Call in limited service in step 14 the EPS attach result should be always set to “EPS only”. 
Currently, the function f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15 is only called by test 11.2.4 and is called without modifying the parameter controlling  EPS attach result which could possibly result in EPS attach result different from is defined in 36.508 if test is run with combined attach.  We propose to set this parameter inside the definition of the function so it is always according to 36.508 regardless of attach type set for this test.

	Summary of change
	Default EPS attach result set to EPS_only inside f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15


	TTCN module
	1. Default EPS attach result set to EPS_only inside f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15


	MCC160 Comment
	


Before change

  function f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15(EUTRA_CellId_Type p_CellId, // @sic R5-134956r1 sic@

                                                                  NAS_MSG_Indication_Type p_NAS_Ind,

                                                                  EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,
                                                                  boolean p_Authenticate := true,

                                                                  template (value) GPRS_Timer p_T3412 := cs_GprsTimer_v_deact) runs on EUTRA_PTC // @sic R5s130758 sic@

  {

    f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_5a2a2(p_CellId, p_NAS_Ind, p_Authenticate);

    f_EUTRA_508_IMSEmergencyCallLimitedService_Steps7_15(p_CellId, p_NAS_Ind, p_ForcedAttach, p_T3412); // @sic R5s130758 sic@

  }

 After change

  function f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15(EUTRA_CellId_Type p_CellId, // @sic R5-134956r1 sic@

                                                                  NAS_MSG_Indication_Type p_NAS_Ind,

                                                                  EUTRA_ATTACH_Type p_ForcedAttach := EPS_Only,
                                                                  boolean p_Authenticate := true,

                                                                  template (value) GPRS_Timer p_T3412 := cs_GprsTimer_v_deact) runs on EUTRA_PTC // @sic R5s130758 sic@

  {

    f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_5a2a2(p_CellId, p_NAS_Ind, p_Authenticate);

    f_EUTRA_508_IMSEmergencyCallLimitedService_Steps7_15(p_CellId, p_NAS_Ind, p_ForcedAttach, p_T3412); // @sic R5s130758 sic@

  }
