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1. Overview

This document lists all changes needed to correct problems in the TTCN implementation of test case 13.5.2  which is part of the LTE/SAE test suite in the ‘iwd-TTCN3-B2013-03_D15wk38’ ATS delivery.

The test case can be demonstrated to run one LTE UE (see section 5). Execution logs are provided as evidence.
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3. Verification Test Summary

Test Case:
TC_13_5_2
Test Group:
AccessControl.ttcn
ATS Version:
iwd-TTCN3-B2013-03_D15wk38
System Simulator used:
Anite Conformance Toolset solution
UE’s used:
Qualcomm MSM8992
Verification Status:
PASS


4. Corrections required for test case 13.5.2
4.1 Change 1
	Function name
	f_TC_13_5_2_EUTRA()

	Reason for change
	1) An MMI trigger is required for the MO video call at step 5
2) Incorrect cell ID eutra_Cell11 used at step 6

	Summary of change
	1) Add MMI trigger for IMS MO video call
2) Correct cell id for receiving SERVICE REQUEST message

	TTCN module
	AccessControl.ttcn

	MCC160 Comment
	


Before change


  function f_TC_13_5_2_EUTRA() runs on EUTRA_PTC


  { // MTSI MO Video Call / SCM / 0% access probability for MTSI MO video call


    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;


    var NAS_MSG_Indication_Type v_NasInd;


    f_EUTRA_Init(c1);


    f_EUTRA_CellConfig_Def(eutra_Cell1, HANDLE_UM_DATA, USE_BIG_GRANTS);


    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Video (eutra_Cell1,cs_AC_BarringConfig(p00, s64, '11111'B));


    f_EUTRA_SS_ConfigureSysinfo (eutra_Cell1);


    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);


    f_EUTRA_TestBody_Set(true);


    // @siclog "Step 1" siclog@


    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);


    // @siclog "Step 2" siclog@


    //34.229-1 TC 12.19: To verify that the UE does not send INVITE message within 10s because the random number is higher than BarringFactorForMMTEL-Video.The timer Tx starts


    f_Delay(10.0);


    // @siclog "Step 3 - 4" siclog@


    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Video (eutra_Cell1, omit);


    f_EUTRA_ModifySysinfo (eutra_Cell1);


    // @siclog "Step 5" siclog@


    f_Delay(15.0);


    // @siclog "Step 4" siclog@


    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);


    f_Delay(59.0);


    // @siclog "Step 5" siclog@


    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_MoData);


    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");


    // Steps 6 to 18 - MTSI MO Video call for EPS


    v_NasInd := f_EUTRA_ServiceReq_WithoutRrcConnReq (eutra_Cell11, v_RRC_TI);


    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(eutra_Cell1,


                                         v_RRC_TI,


                                         v_NasInd.SecurityProtection.NasCount);


    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(eutra_Cell1,


                                                  v_RRC_TI);


    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);


    f_EUTRA_ActivateDedicatedEpsBearer_SpeechVideo(eutra_Cell1);


    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);


    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);


    f_EUTRA_TestBody_Set(false);


    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);


  }
After change

  
  function f_TC_13_5_2_EUTRA() runs on EUTRA_PTC


  { // MTSI MO Video Call / SCM / 0% access probability for MTSI MO video call


    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;


    var NAS_MSG_Indication_Type v_NasInd;


    f_EUTRA_Init(c1);


    f_EUTRA_CellConfig_Def(eutra_Cell1, HANDLE_UM_DATA, USE_BIG_GRANTS);


    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Video (eutra_Cell1,cs_AC_BarringConfig(p00, s64, '11111'B));


    f_EUTRA_SS_ConfigureSysinfo (eutra_Cell1);


    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);


    f_EUTRA_TestBody_Set(true);


    // @siclog "Step 1" siclog@


    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);


    // @siclog "Step 2" siclog@


    //34.229-1 TC 12.19: To verify that the UE does not send INVITE message within 10s because the random number is higher than BarringFactorForMMTEL-Video.The timer Tx starts


    f_Delay(10.0);


    // @siclog "Step 3 - 4" siclog@


    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Video (eutra_Cell1, omit);


    f_EUTRA_ModifySysinfo (eutra_Cell1);


    // @siclog "Step 5" siclog@


    f_Delay(15.0);


    // @siclog "Step 4" siclog@


    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);


    f_Delay(59.0);


    // @siclog "Step 5" siclog@
         f _UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_MoData);


    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");


    // Steps 6 to 18 - MTSI MO Video call for EPS


    v_NasInd := f_EUTRA_ServiceReq_WithoutRrcConnReq (eutra_Cell1, v_RRC_TI);


    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(eutra_Cell1,


                                         v_RRC_TI,


                                         v_NasInd.SecurityProtection.NasCount);


    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(eutra_Cell1,


                                                  v_RRC_TI);


    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);


    f_EUTRA_ActivateDedicatedEpsBearer_SpeechVideo(eutra_Cell1);


    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);


    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);


    f_EUTRA_TestBody_Set(false);


    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);


  }
5. Execution Log Files
1) Qualcomm MSM8992
The Qualcomm MSM 8992 UE passed this test case on the Anite Conformance Toolset Solution in LTE FDD path. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file: 
TC_13_5_2_Log.html
References

	[1]
	R5s150931:    Supporting information for agreement of TC 13.5.2  in LTE-FDD mode. This archive comprises: html and text format execution log files as well as PICS/PIXIT settings.

	
	


