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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D15wk38’.
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3. Correction to NAS Detach module
Change 1 – Correction to local function ‘fl_TC_9_2_2_2_1_Body’
	Function name
	fl_TC_9_2_2_2_1_Body ()

	Reason for change
	After the preamble, in which the UE attached performed an IMS registration, the SS inititates at the beginning of the TC Body a Detach procedure and the RRC Connection is released. However, the IMS component is not cleaned and therefore  incorrectly assumes the UE not to do another IMS registration.

	Summary of change
	IMS component is reset after the RRC Connection Release.

	TTCN module
	LTE\9_2\NAS_Detach.ttcn

	MCC160 Comment
	


Before change

...
     //+   The SS initiates Detach procedure with the Detach Type IE
    //+   "re-attach required"
    //@siclog "Step 1" siclog@
    SRB.send(cas_SRB2_NasPdu_REQ(eutra_CellA,
                                 cs_TimingInfo_Now,
                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                cs_508_DETACH_REQUEST_MT(cs_DetachType(tsc_DetachMT_ReAttach), omit))));
    //+   Check: Does the UE send DETACH ACCEPT message? [1,P]
    //@siclog "Step 2" siclog@
    SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,
                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                      cr_508_DETACH_ACCEPT)));
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    //+   The SS releases the RRC connection
    //@siclog "Step 3" siclog@
    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);   /* @sic R5-110803 change 13 sic@ */
    if (not pc_Automatic_Re_Attach) { // @sic R5-106188 sic@
      f_UT_TriggerAttach (UT);
    }
    //+ Check: Does the UE send ATTACH REQUEST message? [1,P]
    // Note: Even if the UE is detached, according to TS24.301 clause 5.5.2.3.2 the UE
    //       still has a valid EPS security context, so the message is expected to be protected.
    //@siclog "Step 4" siclog@

...
After change

...
    //+   The SS initiates Detach procedure with the Detach Type IE
    //+   "re-attach required"
    //@siclog "Step 1" siclog@
    SRB.send(cas_SRB2_NasPdu_REQ(eutra_CellA,
                                 cs_TimingInfo_Now,
                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                cs_508_DETACH_REQUEST_MT(cs_DetachType(tsc_DetachMT_ReAttach), omit))));
    //+   Check: Does the UE send DETACH ACCEPT message? [1,P]
    //@siclog "Step 2" siclog@
    SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,
                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                      cr_508_DETACH_ACCEPT)));
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    //+   The SS releases the RRC connection
    //@siclog "Step 3" siclog@
    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);   /* @sic R5-110803 change 13 sic@ */
    //IMS PTC is cleaned from previous IMS registration during the TC preamble
    f_EUTRA_ResetIMS (PDN_1);
    if (not pc_Automatic_Re_Attach) { // @sic R5-106188 sic@
      f_UT_TriggerAttach (UT);
    }
    //+ Check: Does the UE send ATTACH REQUEST message? [1,P]
    // Note: Even if the UE is detached, according to TS24.301 clause 5.5.2.3.2 the UE
    //       still has a valid EPS security context, so the message is expected to be protected.
    //@siclog "Step 4" siclog@

... 
