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1. Overview

With no changes to the TTCN source code of LTE/SAE test suite ‘iwd-TTCN3-B2015-03_D15wk25’, LTE POS test case 7.3.4.2.7s can be demonstrated to run correctly with one LTE UE (see section 5) in LTE-FDD mode. Execution log is provided as evidence
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3. Verification Test Summary

Test Case:
TC_7_3_4_2_7s
Test Group:
POS\7
ATS Version:
iwd-TTCN3-B2015-03_D15wk25
System Simulator used:
R&S CMW500  
UE used:
Qualcomm MSM 8992
Verification Status:
PASS


4. Execution Log Files

4.1 Qualcomm MSM 8992 UE 

The Qualcomm MSM 8992 UE passed this test case on R&S CMW500 with NAS and AS Snow 3G integrity and ciphering algorithm in eFDD band 4. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log files: 
Rohde-Schwarz\tc_7_3_4_2_7s_LTE_UE_POS_Qualcomm.log   
(Note: PICS/PIXIT settings are captured at the beginning of the TLI log)

In the log file (in .txt format) the complete test case execution can be seen. All TLI events are presented and message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.
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	[1]
	R5s150711:    Supporting information for agreement of EUTRA UE Positioning TC 7.3.4.2.7s. 
                     This archive comprises:

                      -  text format execution log files.


