Page 1



3GPP TSG- RAN5 Meeting #69 
R5-155471
Anaheim, USA, 16 - 20 November 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-1
	CR
	2274
	rev
	-
	Current version:
	12.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Corrections to message contents for CSI 3DL CA TCs 9.6.1.3.2+9.6.1.4.2

	
	

	Source to WG:
	ZTE

	Source to TSG:
	RAN5

	
	

	Work item code:
	LTE_CA_Rel12_3DL-UEConTest
	
	Date:
	2015-10-23

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Currently the message contents CSI 3DL CA TCs 9.6.1.3.2+9.6.1.4.2 are missing in the specification


	
	

	Summary of change:
	The following changes were made:

· Message contents were added to CSI TC 9.6.1.3.2
· Message contents were added to CSI TC 9.6.1.4.2
· Removed the editor’s note


	
	

	Consequences if not approved:
	The CSI 3DL CA TCs 9.6.1.3.2+9.6.1.4.2 would remain incomplete.



	
	

	Clauses affected:
	9.6.1.3.2, 9.6.1.4.2


	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Unchanged sections omitted >>

9.6.1.3.2
TDD FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for FDD PCell (3DL CA)

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· 
· The uncertainties and test tolerances are undefined

9.6.1.3.2.1
Test purpose

To verify that the UE reports different CQI indices for FDD PCell and SCells if each cell experiences a different SNR.

9.6.1.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD and TDD UE release 12 and forward that support 3DL CA with FDD as PCell (UE categories 5 and onwards).
<< Unchanged sections omitted >>

9.6.1.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.6.1.3.2.4.3-1: RadioResourceConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated- DEFAULT
	
	RBC

	}
	
	
	


Table 9.6.1.3.2.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig- DEFAULT
	
	RBC

	}
	
	
	


Table 9.6.1.3.2.4.3-3: CQI-ReportPeriodic-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	19
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	NULL
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.3.2.4.3-4: RadioResourceConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10
	PhysicalConfigDedicatedSCell-r10-DEFAULT
	
	

	}
	
	
	


Table 9.6.1.3.2.4.3-5: PhysicalConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.3.2.4.3-6: CQI-ReportConfigSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	0
	
	

	  cqi-ReportPeriodicSCell-r10
	
	
	

	
	CQI-ReportPeriodic-r10-DEFAULT
	
	CQI_PERIODIC

	  pmi-RI-Report-r10
	Not present
	
	

	}
	
	
	


Table 9.6.1.3.2.4.3-7: CQI-ReportPeriodic-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	24
	SCell 1
	

	
	29
	SCell2
	

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	    }
	
	
	

	    ri-ConfigIndex
	NULL
	
	

	    simultaneousAckNackAndCQI
	FALSE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.3.2.4.3-8: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa2
	2 if SCell1 is TDD Cell

N/A if SCell1 is FDD Cell
	TDD

	
	sa2
	SCell 2
	

	  specialSubframePatterns
	ssp4
	4 if SCell1 is TDD Cell

N/A if SCell1 is FDD Cell
	TDD

	
	ssp4
	SCell 2
	

	}
	
	
	



<< Unchanged sections omitted >>

9.6.1.4.2
TDD FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for TDD PCell (3DL CA)

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· 
· The uncertainties and test tolerances are undefined

9.6.1.4.2.1
Test purpose

To verify that the UE reports different CQI indices for TDD PCell and SCells if each cell experiences a different SNR.

9.6.1.4.2.2
Test applicability

This test applies to all types of E-UTRA FDD and TDD UE release 12 and forward that support 3DL CA with TDD as PCell (UE categories 5 and onwards).
<< Unchanged sections omitted >>

9.6.1.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.6.1.4.2.4.3-1: RadioResourceConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated- DEFAULT
	
	RBC

	}
	
	
	


Table 9.6.1.4.2.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig- DEFAULT
	
	RBC

	}
	
	
	


Table 9.6.1.4.2.4.3-3: CQI-ReportPeriodic-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	18
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	NULL
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.4.2.4.3-4: RadioResourceConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10
	PhysicalConfigDedicatedSCell-r10-DEFAULT
	
	

	}
	
	
	


Table 9.6.1.4.2.4.3-5: PhysicalConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.4.2.4.3-6: CQI-ReportConfigSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	0
	
	

	  cqi-ReportPeriodicSCell-r10
	
	
	

	
	CQI-ReportPeriodic-r10-DEFAULT
	
	CQI_PERIODIC

	  pmi-RI-Report-r10
	Not present
	
	

	}
	
	
	


Table 9.6.1.4.2.4.3-7: CQI-ReportPeriodic-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	23
	SCell 1
	

	
	28
	SCell 2
	

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	    }
	
	
	

	    ri-ConfigIndex
	NULL
	
	

	    simultaneousAckNackAndCQI
	FALSE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.4.2.4.3-8: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa2
	PCell
	

	
	sa2
	2 if SCell1 is TDD Cell

N/A if SCell1 is FDD Cell
	TDD

	  specialSubframePatterns
	ssp4
	PCell
	

	
	ssp4
	4 if SCell1 is TDD Cell

N/A if SCell1 is FDD Cell
	TDD

	}
	
	
	



<< End of changes >>
