Page 1



3GPP TSG- RAN5 Meeting #69 
R5-155208
Anaheim, USA, 16 - 20 November 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.903
	CR
	0226
	rev
	-
	Current version:
	12.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Add Test Tolerance analysis for 3DL E-UTRA for Carrier Aggregation RSRQ Accuracy Test cases
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D  (editorial modification)
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	Reason for change:
	The analysis to derive the Test Tolerances for TS 36.521-3 E-UTRA for Carrier Aggregation RSRQ Accuracy Test cases are currently missing from TR 36.903. The Test cases are:

· 9.2.38 3DL PCell in FDD RSRQ for E-UTRAN in Carrier Aggregation
· 9.2.39 3DL PCell in TDD RSRQ for E-UTRAN in Carrier Aggregation
· 9.2.40 3DL FDD RSRQ for E-UTRAN in Carrier Aggregation
· 9.2.41 3DL TDD RSRQ for E-UTRAN in Carrier Aggregation


	
	

	Summary of change:
	New features
· Handling of flexible Channel Bandwidth: The Test cases in TS 36.521-3 cover Channel Bandwidths of 5MHz, 10MHz and 20MHz, and the carriers may be in any Band Group. The analysis covers all scenarios by considering the worst case, which is 20MHz Channel Bandwidth.
· Handling of Cell 3 on Frequency 3: In the test cases Cell 3 on frequency 3 has identical values to Cell 2 on frequency 2. The analysis spreadsheet does not have separate columns for Cell 3 on frequency 3, since the Test Requirement values derived would be identical to Cell 2 on frequency 2.
· Absolute and Relative RSRQ are handled in the same Test case
Add the attached .zip file to TR 36.903.



	
	

	Consequences if not approved:
	The analysis to derive the Test Tolerances for TS 36.521-3 test cases 9.2.38, 9.2.39, 9.2.40 and 9.2.41 would not be recorded, and there would be no clear technical basis for the values used in TS 36.521-3.


	
	

	Clauses affected:
	The analysis zip file is added in TR 36.903.
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	Other comments:
	The corresponding CR for TS 36.521-3 is R5-155209


<< Unchanged sections omitted >>
Add the following attached .zip file to TR 36.903:

“9.2.38+9.2.39+9.2.40+9.2.41 TT”
<< End of changes >>
