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	Reason for change:
	The analysis to derive the Test Tolerances for TS 36.521-3 E-UTRA for Carrier Aggregation RSRP Accuracy Test cases are currently missing from TR 36.903. The Test cases are:

· 9.1.37 3DL PCell in FDD RSRP for E-UTRAN in Carrier Aggregation
· 9.1.38 3DL PCell in TDD RSRP for E-UTRAN in Carrier Aggregation
· 9.1.39_1 3DL FDD RSRP for E-UTRAN in Carrier Aggregation (Rel-12 and forward)
· 9.1.40_1 3DL TDD RSRP for E-UTRAN in Carrier Aggregation (Rel-12 and forward)


	
	

	Summary of change:
	New features
· Handling of flexible Channel Bandwidth: The Test cases in TS 36.521-3 cover Channel Bandwidths of 5MHz, 10MHz and 20MHz, and the carriers may be in any Band Group. The analysis covers all scenarios by considering the worst case, which is 20MHz Channel Bandwidth.
· Handling of Cell 4 and Cell 5 on Frequency 3: In the test cases Cell 4 and Cell 5 on frequency 3 have identical values to Cell 2 and Cell 3 on frequency 2. The analysis spreadsheet does not have separate columns for Cell 4 and Cell 5 on frequency 3, since the Test Requirement values derived would be identical to Cell 2 and Cell 3 on frequency 2.
· Absolute and Relative RSRP are handled in the same Test case
· Under extreme conditions the UE reporting accuracies are wider, and the reported values cannot be easily derived from the normal condition. A separate spreadsheet tab covers the extreme condition.
Add the attached .zip file to TR 36.903.



	
	

	Consequences if not approved:
	The analysis to derive the Test Tolerances for TS 36.521-3 test cases 9.1.37, 9.1.38, 9.1.39_1 and 9.1.40_1 would not be recorded, and there would be no clear technical basis for the values used in TS 36.521-3.


	
	

	Clauses affected:
	The analysis zip file is added in TR 36.903.
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	Other comments:
	The corresponding CR for TS 36.521-3 is R5-155207


<< Unchanged sections omitted >>
Add the following attached .zip file to TR 36.903:

“9.1.37+9.1.38+9.1.39_1+9.1.40_1 TT”
<< End of changes >>
