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Introduction

Total Number of CRs agreed for this WI: 27. TSs being affected:

· 36.508 - 
  0 CR(s)

· 36.521-1 - 
18 CR(s)

· 36.521-2 - 
  1 CR(s)

· 36.521-3 - 
  4 CR(s)

· 36.523-1 - 
  3 CR(s)

· 36.523-2 - 
  1 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.904 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-156063
	36.521-1
	2297
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 7.4_H Maximum input level for SCE-L1
	LTE_SC_enh_L1-UEConTest

	R5-156064
	36.521-1
	2298
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 7.4A.1_H Maximum input level for SCE-L1 for CA (intra-band contiguous DL CA and UL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156065
	36.521-1
	2299
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 7.4A.2_H Maximum input level for SCE-L1for CA (intra-band contiguous DL CA without UL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156066
	36.521-1
	2300
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 7.4A.5_H Maximum input level for SCE-L1 for CA (3DL CA without UL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156113
	36.521-1
	2301
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.2.1.4.1_H FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 for SCE-L1
	LTE_SC_enh_L1-UEConTest

	R5-156114
	36.521-1
	2302
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.2.2.4.1_H TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 for SCE-L1
	LTE_SC_enh_L1-UEConTest

	R5-156115
	36.521-1
	2303
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.3.1.1.1_H FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for SCE-L1 for eDL-MIMO
	LTE_SC_enh_L1-UEConTest

	R5-156116
	36.521-1
	2304
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.3.2.1.2_H TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for eDL-MIMO for SCE-L1
	LTE_SC_enh_L1-UEConTest

	R5-156117
	36.521-1
	2305
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.1.1_H FDD sustained data rate performance for SCE-L1
	LTE_SC_enh_L1-UEConTest

	R5-156118
	36.521-1
	2306
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.1.1_H.2 FDD Sustained data rate performance for CA for SCE-L1 (2DL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156119
	36.521-1
	2307
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.1.1_H.3 FDD Sustained data rate performance for CA for SCE-L1 (3DL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156120
	36.521-1
	2308
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.2.1_H.1 TDD sustained data rate performance for SCE-L1 (Single Carrier)
	LTE_SC_enh_L1-UEConTest

	R5-156121
	36.521-1
	2309
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.2.1_H.2 TDD sustained data rate performance for CA for SCE-L1 (2DL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156122
	36.521-1
	2310
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.2.1_H.3 TDD Sustained data rate performance for CA for SCE-L1 (3DL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156124
	36.521-1
	2312
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.5.1_H.2 TDD FDD CA Sustained data rate performance for FDD PCell for SCE-L1 (3DL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156125
	36.521-1
	2313
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.5.2_H.1 TDD FDD CA Sustained data rate performance for TDD PCell for SCE-L1 (2DL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156126
	36.521-1
	2314
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.5.2_H.2 TDD FDD CA Sustained data rate performance for TDD PCell for SCE-L1 (3DL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156183
	36.521-1
	2311
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 8.7.5.1_H.1 TDD FDD CA Sustained data rate performance for FDD PCell for SCE-L1 (2DL CA)
	LTE_SC_enh_L1-UEConTest

	R5-156132
	36.521-2
	0338
	2
	F
	Rel-12
	12.7.0
	Applicability for new SCE-L1 test cases
	LTE_SC_enh_L1-UEConTest

	R5-156067
	36.521-3
	1322
	1
	F
	Rel-12
	12.7.0
	Addition of new SCE-L1 RRM TC 8.22.1 E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells in DRX based on CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-156069
	36.521-3
	1324
	1
	F
	Rel-12
	12.7.0
	Addition of new SCE-L1 RRM TC 8.22.3 E-UTRAN FDD-FDD inter-frequency event triggered reporting under fading propagation conditions in DRX based on CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-156070
	36.521-3
	1325
	1
	F
	Rel-12
	12.7.0
	Addition of new SCE-L1 RRM TC 8.22.4 E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in DRX based on CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-156068
	36.521-3
	1323
	1
	F
	Rel-12
	12.7.0
	Addition of new SCE-L1 RRM TC 8.22.2 E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells in DRX based on CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-155970
	36.523-1
	3184
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 7.1.7.1.8 SCE-L1 / DL-SCH transport block size selection / DCI format 1 / RA type 1
	LTE_SC_enh_L1-UEConTest

	R5-155971
	36.523-1
	3185
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 7.1.7.1.9 SCE-L1 / DL-SCH transport block size selection / DCI format 1A / RA type 2 / Localised VRB
	LTE_SC_enh_L1-UEConTest

	R5-155972
	36.523-1
	3186
	1
	F
	Rel-12
	12.7.0
	Addition of new TC 7.1.7.1.10 SCE-L1 / DL-SCH transport block size selection / DCI format 1A / RA type 2 / Distributed VRB
	LTE_SC_enh_L1-UEConTest

	R5-155973
	36.523-2
	0793
	1
	F
	Rel-12
	12.7.0
	Addition of applicability for new SCE-L1 test cases 7.1.7.1.8, 7.1.7.1.9 and 7.1.7.1.10
	LTE_SC_enh_L1-UEConTest
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