Page 1



3GPP TSG-RAN WG2 Meeting #92 
R2-157158
Anaheim, USA, 16-20 Nov 2015 

















R3-152846
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.300
	CR
	0815
	rev
	-
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of the information on the notification for planned reconfiguration

	
	

	Source to WG:
	RAN3 (contact: Nokia Networks)

	Source to TSG:
	RAN2

	
	

	Work item code:
	TEI13
	
	Date:
	2015-11-19

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	During the SON for AAS WI a basic mechanism was introduced that enables an eNB informs its neighbour eNBs about deployments changes of its served cells. As a side track an enhancement to avoid connection failures was discussed, but not included in the WI solution. The enhancement enables to inform about upcoming changes and possibly about cells that may be used to prepare connection reestablishment. 

	
	

	Summary of change:
	The description of the handling of dynamic coverage configuration changes is updated to define how the new indicator of upcoming change is to be used.

	
	

	Consequences if not approved:
	Each reconfiguration may cause connection failures, if the reconfiguration is executed just when a HO is triggered toward this cell.
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22.4.2.6
Dynamic coverage configuration changes
Each eNB may be configured with alternative coverage configurations and an eNB may autonomously select and switch between these configurations, e.g. using the Active Antenna Systems functions.

An eNB may notify its neighbour eNBs about the coverage reconfiguration using the ENB CONFIGURATION UPDATE message with the list of cells with modified coverage included. The list contains the ECGI of each modified cell and its coverage state indicator. The indicator may be used at the receiving eNB to adjust the functions of the Mobility Robustness Optimisation, e.g. by using the indicator to retrieve a previously stored Mobility Robustness Optimisation state. If the list includes indication about planned reconfiguration and possibly a list of replacing cells, the receiving eNB may use this to avoid connection or re-establishment failures during the reconfiguration. Also, if the sending eNB adds cells in inactive state, the receiving eNB may use this information to avoid connection or re-establishment failures.
The receiving node may also use the notification to reduce the impact on mobility. For example, the receiving eNB should avoid triggering handovers towards cell(s) that are indicated to be inactive.
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