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List of CRs from RAN WG3
Source
ETSI MCC
Agenda Item
8.3
10.7
Open REL-13 LTE WIs (not spectrum related)
10.7.5
Further LTE Physical Layer Enhancements for MTC [LTE_MTCe2_L1]
RP-160442: Physical Layer Enhancements for MTC CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160442
	R3-160437
	Introduction of Paging Optimisation and Paging for Coverage Enhancement capable UEs
	36.413
	1377
	2
	B
	13.1.0
	TEI13, LTE_MTCe2_L1
	Rel-13

	RP-160442
	R3-160571
	Introduction of new UE Identity in the paging message
	36.413
	1411
	2
	B
	13.1.0
	LTE_MTCe2_L1-Core
	Rel-13


10.7.12
Core part: RAN enhancements for extended DRX in LTE [LTE_extDRX-Core]
RP-160443: RAN enhancements for extended DRX in LTE CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160443
	R3-160275
	Addition of loose-SFN synchronisation for extended Idle mode DRX
	36.401
	0079
	-
	B
	13.0.0
	LTE_extDRX-Core
	Rel-13

	RP-160443
	R3-160558
	Introduction of eDRX parameters in the paging message
	36.413
	1388
	2
	B
	13.1.0
	LTE_extDRX-Core
	Rel-13


10.7.18
Narrowband Internet of Things (IOT) [NB_IOT]
RP-160444: Narrowband Internet of Things CRs for approval
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160444
	R3-160161
	Introduction of the UE context resume function
	36.401
	0078
	3
	B
	13.0.0
	NB_IOT-Core
	Rel-13


RP-160445: Narrowband Internet of Things CRs for information
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160445
	R3-160508
	UE Context release in Control Plane CIoT EPS optimization
	36.300
	-
	-
	B
	13.2.0
	NB_IOT-Core
	Rel-13

	RP-160445
	R3-160509
	Introduction of the UE context resume function
	36.300
	-
	-
	B
	13.2.0
	NB_IOT-Core
	Rel-13

	RP-160445
	R3-160526
	Introduction of common impacts of NB-IoT solutions
	36.413
	1393
	2
	B
	13.1.0
	NB_IOT-Core
	Rel-13

	RP-160445
	R3-160547
	Introduction of Initial UE Context Indication procedure
	36.300
	-
	-
	B
	13.2.0
	NB_IOT-Core
	Rel-13

	RP-160445
	R3-160548
	Introduction of Initial UE Context Indication procedure
	36.413
	1410
	2
	B
	13.1.0
	NB_IOT-Core
	Rel-13

	RP-160445
	R3-160549
	Introduction of the UE context resume function
	36.413
	1383
	6
	B
	13.1.0
	NB_IOT-Core, TEI13
	Rel-13

	RP-160445
	R3-160550
	Introduction of the inter-eNB UE Context Resume function
	36.423
	0965
	2
	B
	13.2.0
	NB_IOT-Core, TEI13
	Rel-13


10.8
Open REL-13 LTE WIs (spectrum related)
10.8.4
Not CA related

10.8.4.1
700MHz E-UTRA FDD Band for Arab Region [LTE_FDD_700_ARAB]

RP-160446: Introduction of Band 68
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160446
	R3-160216
	Introduction of Band 68 into 25.466
	25.466
	0061
	 
	B
	13.0.0
	LTE_FDD_700_ARAB-Core
	Rel-13

	RP-160446
	R3-160217
	Introduction of Band 68 into 25.461
	25.461
	0095
	 
	B
	13.0.0
	LTE_FDD_700_ARAB-Core
	Rel-13


14
Maintenance for closed WIs for REL-13 and earlier
14.3.5
Approval of CRs to closed Rel-12 WIs (incl. TEI12)
RP-160447: TEI12 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160447
	R3-160466
	Addition of new RRC establishment cause to S1AP for VoLTE
	36.413
	1386
	1
	F
	12.6.0
	TEI12
	Rel-12

	RP-160447
	R3-160467
	Addition of new RRC establishment cause to S1AP for VoLTE
	36.413
	1387
	1
	A
	13.1.0
	TEI12
	Rel-13

	RP-160447
	R3-160521
	Clarification on SYNC
	25.446
	22
	 
	F
	12.1.0
	TEI12
	Rel-12

	RP-160447
	R3-160537
	Clarification on SYNC
	25.446
	23
	1
	A
	13.0.0
	TEI12
	Rel-13


14.3.6
Approval of CRs to closed Rel-13 WIs (incl. TEI13)
RP-160448: CRs to closed Rel-13 WIs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160448
	R3-160261
	Correction for SeNB Addition behaviour Abnormal
	36.423
	0954
	 
	F
	13.2.0
	LTE_dualC_ext-Core
	Rel-13

	RP-160448
	R3-160445
	Restriction removing for Dual-carrier HSUPA enhancements for UTRAN CS
	25.433
	2080
	1
	F
	13.1.0
	DC_HSUPA_CS-Core
	Rel-13

	RP-160448
	R3-160446
	Restriction removing for Dual-carrier HSUPA enhancements for UTRAN CS
	25.423
	1883
	1
	F
	13.1.0
	DC_HSUPA_CS-Core
	Rel-13

	RP-160448
	R3-160447
	Providing UE UsageType in Dedicated Core Network Reroute NAS Request procedure
	25.413
	1310
	1
	F
	13.0.0
	DECOR-UTRA_LTE-Core
	Rel-13

	RP-160448
	R3-160449
	Providing UE UsageType in Dedicated Core Network Reroute NAS Request procedure
	36.413
	1403
	1
	F
	13.1.0
	DECOR-UTRA_LTE-Core
	Rel-13

	RP-160448
	R3-160523
	Correction on SeNB Addition Preparation concerning inter-MeNB handover without SeNB change
	36.423
	0950
	1
	F
	13.2.0
	LTE_dualC_ext-Core
	Rel-13

	RP-160448
	R3-160535
	Correction on usage of extended eNB UE X2AP ID
	36.423
	0953
	1
	F
	13.2.0
	LTE_dualC_ext-Core
	Rel-13

	RP-160448
	R3-160557
	Correction on Old/New eNB UE X2AP ID
	36.423
	0963
	3
	F
	13.2.0
	LTE_dualC_ext-Core
	Rel-13


RP-160449: TEI13 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160449
	R3-160307
	Rapporteur Review on 25.413 
	25.413
	1308
	 
	F
	13.0.0
	TEI13
	Rel-13

	RP-160449
	R3-160309
	Rapporteur Review on 36.413 
	36.413
	1398
	 
	F
	13.1.0
	TEI13
	Rel-13

	RP-160449
	R3-160310
	Rapporteur Review on 36.443 
	36.443
	0118
	 
	D
	13.2.0
	TEI13
	Rel-13

	RP-160449
	R3-160413
	Rapporteur Review of TS 25.470
	25.470
	0004
	 
	D
	13.0.0
	TEI13
	Rel-13

	RP-160449
	R3-160414
	RNA Rapporteur Update
	25.471
	0010
	 
	D
	13.0.1
	TEI13
	Rel-13

	RP-160449
	R3-160415
	LPPa Rapporteur Update
	36.455
	0054
	 
	D
	13.0.0
	TEI13
	Rel-13

	RP-160449
	R3-160416
	Correction of tabular for Procedure Code in the Message Type IE
	25.468
	0049
	 
	D
	13.0.0
	TEI13
	Rel-13

	RP-160449
	R3-160417
	Correction of tabular for Procedure Code in the Message Type IE
	36.444
	0075
	 
	D
	13.1.0
	TEI13
	Rel-13

	RP-160449
	R3-160418
	Correction of tabular for Procedure Code in the Message Type IE
	36.459
	0010
	 
	D
	13.0.0
	TEI13
	Rel-13

	RP-160449
	R3-160420
	Rapporteur’s Update
	36.423
	0962
	1
	D
	13.2.0
	TEI13
	Rel-13

	RP-160449
	R3-160441
	Rapporteur's review
	25.433
	2081
	1
	D
	13.1.0
	TEI13
	Rel-13

	RP-160449
	R3-160442
	Rapporteur Review of TS 25.469 
	25.469
	0108
	1
	D
	13.0.1
	TEI13
	Rel-13

	RP-160449
	R3-160444
	RNSAP Rapporteur Update
	25.423
	1885
	2
	D
	13.1.0
	TEI13
	Rel-13

	RP-160449
	R3-160480
	Addition of X2 Removal Threshold to the X2 Removal Request message
	36.423
	0937
	3
	C
	13.2.0
	TEI13
	Rel-13

	RP-160449
	R2-162034
	Addition of X2 Removal Threshold to the X2 Removal Request message
	36.300
	0859
	- 
	C
	13.2.0
	TEI13
	Rel-13

	RP-160449
	R3-160512
	PCAP Rapporteur Update
	25.453
	0159
	2
	F
	13.0.0
	TEI13
	Rel-13

	RP-160449
	R3-160532
	Corrections on Extended RNC-ID
	25.423
	1884
	1
	F
	13.1.0
	TEI13
	Rel-13

	RP-160449
	R2-162033
	UE context retention at SCTP recovery
	36.300
	0858
	- 
	B
	13.2.0
	TEI13
	Rel-13

	RP-160449
	R3-160560
	UE context retention at SCTP recovery
	36.413
	1401
	2
	B
	13.1.0
	TEI13
	Rel-13

	RP-160449
	R3-160562
	Modification of an ongoing resource reporting procedure
	36.423
	0949
	2
	C
	13.2.0
	TEI13
	Rel-13

	RP-160449
	R3-160570
	Rapporteur editorial corrections
	36.424
	0022
	1
	D
	13.0.0
	TEI13
	Rel-13


RP-160450: Introduction of Band 46
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160450
	R3-160490
	Introduction of Band 46 in TS 25.461
	25.461
	96
	1
	B
	13.0.0
	LTE_LAA-Core
	Rel-13

	RP-160450
	R3-160513
	Introduction of Band 46 in TS 25.466
	25.466
	0062
	1
	B
	13.0.0
	LTE_LAA-Core
	Rel-13


RP-160451: RAN3 technically endorsed CR package for CSG and LIPA Support in Dual Connectivity, option 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160451
	R3-160320
	Clarification on the abnormal condition for DC SIPTO@LN 
	36.423
	0959
	-
	F
	13.2.0
	LTE_dualC_ext-Core, TEI13
	Rel-13

	RP-160451
	R3-160484
	Correction on CSG support in DC enhancement
	36.413
	1408
	1
	F
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-160451
	R2-162078
	Correction on CSG and LIPA/SIPTO support to DC
	36.300
	0863
	-
	F
	13.2.0
	LTE_dualC_ext-Core
	Rel-13


RP-160452: RAN3 technically endorsed CR package for CSG and LIPA Support in Dual Connectivity, option 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-160452
	R2-162077
	Removing CSG and LIPA Support from Dual Connectivity
	36.300
	0862
	-
	F
	13.2.0
	LTE_dualC_ext-Core
	Rel-13

	RP-160452
	R3-160486
	Removing CSG and LIPA Support from Dual Connectivity
	36.413
	1409
	1
	F
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-160452
	R3-160487
	Removing CSG and LIPA Support from Dual Connectivity
	36.423
	964
	1
	F
	13.2.0
	LTE_dualC_ext-Core
	Rel-13
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