Page 1



3GPP TSG-RAN WG5 Meeting #70 
R5-160044
Malta, Malta, 15-19 February 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	37.571-3
	CR
	0048
	rev
	-
	Current version:
	12.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
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	ME
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	Title:

	Releases for the new OTDOA tests 10.5 to 10.8 are missing/wrong.   

	
	

	Source to WG:
	PCTEST Engineering Laboratory

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_CA_Rel12_3DL-UEConTest
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	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	In 37.571-3, Table 4-3, Clause 10.5 thru 10.8 need to correct the Release of LPP reference, and add missing Release RAT to the clauses.

The requirements for these tests were defined by RAN 4 in Rel-12 version of 36.133.

	
	

	Summary of change:
	Correct the Release of LPP, and Release RAT for Clause 10.5, 10.6, 10.7, 10.8. 

1. Change the Release of LPP from Release 12 to Release 10 for each

2. Add ‘Rel 12’ to the missing Release RAT column for each


	
	

	Consequences if not approved:
	The Table references are incorrect and will create measurement errors.

	
	

	Clauses affected:
	Table 4-3 Clause 10.5, 10.6, 10.7, 10.8
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	Other comments:
	


<<  UNCHANGED CONTENT OMITTED >>

Table 4-3: Applicability of tests and additional information for testing for test cases in TS 37.571-1 [5] for E-UTRA

	Clause
	TC Title
	Release of LPP
	Applicability
	
	Additional Information 
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release RAT

	7
	A-GNSS minimum performance requirements
	
	
	
	
	
	
	

	7.1.1-1
	Sensitivity Coarse Time Assistance: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-2
	Sensitivity Coarse Time Assistance: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-3
	Sensitivity CoarseTime Assistance: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-4
	Sensitivity CoarseTime Assistance: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-5
	Sensitivity Coarse Time Assistance: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-9
	Sensitivity Coarse Time Assistance: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-10
	Sensitivity Coarse Time Assistance: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-1
	Sensitivity Fine Time Assistance: Sub-Test 1
	Rel-9
	C06er
	All UEs supporting A-GPS L1C/A only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-2
	Sensitivity Fine Time Assistance: Sub-Test 2
	Rel-9
	C07er
	All UEs supporting A-GLONASS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-3
	Sensitivity Fine Time Assistance: Sub-Test 3
	Rel-12
	C08er
	All UEs supporting A-Galileo only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-4
	Sensitivity Fine Time Assistance: Sub-Test 4
	Rel-9
	C09er
	All UEs supporting A-GPS and Modernized GPS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-5
	Sensitivity Fine Time Assistance: Sub-Test 5
	Rel-9
	C10er
	All UEs supporting A-GPS and A-GLONASS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-9
	Sensitivity Fine Time Assistance: Sub-Test 9
	Rel-12
	C23er
	All UEs supporting A-BDS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-10
	Sensitivity Fine Time Assistance: Sub-Test 10
	Rel-12
	C24er
	All UEs supporting A-GPS and A-BDS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-1
	Nominal Accuracy: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-2
	Nominal Accuracy: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-3
	Nominal Accuracy: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-4
	Nominal Accuracy: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-5
	Nominal Accuracy: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-9
	Nominal Accuracy: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-10
	Nominal Accuracy: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-1
	Dynamic Range: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-2
	Dynamic Range: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-3
	Dynamic Range: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-4
	Dynamic Range: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-5
	Dynamic Range: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-9
	Dynamic Range: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-10
	Dynamic Range: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-1
	Multi-path scenario: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-2
	Multi-path scenario: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-3
	Multi-path scenario: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-4
	Multi-path scenario: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-5
	Multi-path scenario: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-9
	Multi-path scenario: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-10
	Multi-path scenario: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-1
	Moving scenario and periodic update: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-2
	Moving scenario and periodic update: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-3
	Moving scenario and periodic update: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-4
	Moving scenario and periodic update: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-5
	Moving scenario and periodic update: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-9
	Moving scenario and periodic update: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-10
	Moving scenario and periodic update: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	8
	E-CID measurement requirements
	
	
	
	
	
	
	

	8.1.1
	FDD UE Rx-Tx time difference case
	Rel-9
	C11er
	All FDD UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	
	
	Rel-9

	8.1.2
	TDD UE Rx-Tx time difference case
	Rel-9
	C12er
	All TDD UEs supporting E-CID with Rx-Tx time difference
	pc_eTDD
	
	
	Rel-9

	8.1.3
	E-UTRAN FDD UE Rx–Tx Time Difference under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-9
	C25er
	All FDD UEs supporting E-CID with Rx-Tx time difference and Feature Group Indictor 115
	pc_eFDD
	
	
	Rel-10

	8.1.4
	E-UTRAN TDD UE Rx–Tx Time Difference under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-9
	C26er
	All TDD UEs supporting E-CID with Rx-Tx time difference and Feature Group Indictor 115
	pc_eTDD
	
	
	Rel-10

	8.1.5
	E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-9
	C21er
	All FDD UEs supporting E-CID with Rx-Tx time difference and CRS interference handling and Feature Group Indictor 115
	pc_eFDD
	
	
	Rel-11

	8.1.6
	E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-9
	C22er
	All TDD UEs supporting E-CID with Rx-Tx time difference and CRS interference handling and ss-CCH interference handling and Feature Group Indictor 115
	pc_eTDD
	
	
	Rel-11

	9
	OTDOA measurement requirements
	
	
	
	
	
	
	

	9.1.1
	FDD RSTD Measurement Reporting Delay
	Rel-9
	C13er
	All FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	9.1.2
	TDD RSTD Measurement Reporting Delay
	Rel-9
	C14er
	All TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	Rel-9

	9.1.3
	FDD RSTD Measurement Accuracy
	Rel-9
	C13er
	All FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	9.1.4
	TDD RSTD Measurement Accuracy
	Rel-9
	C14er
	All TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	Rel-9

	9.2.1
	FDD-FDD inter-frequency RSTD measurement reporting delay
	Rel-10
	C17er
	All FDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements 
	pc_eFDD
	
	
	Rel-10

(Note 1)

	9.2.2
	TDD-TDD inter-frequency RSTD measurement reporting delay
	Rel-10
	C18er
	All TDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	Rel-10

(Note 1)

	9.2.4
	FDD-FDD inter-frequency RSTD Accuracy 
	Rel-10
	C17er
	All FDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements 
	pc_eFDD
	
	
	Rel-10

(Note 1)

	9.2.5
	TDD-TDD inter-frequency RSTD Accuracy
	Rel-10
	C18er
	All TDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	Rel-10

(Note 1)

	10
	OTDOA measurement requirements for Carrier Aggregation
	
	
	
	
	
	
	

	10.1
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed.
(Note 2)
	Rel-10

	10.1A
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed.
(Note 2)
	Rel-10

	10.1B
	FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed.
(Note 2)
	Rel-10

	10.1C
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed.
(Note 2)
	Rel-11

	10.2
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed.
(Note 2)
	Rel-10

	10.2A
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed.
(Note 2)
	Rel-10

	10.2B
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 5MHz +5 MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed.
(Note 2)
	Rel-10

	10.2C
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed.
(Note 2)
	Rel-11

	10.2D
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz +10MHz Bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed. (Note 2)
	Rel-10

	10.3
	FDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-10

	10.3A
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-10 and Rel-11)
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-10, Rel-11 only

	10.3A_1
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-12 onwards)
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-12

	10.3B
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 5MHz +5 MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-10

	10.3C
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-11

	10.4
	TDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-10

	10.4A
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-10 and Rel-11)
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-10, Rel-11 only

	10.4A_1
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-12 onwards)
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-12

	10.4B
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz +5 MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-10

	10.4C
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-11

	10.4D
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz+10MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-10

	10.5
	FDD 3 DL CA RSTD Measurement Reporting Delay
	Rel-10
	C27er
	All FDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eFDD
	
	
	Rel-12

	10.6
	TDD 3 DL CA RSTD Measurement Reporting Delay
	Rel-10
	C28er
	All TDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eTDD
	
	
	Rel-12

	10.7
	FDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Rel-10
	C27er
	All FDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eFDD
	
	
	Rel-12

	10.8
	TDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Rel-10
	C28er
	All TDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eTDD
	
	
	Rel-12

	Note 1:
This test case can be optionally tested for Rel-9 UEs supporting inter-frequency RSTD measurements that do not require measurement gaps.

Note 2:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 37.571-1, Clause 4.7.5 [5].


END OF CHANGES
