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F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.2.2_1 Maximum Output Power for HPUE
	±0.7 dB, f ≤ 3.0GHz
	

	6.2.2A.1 UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.2 for each CC
	

	6.2.2A.2 UE Maximum Output Power for CA (inter-band DL CA and UL CA)
	Same as 6.2.2 for each CC
	

	6.2.2B UE Maximum Output Power for UL-MIMO
	Same as 6.2.2 for each antenna
	

	<Many rows are skipped>

	6.3.5E.3 Aggregate power control tolerance for UE category 0
	Same as 6.3.5.3
	

	6.5.1 Frequency Error
	±15 Hz
DL Signal level: ±0.7 dB, f ≤ 3.0GHz

DL Signal level: ±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.5.1A.1 Frequency error for CA (intra-band contiguous DL CA and UL CA)
	TBD
	

	6.5.1A.2 Frequency error for CA (inter-band DL CA and UL CA)
	Same as 6.5.1
	

	6.5.1A.3 Frequency error for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.1
	

	6.5.1B Frequency Error for UL-MIMO
	Same as 6.5.1 for each antenna

DL signal level same as 6.5.1
	

	6.5.1E – Frequency Error for UE category 0
	Same as 6.5.1
	

	6.5.2.1 Error Vector Magnitude
	PUSCH: ± 2.5%

PUCCH: ± 2.5%

PRACH: ± 2.5%
	

	6.5.2A.1.1 Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2B.1 Error Vector Magnitude (EVM) for UL- MIMO
	Same as 6.5.2.1 for each antenna
	

	<Many rows are skipped>

	6.7A.1 Transmit intermodulation
	Same as 6.7, at each antenna used for transmission
	

	6.8B Time alignment error for UL-MIMO
	±25 ns
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