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9.2.1.8
TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for 256QAM in DL
9.2.1.8.1
Test purpose

The same test purpose as in clause 9.2.1.2.1.

9.2.1.8.2
Test applicability

This test applies to E-UTRA TDD UE release 12 and forward of UE Category 11-12 and DL Category ≥11that supports 256QAM in DL.

9.2.1.8.3
Minimum conformance requirements

The following requirements apply to UE Category 11-12 and UE DL Category ≥11. For the parameters specified in Table 9.2.1.8.3-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to RC.1A TDD in Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.
In this test, 4-bit CQI Table 2 in Table 7.2.3-2 in TS 36.213 [10], and Modulation and TBS index table 2 in Table 7.1.7.1-1A for PDSCH in TS 36.213 [10] are applied.

Table 9.2.1.8.3-1: PUCCH 1-0 static test (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	20

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	dB
	0
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	0
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR (Note 2)
	dB
	-1
	0
	20
	21
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	 dB[mW/15kHz]
	-99
	-98
	-78
	-77
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	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	PUSCH (Note 3)

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 5

	cqi-pmi-ConfigurationIndex
	
	3

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
Reference measurement channel RC.1A TDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level. 

Note 3:
To avoid collisions between CQI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#7 and #2.


The normative reference for this requirement is TS 36.101 [2] clause 9.2.1.8.

9.2.1.8.4
Test description

9.2.1.8.4.1
Initial conditions
Same Initial conditions as in clause 9.2.1.2.4.1 with the following exceptions:

-
Instead of Table 9.2.1.2.3-1, use Table 9.2.1.8.3-1.
-
Instead of Clause 9.2.1.2.4.3, use Clause 9.2.1.8.4.3.
9.2.1.8.4.2
Test procedure
Same test procedure as in clause 9.2.1.2.4.2 with the following exceptions:

-
Instead of Table 9.2.1.2.3-1, use Table 9.2.1.8.3-1.
-
The SS shall transmit PDSCH via PDCCH DCI format 1 instead 1A
9.2.1.8.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.2.1.8.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  cqi-ReportConfigPCell-v1250 SEQUENCE {
	
	
	

	    altCQI-Table-r12
	allSubframes
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.1.8.4.3-2: CQI-ReportConfig-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	3
	
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	NULL
	
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.1.8.4.3-3: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa2
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


9.2.1.8.5
Test requirement

The pass fail decision is as specified in the test procedure in clause 9.2.1.8.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

