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Introduction

Total Number of CRs agreed for this WI: 44. TSs being affected:

· 36.508 - 
  1 CR(s)

· 36.521-1 - 
10 CR(s)

· 36.521-2 - 
  2 CR(s)

· 36.521-3 - 
21 CR(s)

· 36.523-1 - 
  9 CR(s)

· 36.523-2 - 
  1 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.904 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-161057
	36.508
	0669
	1
	F
	Rel-12
	12.8.0
	Addition of the default messages in 36.508 for the small cell enhancements for physical layer test
	LTE_SC_enh_L1-UEConTest

	R5-160586
	36.521-1
	2488
	-
	F
	Rel-13
	13.0.1
	Corrections to DL 256QAM SDR Test Cases
	LTE_SC_enh_L1-UEConTest

	R5-160819
	36.521-1
	2400
	1
	F
	Rel-13
	13.0.1
	Addition of new TC 7.4A.3_H Maximum input level for CA (inter-band DL CA without UL CA) for 256QAM in DL
	LTE_SC_enh_L1-UEConTest

	R5-160820
	36.521-1
	2401
	1
	F
	Rel-13
	13.0.1
	Addition of new TC 7.4A.4_H Maximum input level for CA (intra band non-contiguous DL CA without UL CA) for 256QAM in DL
	LTE_SC_enh_L1-UEConTest

	R5-161029
	36.521-1
	2407
	1
	F
	Rel-13
	13.0.1
	Updates to Annex A for 256QAM test
	LTE_SC_enh_L1-UEConTest

	R5-161030
	36.521-1
	2403
	1
	F
	Rel-13
	13.0.1
	Addition of new TC 9.2.1.7 FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for 256QAM in DL
	LTE_SC_enh_L1-UEConTest

	R5-161031
	36.521-1
	2404
	1
	F
	Rel-13
	13.0.1
	Addition of new TC 9.2.1.8 TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for 256QAM in DL
	LTE_SC_enh_L1-UEConTest

	R5-161032
	36.521-1
	2405
	1
	F
	Rel-13
	13.0.1
	Addition of new TC 9.3.1.2.3 FDD CQI Reporting under fading conditions – PUSCH 3-1 for 256QAM in DL
	LTE_SC_enh_L1-UEConTest

	R5-161033
	36.521-1
	2406
	1
	F
	Rel-13
	13.0.1
	Addition of new TC 9.3.1.2.4 TDD CQI Reporting under fading conditions – PUSCH 3-1 for 256QAM in DL
	LTE_SC_enh_L1-UEConTest

	R5-161034
	36.521-1
	2399
	1
	F
	Rel-13
	13.0.1
	Updates to 7.4A.1_H and 7.4A.2_H Maximum input level for intra-band contiguous CA for 256QAM in DL
	LTE_SC_enh_L1-UEConTest

	R5-161035
	36.521-1
	2402
	1
	F
	Rel-13
	13.0.1
	Updates to TC 7.4A.5_H Maximum input level for CA (3DL CA without UL CA) for 256QAM in DL
	LTE_SC_enh_L1-UEConTest

	R5-160273
	36.521-2
	0362
	-
	F
	Rel-13
	13.0.0
	Applicability for new SCE RRM test cases
	LTE_SC_enh_L1-UEConTest

	R5-161036
	36.521-2
	0359
	1
	F
	Rel-13
	13.0.0
	Applicability for new DL 256QAM RF and BB test cases
	LTE_SC_enh_L1-UEConTest

	R5-160237
	36.521-3
	1358
	-
	F
	Rel-12
	12.8.0
	Condition definitions for discovery measurements and measurement accuracy requirements
	LTE_SC_enh_L1-UEConTest

	R5-160257
	36.521-3
	1363
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 8.22.9 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX based on CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160258
	36.521-3
	1364
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 8.22.10 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX based on CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160261
	36.521-3
	1367
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.1.25 FDD intra-frequency absolute and relative RSRP accuracies in CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160262
	36.521-3
	1368
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.1.26 TDD intra-frequency absolute and relative RSRP accuracies in CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160263
	36.521-3
	1369
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.1.27 FDD—FDD inter-frequency absolute and relative RSRP accuracies in CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160264
	36.521-3
	1370
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.1.28 TDD—TDD inter-frequency absolute and relative RSRP accuracies in CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160265
	36.521-3
	1371
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.1.33 FDD absolute and relative RSRP accuracies for E-UTRAN Carrier Aggregation in CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160266
	36.521-3
	1372
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.1.34 TDD absolute and relative RSRP accuracies for E-UTRAN Carrier Aggregation in CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160267
	36.521-3
	1373
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.2.28 FDD intra-frequency absolute RSRQ accuracy with CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160268
	36.521-3
	1374
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.2.29 TDD intra-frequency absolute RSRQ accuracy with CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160269
	36.521-3
	1375
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.2.30 FDD-FDD inter-frequency absolute and relative RSRQ accuracies with CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160270
	36.521-3
	1376
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.2.31 TDD-TDD inter-frequency absolute and relative RSRQ accuracies with CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160271
	36.521-3
	1377
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.2.32 FDD absolute and relative RSRQ accuracy for E-UTRAN Carrier Aggregation in CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160272
	36.521-3
	1378
	-
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 9.2.33 TDD absolute and relative RSRQ accuracy for E-UTRAN Carrier Aggregation in CRS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160821
	36.521-3
	1361
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 8.22.6 E-UTRAN TDD-TDD intra-frequency event triggered reporting in DRX based on CSI-RS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160822
	36.521-3
	1362
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 8.22.8 E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation condition in DRX based on CSI-RS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160823
	36.521-3
	1365
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 8.22.11 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX based on CSI-RS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-160824
	36.521-3
	1366
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 RRM TC 8.22.12 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX based on CSI-RS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-161037
	36.521-3
	1359
	1
	F
	Rel-12
	12.8.0
	Addition of new RRM TC 8.22.5 E-UTRAN FDD-FDD intra-frequency event triggered reporting in DRX based on CSI-RS based discovery signal
	LTE_SC_enh_L1-UEConTest

	R5-161038
	36.521-3
	1360
	1
	F
	Rel-12
	12.8.0
	Addition of new RRM TC 8.22.7 E-UTRAN FDD-FDD inter-frequency event triggered reporting for DRS measurement based on CSI-RS with DRX
	LTE_SC_enh_L1-UEConTest

	R5-160075
	36.523-1
	3271
	-
	F
	Rel-12
	12.8.0
	Corrections to SCE-L1 test case 7.1.7.1.7
	LTE_SC_enh_L1-UEConTest

	R5-160076
	36.523-1
	3272
	-
	F
	Rel-12
	12.8.0
	Corrections to SCE-L1 test case 7.1.7.1.8
	LTE_SC_enh_L1-UEConTest

	R5-160078
	36.523-1
	3274
	-
	F
	Rel-12
	12.8.0
	Corrections to SCE-L1 test case 7.1.7.1.10
	LTE_SC_enh_L1-UEConTest

	R5-160786
	36.523-1
	3266
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 TC 7.1.7.1.11 DL-SCH transport block size selection / DCI format 2A / RA type 0 / Two transport blocks enabled / Transport block to codeword swap flag value set to ’0’ / 256QAM
	LTE_SC_enh_L1-UEConTest

	R5-160787
	36.523-1
	3267
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 TC 7.1.7.1.12 DL-SCH Transport Block Size selection / DCI format 2A / RA type 1 / Two transport blocks enabled / Transport block to codeword swap flag value set to ’1’ / 256QAM
	LTE_SC_enh_L1-UEConTest

	R5-160788
	36.523-1
	3273
	1
	F
	Rel-12
	12.8.0
	Corrections to SCE-L1 test case 7.1.7.1.9
	LTE_SC_enh_L1-UEConTest

	R5-160967
	36.523-1
	3268
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 TC 8.3.1.29 Measurement configuration control and reporting / Intra E-UTRAN measurements / Event C1
	LTE_SC_enh_L1-UEConTest

	R5-160968
	36.523-1
	3269
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 TC 8.3.1.30 Measurement configuration control and reporting / Intra E-UTRAN measurements / Event C2
	LTE_SC_enh_L1-UEConTest

	R5-160969
	36.523-1
	3270
	1
	F
	Rel-12
	12.8.0
	Addition of new SCE-L1 TC 8.3.1.31 Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting / CSI-RSRP
	LTE_SC_enh_L1-UEConTest

	R5-160970
	36.523-2
	0812
	1
	F
	Rel-12
	12.8.0
	Addition of applicability for new SCE-L1 test cases
	LTE_SC_enh_L1-UEConTest
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