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	Reason for change:
	The current TTCN implementation doesn’t pass the TI value received from function f_UTRAN34_MO_SpeechCall which causes TCs to fail. 

	
	

	Summary of change:
	Passed the TI value as a parameter to functions  f_UTRAN_CallA_B_Held_A_C_Delivered_Common and  f_UTRAN_CallA_B_Held_A_C_Active_Common
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2 Correction to functions f_UTRAN34_CallA_B_Held_A_C_Delivered, f_UTRAN34_CallA_B_Held_A_C_Active
2.1 f_UTRAN34_CallA_B_Held_A_C_Delivered 
	Object name 
	f_UTRAN34_CallA_B_Held_A_C_Delivered

	Reason for change
	The current TTCN implementation doesn’t pass the TI value received from function f_UTRAN34_MO_SpeechCall which causes TCs to fail

	Summary of change
	Passed the TI value as a parameter to functions  f_UTRAN_CallA_B_Held_A_C_Delivered_Common

	Module
	SS_CommonFunctions.ttcn

	Label
	WA#


Before:
	function f_UTRAN34_CallA_B_Held_A_C_Delivered(UTRAN_CellId_Type p_CellId) runs on UTRAN_PTC return MultiTI_Type

  {

    var TI v_TI_R;
    v_TI_R := f_UTRAN34_MO_SpeechCall(p_CellId); // @sic R5-145740 sic@

    return f_UTRAN_CallA_B_Held_A_C_Delivered_Common ();

  }


After:
	function f_UTRAN34_CallA_B_Held_A_C_Delivered(UTRAN_CellId_Type p_CellId) runs on UTRAN_PTC return MultiTI_Type

{

    var TI v_TI_R;

    v_TI_R := f_UTRAN34_MO_SpeechCall(p_CellId); // @sic R5-145740 sic@

    return f_UTRAN_CallA_B_Held_A_C_Delivered_Common ( v_TI_R ); //WA#R5s160xxx

}


	


2.2 f_UTRAN34_CallA_B_Held_A_C_Active 
	Object name 
	f_UTRAN34_CallA_B_Held_A_C_Active

	Reason for change
	The current TTCN implementation doesn’t pass the TI value received from function f_UTRAN34_MO_SpeechCall which causes TCs to fail.

	Summary of change
	Passed the TI value as a parameter to functions  f_UTRAN_CallA_B_Held_A_C_Delivered_Common

	Module
	SS_CommonFunctions.ttcn

	Label
	WA#


Before:
	function f_UTRAN34_CallA_B_Held_A_C_Active(UTRAN_CellId_Type p_CellId) runs on UTRAN_PTC return MultiTI_Type

{
  var TI v_TI_R;

  v_TI_R := f_UTRAN34_MO_SpeechCall(p_CellId); // @sic R5-145740 sic@

  return f_UTRAN_CallA_B_Held_A_C_Active_Common ();

}


After:
	function f_UTRAN34_CallA_B_Held_A_C_Active(UTRAN_CellId_Type p_CellId) runs on UTRAN_PTC return MultiTI_Type

  {

    var TI v_TI_R;  

    v_TI_R := f_UTRAN34_MO_SpeechCall(p_CellId); // @sic R5-145740 sic@

    return f_UTRAN_CallA_B_Held_A_C_Active_Common ( v_TI_R ); //WA#R5s160xxx

  }


