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7.2.2.  Periodic CSI Reporting using PUCCH

A UE is semi-statically configured by higher layers to periodically feed back different CSI components (CQI, PMI, PTI, CRI, and/or RI) on the PUCCH using the reporting modes given in Table 7.2.2-1 and described below. A UE in transmission mode 10 can be configured by higher layers for multiple periodic CSI reports corresponding to one or more CSI processes per serving cell on PUCCH.  

Table 7.2.2-1: CQI and PMI Feedback Types for PUCCH CSI reporting Modes

	
	
	PMI Feedback Type

	
	
	No PMI
	Single PMI

	PUCCH CQI

Feedback Type
	Wideband

(wideband CQI)
	Mode 1-0
	Mode 1-1

	
	UE Selected

(subband CQI)
	Mode 2-0
	Mode 2-1


For each of the transmission modes defined in subclause 7.1, the following periodic CSI reporting modes are supported on PUCCH:

Transmission mode 1
: Modes 1-0, 2-0

Transmission mode 2
: Modes 1-0, 2-0

Transmission mode 3
: Modes 1-0, 2-0

Transmission mode 4
: Modes 1-1, 2-1

Transmission mode 5
: Modes 1-1, 2-1

Transmission mode 6
: Modes 1-1, 2-1

Transmission mode 7
: Modes 1-0, 2-0

Transmission mode 8
: Modes 1-1, 2-1 if the UE is configured with PMI/RI reporting; modes 1-0, 2-0 if the UE is configured without PMI/RI reporting 

Transmission mode 9 
: Modes 1-1, 2-1 if the UE is configured with PMI/RI reporting and number of CSI-RS ports>1; modes 1-0, 2-0 if the UE is configured without PMI/RI reporting or without PMI reporting or number of CSI-RS ports=1.

Transmission mode 10 
: Modes 1-1, 2-1 if the UE is configured with PMI/RI reporting and number of CSI-RS ports>1; modes 1-0, 2-0 if the UE is configured without PMI/RI reporting or without PMI reporting or number of CSI-RS ports=1.

For a UE configured in transmission mode 1-9, one periodic CSI reporting mode for each serving cell is configured by higher-layer signalling. 

For a UE configured in transmission mode 10, one or more periodic CSI reporting modes for each serving cell are configured by higher-layer signalling. 
For UE in transmission mode 9 and the UE configured with higher layer parameter CSI-Reporting-Type, the term ‘CSI process’ in this subclause refers to the CSI configured for the UE.
For a UE configured with transmission mode 9 or 10, and with 8 CSI-RS ports, if the UE is not configured with parameter CSI-Reporting-Type by higher layers , or UE is configured with parameter CSI-Reporting-Type by higher layers, and CSI-Reporting-Type is set to ‘CLASS B’, and one CSI-RS resource configured, and parameter PMI-Config is set to ‘2’, or UE is configured with parameter CSI-Reporting-Type by higher layers, and CSI-Reporting-Type is set to ‘CLASS B’, and more than one CSI-RS resource configured, and at least one CSI-RS resource with 8 CSI-RS ports, mode 1-1 is configured to be either submode 1 or submode 2 via higher-layer signaling using the parameter PUCCH_format1-1_CSI_reporting_mode. 

For a UE configured with transmission mode 8, 9 or 10, and with alternativeCodeBookEnabledFor4TX-r12=TRUE configured, if the UE is not configured with higher layer parameter CSI-Reporting-Type, or UE is configured with parameter CSI-Reporting-Type by higher layers, and CSI-Reporting-Type is set to ‘CLASS B’, and one CSI-RS resource configured, and parameter PMI-Config is set to ‘2’, or UE is configured with parameter CSI-Reporting-Type by higher layers, and CSI-Reporting-Type is set to ‘CLASS B’, and more than one CSI-RS resource configured, and at least one CSI-RS resource with 4 CSI-RS ports, mode 1-1 is configured to be either submode 1 or submode 2 via higher-layer signaling using the parameter PUCCH_format1-1_CSI_reporting_mode.

