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<cut unchanged sections>
Table 4.1A-2: Uplink physical layer parameter values set by the field ue-CategoryUL
	UE UL Category
	Maximum number of UL-SCH transport block bits transmitted within a TTI
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI
	Support for 64QAM in UL

	UL Category M1
	1000 for FDD 

3240 for TDD
	1000 for FDD

3240 for TDD
	No

	UL Category 0
	1000
	1000
	No

	UL Category 3
	51024
	51024
	No

	UL Category 5
	75376
	75376
	Yes

	UL Category 7
	102048
	51024
	No

	UL Category 8
	1497760
	149776
	Yes

	UL Category 13
	150752
	75376
	Yes

	UL Category 14
	9585664
	149776
	Yes


Table 4.1A-3: Total layer 2 buffer sizes set by the fields ue-CategoryDL and ue-CategoryUL

	UE DL Category
	UE UL Category
	Total layer 2 buffer size [bytes]
	With support for split bearers

	DL Category M1
	UL Category M1
	20 000 for FDD

40 000 for TDD
	N/A

	DL Category 0
	UL Category 0
	20 000
	N/A

	DL Category 6
	UL Category 5
	3 500 000
	6 000 000

	DL Category 7
	UL Category 13
	4 200 000
	6 700 000

	DL Category 9
	UL Category 5
	5 000 000
	7 400 000

	DL Category 10
	UL Category 13
	5 700 000
	8 100 000

	DL Category 11
	UL Category 5
	6 400 000
	11 300 000

	DL Category 12
	UL Category 13
	7 100 000
	12 000 000

	DL Category 13
	UL Category 3
	4 200 000
	7 300 000

	DL Category 13
	UL Category 5
	4 400 000
	7 600 000

	DL Category 13
	UL Category 7
	4 700 000
	7 800 000

	DL Category 13
	UL Category 13
	5 100 000
	8 300 000

	DL Category 14
	UL Category 8
	50 800 000
	76 200 000

	DL Category 15
	UL Category 3
	8 000 000
	13 000 000

	DL Category 15
	UL Category 5
	8 200 000
	13 400 000

	DL Category 15
	UL Category 7
	8 500 000
	13 600 000

	DL Category 15
	UL Category 13
	8 900 000
	14 100 000

	DL Category 16
	UL Category 3
	10 000 000
	17 000 000

	DL Category 16
	UL Category 5
	10 600 000
	17 400 000

	DL Category 16
	UL Category 7
	10 800 000
	17 600 000

	DL Category 16
	UL Category 13
	11 000 000
	18 100 000

	DL Category 17
	UL Category 14
	330 000 000
	530 000 000
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