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Agenda Item
8.1
Agenda Item
14.1.6
RP-161061
Correction on RLM for PSCell in dual connectivity
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	684
	-
	Rel-13
	Correction on RLM for PSCell in dual connectivity
	F
	13.1.1
	R1-165724
	LTE_SC_enh_dualC-Core, TEI13
	


Agenda Item
14.1.6

RP-161062
Maintenance of Release 13 LTE carrier aggregation enhancement beyond 5 carriers
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	194
	-
	Rel-13
	Correction on aperiodic CSI reporting mode 1-0 and 1-1
	F
	13.1.0
	R1-163089
	LTE_CA_enh_b5C-Core
	

	36.212
	197
	-
	Rel-13
	Coding of higher layer parameter codebooksizeDetermination-r13
	F
	13.1.0
	R1-163421
	LTE_CA_enh_b5C-Core
	

	36.212
	201
	-
	Rel-13
	Correction on DAI Presence in DCI formats for eCA
	F
	13.1.0
	R1-163626
	LTE_CA_enh_b5C-Core
	

	36.212
	205
	-
	Rel-13
	Correction on citations to a DAI bits table
	F
	13.1.0
	R1-164926
	LTE_CA_enh_b5C-Core
	

	36.213
	575
	2
	Rel-13
	Correction on SPS HARQ-ACK bit handling in case of dynamic codebook configuration of eCA in 36.213
	F
	13.1.1
	R1-163500
	LTE_CA_enh_b5C-Core
	

	36.213
	608
	1
	Rel-13
	Correction on HARQ-ACK ordering in case of semi-static codebook configuration of eCA
	F
	13.1.1
	R1-163514
	LTE_CA_enh_b5C-Core
	

	36.213
	610
	1
	Rel-13
	Correction on timing for secondary cell activation/deactivation for eCA in 36.213
	F
	13.1.1
	R1-163458
	LTE_CA_enh_b5C-Core
	

	36.213
	615
	-
	Rel-13
	Correction on aperiodic CSI reporting mode 1-0 and 1-1
	F
	13.1.1
	R1-163090
	LTE_CA_enh_b5C-Core
	

	36.213
	622
	-
	Rel-13
	Coding of higher layer parameter codebooksizeDetermination-r13
	F
	13.1.1
	R1-163422
	LTE_CA_enh_b5C-Core
	

	36.213
	623
	1
	Rel-13
	Corrections on Simultaneous HARQ-ACK and P-CSI in 36.213
	F
	13.1.1
	R1-163526
	LTE_CA_enh_b5C-Core
	

	36.213
	623
	-
	Rel-13
	Corrections on Simultaneous HARQ-ACK and P-CSI in 36.213
	F
	13.1.1
	R1-163433
	LTE_CA_enh_b5C-Core
	

	36.213
	630
	-
	Rel-13
	Draft CR on Correction for HARQ-ACK Codebook Determination in eCA
	F
	13.1.1
	R1-163527
	LTE_CA_enh_b5C-Core
	

	36.213
	632
	-
	Rel-13
	Corrections on simultaneous transmission of HARQ-ACK and SR in 36.213
	F
	13.1.1
	R1-163533
	LTE_CA_enh_b5C-Core
	


Agenda Item
14.1.6

RP-161063
Maintenance of Release 13 elevation beamforming/full-dimension MIMO for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	216
	2
	Rel-13
	CR on CSI-RS transmission in DwPTS
	F
	13.1.0
	R1-162341
	LTE_EBF_FDMIMO-Core
	

	36.211
	233
	-
	Rel-13
	Clarification on PDSCH mapping to resource elements
	F
	13.1.0
	R1-163504
	LTE_EBF_FDMIMO-Core
	

	36.211
	234
	-
	Rel-13
	CR on CSI-RS description in TS 36.211
	F
	13.1.0
	R1-163505
	LTE_EBF_FDMIMO-Core
	

	36.211
	236
	-
	Rel-13
	Clarification of CSI-RS on extended CP
	F
	13.1.0
	R1-163534
	LTE_EBF_FDMIMO-Core
	

	36.211
	237
	-
	Rel-13
	Correction on description about UpPTS length for preamble format 4 for PRACH
	F
	13.1.0
	R1-163535
	LTE_EBF_FDMIMO-Core
	

	36.211
	242
	-
	Rel-13
	Correction on the description about DMRS
	F
	13.1.0
	R1-163673
	LTE_EBF_FDMIMO-Core
	

	36.212
	195
	-
	Rel-13
	Correction to S1 and S2 definition and i2 bit width
	F
	13.1.0
	R1-163091
	LTE_EBF_FDMIMO-Core
	

	36.212
	199
	-
	Rel-13
	Correction on the description of DMRS table
	F
	13.1.0
	R1-163506
	LTE_EBF_FDMIMO-Core
	

	36.212
	203
	-
	Rel-13
	CR on missing CRI-only table (36.212)
	F
	13.1.0
	R1-163796
	LTE_EBF_FDMIMO-Core
	

	36.213
	593
	1
	Rel-13
	Correction to the UE's assumption on DMRS ports
	F
	13.1.1
	R1-162342
	LTE_EBF_FDMIMO-Core
	

	36.213
	614
	-
	Rel-13
	Correction to rank 5-8 FD-MIMO CSI feedback
	F
	13.1.1
	1- 163086
	LTE_EBF_FDMIMO-Core
	

	36.213
	629
	-
	Rel-13
	Correction on the linkage between CSI-RS and CSI-IM for Class B
	F
	13.1.1
	R1-163513
	LTE_EBF_FDMIMO-Core
	

	36.213
	647
	-
	Rel-13
	CR on CSI-RS ID configuration for TM9 in TS 36.213
	F
	13.1.1
	R1-163670
	LTE_EBF_FDMIMO-Core
	

	36.213
	666
	-
	Rel-13
	CR on FD-MIMO codebooks (36.213)
	F
	13.1.1
	R1-165528
	LTE_EBF_FDMIMO-Core
	

	36.213
	667
	-
	Rel-13
	CR on CSI-Reporting-Type in TS 36.213
	F
	13.1.1
	R1-165529
	LTE_EBF_FDMIMO-Core
	

	36.213
	672
	-
	Rel-13
	Correction on UE assumption on DMRS ports
	F
	13.1.0
	R1-165538
	LTE_EBF_FDMIMO-Core
	


Agenda Item
14.1.6

RP-161064
Correction on search space to decode the PDCCH configured by the SC-N-RNTI
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	654
	-
	Rel-13
	Correction on search space to decode the PDCCH configured by the SC-N-RNTI
	F
	13.1.1
	R1-165093
	LTE_SC_PTM-Core
	


Agenda Item
14.1.6

RP-161065
Maintenance of Release 13 licensed-assisted access to unlicensed spectrum
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	232
	-
	Rel-13
	Correction to EPDCCH procedures for LAA FS 3
	F
	13.1.0
	R1-163502
	LTE_LAA-Core
	

	36.211
	235
	-
	Rel-13
	Corrections on the support of ending partial subframe in LAA
	F
	13.1.0
	R1-163528
	LTE_LAA-Core
	

	36.211
	244
	-
	Rel-13
	CR on UE assumptions on number of CRS ports in DRS
	F
	13.1.0
	R1-163930
	LTE_LAA-Core
	

	36.212
	198
	-
	Rel-13
	CR on subframe configuration for LAA
	F
	13.1.0
	R1-163503
	LTE_LAA-Core
	

	36.212
	200
	-
	Rel-13
	Clarification on the applicability of DL procedures for LAA SCell
	F
	13.1.0
	R1-163532
	LTE_LAA-Core
	

	36.213
	625
	_
	Rel-13
	Correction to the usage of undefined terminology "channel"
	D
	13.1.1
	R1-163435
	LTE_LAA-Core
	

	36.213
	626
	_
	Rel-13
	Correction on channel access procedure after an additional defer duration for DL LBT
	F
	13.1.1
	R1-163436
	LTE_LAA-Core
	

	36.213
	627
	1
	Rel-13
	Clarification for LAA CSI processing
	F
	13.1.1
	R1-163501
	LTE_LAA-Core
	

	36.213
	628
	-
	Rel-13
	MCS Table for Initial Partial TTI in LAA
	F
	13.1.1
	R1-163508
	LTE_LAA-Core
	

	36.213
	631
	 
	Rel-13
	Clarification on "special subframe" for frame structure type 3 in 36.213
	F
	13.1.1
	R1-163531
	LTE_LAA-core
	

	36.213
	645
	-
	Rel-13
	CR for 36.213 on multi-channel access procedure Type A2 in LAA
	F
	13.1.1
	R1-163672
	LTE_LAA-Core
	

	36.213
	649
	-
	Rel-13
	Initial CCA Behaviour in the Channel Access Procedure
	F
	13.1.1
	R1-163925
	LTE_LAA-Core
	

	36.213
	650
	1
	Rel-13
	Draft CR on clarification for channel sensing
	F
	13.1.1
	R1-163927
	LTE_LAA-Core
	

	36.213
	651
	-
	Rel-13
	CR for the contention window adjustment procedure in LAA downlink channel access
	F
	13.1.1
	R1-163831
	LTE_LAA-Core
	

	36.213
	686
	 
	Rel-13
	CR on clarification for channel sensing
	F
	13.1.1
	R1-166022
	LTE_LAA-Core
	

	36.213
	687
	 
	Rel-13
	CR on CWp adjustment
	F
	13.1.1
	R1-166039
	LTE_LAA-Core
	


Agenda Item
14.1.6

RP-161066
Maintenance of Release 13  Further LTE Physical Layer Enhancements for MTC
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	229
	2
	Rel-13
	Collision between PSS/SSS/PBCH and MPDCCH/PDSCH for MTC
	F
	13.1.0
	R1-163790
	LTE_MTCe2_L1-Core
	

	36.211
	230
	-
	Rel-13
	DMRS initialization of CSS for MTC
	F
	13.1.0
	R1-163354
	LTE_MTCe2_L1-Core
	

	36.211
	231
	-
	Rel-13
	Missing words in PRACH starting subframe paragraph for MTC
	F
	13.1.0
	R1-163355
	LTE_MTCe2_L1-Core
	

	36.211
	238
	-
	Rel-13
	Correction to TS 36.211 for eMTC
	F
	13.1.0
	R1-163698
	LTE_MTCe2_L1-Core
	

	36.211
	239
	-
	Rel-13
	Narrow band hopping
	F
	13.1.0
	R1-163702
	LTE_MTCe2_L1-Core
	

	36.211
	240
	1
	Rel-13
	CR on MPDCCH format for Rmax=1 and 2/4 PRBs
	F
	13.1.0
	R1-163676
	LTE_MTCe2_L1-Core
	

	36.211
	241
	1
	Rel-13
	Correction on RE mapping in MBSFN subframe for BL/CE UEs in CEModeB
	F
	13.1.0
	R1-163679
	LTE_MTCe2_L1-Core
	

	36.211
	243
	-
	Rel-13
	CR for TS36.211 related to 2+4 PRB set
	F
	13.1.0
	R1-163858
	LTE_MTCe2_L1-Core
	

	36.211
	245
	-
	Rel-13
	Some corrections for eMTC
	F
	13.1.0
	R1-164927
	LTE_MTCe2_L1-Core
	

	36.211
	247
	-
	Rel-13
	Clarification of MPDCCH over empty CRS tones in PBCH repetition
	F
	13.1.0
	R1-165532
	LTE_MTCe2_L1-Core
	

	36.211
	248
	-
	Rel-13
	Scrambling sequence initialization
	F
	13.1.0
	R1-165534
	LTE_MTCe2_L1-Core
	

	36.211
	249
	-
	Rel-13
	On MPDCCH AL for 8 EREGs per ECCE in TS 36.211
	F
	13.1.0
	R1-165623
	LTE_MTCe2_L1-Core
	

	36.211
	250
	-
	Rel-13
	Overriding of valid-invalid subframes for R=1
	F
	13.1.0
	R1-165673
	LTE_MTCe2_L1-Core
	

	36.211
	251
	 
	Rel-13
	Scrambling Sequence for paging MPDCCH and PDSCH
	F
	13.1.0
	R1-165686
	LTE_MTCe2_L1-Core
	

	36.211
	252
	-
	Rel-13
	Scrambling sequence initialization for PDSCH
	F
	13.1.0
	R1-165703
	LTE_MTCe2_L1-Core
	

	36.212
	196
	1
	Rel-13
	MCS field in DCI format 6-2 for paging for MTC
	F
	13.1.0
	R1-163567
	LTE_MTCe2_L1-Core
	

	36.212
	202
	-
	Rel-13
	Identify MPDCCH order in CE mode B in TS 36.212 (Solution 2)
	F
	13.1.0
	R1-163689
	LTE_MTCe2_L1-Core
	

	36.212
	206
	1
	Rel-13
	Frequency hopping flag definition in DCI formats for BL/CE UE
	F
	13.1.0
	R1-165540
	LTE_MTCe2_L1-Core
	

	36.212
	207
	-
	Rel-13
	Correction on the DCI payload size for eMTC in TS 36.212
	F
	13.1.0
	R1-165533
	LTE_MTCe2_L1-Core
	

	36.212
	208
	 
	Rel-13
	Channel interleaver correction for eMTC
	F
	13.1.0
	R1-165635
	LTE_MTCe2_L1-Core
	

	36.213
	616
	-
	Rel-13
	Correction of paging PDSCH transmission for MTC UE
	F
	13.1.1
	R1-162873
	LTE_MTCe2_L1-Core
	

	36.213
	618
	-
	Rel-13
	Update RRC parameter names for MTC
	F
	13.1.1
	R1-163359
	LTE_MTCe2_L1-Core
	

	36.213
	619
	-
	Rel-13
	PUCCH repetition for Msg4 for MTC
	F
	13.1.1
	R1-163360
	LTE_MTCe2_L1-Core
	

	36.213
	620
	-
	Rel-13
	MPDCCH repetition for paging and random access for MTC
	F
	13.1.1
	R1-163361
	LTE_MTCe2_L1-Core
	

	36.213
	621
	1
	Rel-13
	MCS field in DCI format 6-2 for paging for MTC
	F
	13.1.1
	R1-163568
	LTE_MTCe2_L1-Core
	

	36.213
	633
	2
	Rel-13
	MDPCCH candidate overflow monitoring correction for eMTC
	F
	13.1.1
	R1-163677
	LTE_MTCe2_L1-Core
	

	36.213
	634
	-
	Rel-13
	Correction to TS 36.213 for eMTC
	F
	13.1.1
	R1-163697
	LTE_MTCe2_L1-Core
	

	36.213
	635
	1
	Rel-13
	Correction on M-PDCCH case definition
	F
	13.1.1
	R1-163844
	LTE_MTCe2_L1-Core
	

	36.213
	636
	_
	Rel-13
	Correction on CSS for MPDCCH configured by temporary C-RNTI and Type0 MPDCCH CSS resource
	F
	13.1.1
	R1-163782
	LTE_MTCe2_L1-Core
	

	36.213
	637
	2
	Rel-13
	Correction on collision of dynamically scheduled data and semi-statically scheduled data for Rel-13 eMTC
	F
	13.1.1
	R1-165568
	LTE_MTCe2_L1-Core
	

	36.213
	638
	1
	Rel-13
	Correction on PDSCH transmission timing for Rel-13 eMTC
	F
	13.1.1
	R1-163678
	LTE_MTCe2_L1-Core
	

	36.213
	639
	-
	Rel-13
	On the collision between eMTC SIB and MPDCCH/PDSCH in TS 36.213
	F
	13.1.1
	R1-163794
	LTE_MTCe2_L1-Core
	

	36.213
	640
	 
	Rel-13
	Collision between PUCCH format 2 and PDSCH with repetitions
	F
	13.1.1
	R1-163811
	LTE_MTCe2_L1-Core
	

	36.213
	641
	-
	Rel-13
	Clarification of TM1/2/6 on MBSFN subframes
	F
	13.1.1
	R1-163812
	LTE_MTCe2_L1-Core
	

	36.213
	642
	 
	Rel-13
	Correction of fallback behavior for TM9
	F
	13.1.1
	R1-163813
	LTE_MTCe2_L1-Core
	

	36.213
	643
	 
	Rel-13
	Correction on RV and MPDCCH starting position
	F
	13.1.1
	R1-163814
	LTE_MTCe2_L1-Core
	

	36.213
	644
	1
	Rel-13
	Collision between PSS/SSS/PBCH and PDSCH for MTC
	F
	13.1.1
	R1-163941
	LTE_MTCe2_L1-Core
	

	36.213
	646
	-
	Rel-13
	CR for TS36.213 related to 2+4 PRB set
	F
	13.1.0
	R1-163859
	LTE_MTCe2_L1-Core
	

	36.213
	653
	1
	Rel-13
	eMTC MPDCCH corrections for 36.213
	F
	13.1.1
	R1-165746
	LTE_MTCe2_L1-Core
	

	36.213
	657
	-
	Rel-13
	Starting OFDM symbol for SIB1-BR for BL/CE UE
	F
	13.1.1
	R1-165387
	LTE_MTCe2_L1-Core
	

	36.213
	658
	-
	Rel-13
	Collision between SIB1-BR and SI message for BL/CE UE
	F
	13.1.1
	R1-165388
	LTE_MTCe2_L1-Core
	

	36.213
	660
	3
	Rel-13
	MPDCCH search space for random access in connected mode for BL/CE UE
	F
	13.1.1
	R1-165969
	LTE_MTCe2_L1-Core
	

	36.213
	662
	-
	Rel-13
	Definition of number of MPDCCH repetitions for BL/CE UE
	F
	13.1.1
	R1-165392
	LTE_MTCe2_L1-Core
	

	36.213
	663
	-
	Rel-13
	PRB locations for Type0 MPDCCH search space for BL/CE UE
	F
	13.1.1
	R1-165393
	LTE_MTCe2_L1-Core
	

	36.213
	669
	-
	Rel-13
	Correction on the usage of CEModeA and CEModeB for eMTC in TS 36.213
	F
	13.1.1
	R1-165531
	LTE_MTCe2_L1-Core
	

	36.213
	670
	-
	Rel-13
	On MPDCCH AL and search space for 8 EREGs per ECCE in TS 36.213
	F
	13.1.1
	R1-165536
	LTE_MTCe2_L1-Core
	

	36.213
	671
	-
	Rel-13
	CR on MPDCCH quasi co-location
	F
	13.1.0
	R1-165537
	LTE_MTCe2_L1-Core
	

	36.213
	673
	-
	Rel-13
	A-CSI Reporting for TM6
	F
	13.1.1
	R1-165621
	LTE_MTCe2_L1-Core
	

	36.213
	674
	-
	Rel-13
	Corrections on CSI Reporting
	F
	13.1.1
	R1-165622
	LTE_MTCe2_L1-Core
	

	36.213
	675
	-
	Rel-13
	Correction on RV determination for PUSCH in TS 36.213.
	F
	13.1.1
	R1-165624
	LTE_MTCe2_L1-Core
	

	36.213
	677
	-
	Rel-13
	Clarification on Msg3 PUSCH repetition level in TS 36.213
	F
	13.1.1
	R1-165626
	LTE_MTCe2_L1-Core
	

	36.213
	678
	-
	Rel-13
	Correction on SRS frequency location in TS 36.213
	F
	13.1.1
	R1-165627
	LTE_MTCe2_L1-Core
	

	36.213
	679
	 
	Rel-13
	Correction on PDSCH reception timing for eMTC
	F
	13.1.1
	R1-165636
	LTE_MTCe2_L1-Core
	

	36.213
	680
	1
	Rel-13
	Correcting configuration parameter for number of PRB-pairs
	F
	13.1.1
	R1-165682
	LTE_MTCe2_L1-Core
	

	36.213
	681
	-
	Rel-13
	Clarification on starting subframe for MPDCCH
	F
	13.1.1
	R1-165672
	LTE_MTCe2_L1-Core
	

	36.213
	682
	 
	Rel-13
	MCS for Random Access Response Grant
	F
	13.1.1
	R1-165687
	LTE_MTCe2_L1-Core
	

	36.213
	683
	2
	Rel-13
	Correction on UCI multiplexing on PUSCH
	F
	13.1.1
	R1-165791
	LTE_MTCe2_L1-Core
	

	36.213
	685
	-
	Rel-13
	Correction on PDSCH transmission scheme assumed for TM9 CSI reference resource in TS 36.213
	F
	13.1.1
	R1-165737
	LTE_MTCe2_L1-Core
	


Agenda Item
10.8.2

RP-161067
Introduction of Rel-13 NB-IoT feature to LTE RAN1specs
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.201
	14
	1
	Rel-13
	Introduction of NB-IoT
	B
	13.1.0
	R1-165396
	NB_IOT-Core
	

	36.211
	224
	8
	Rel-13
	Introduction of NB-IoT
	B
	13.1.0
	R1-165971
	NB_IoT-Core
	

	36.212
	192
	3
	Rel-13
	Introduction of Rel-13 feature of NB-IoT in 36.212
	B
	13.1.0
	R1-166045
	NB_IoT-Core
	

	36.213
	656
	1
	Rel-13
	Introduction of NB-IoT
	B
	13.1.1
	R1-165972
	NB_IOT-Core
	

	36.214
	33
	2
	Rel-13
	Introduction of NB-IoT
	B
	13.1.0
	R1-165973
	NB_IoT-Core
	


Agenda Item
14.1.5

RP-161068
Correction on RRC parameter for configuring new TBSs
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	611
	-
	Rel-13
	Correction on RRC parameter for configuring new TBSs
	A
	13.1.1
	R1-162767
	TEI12
	

	36.213
	612
	-
	Rel-12
	Correction on RRC parameter for configuring new TBSs
	F
	12.9.1
	R1-162768
	TEI12
	


Agenda Item
14.1.6

RP-161069
Corrections SRS dropping in CA in 36.213
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	624
	-
	Rel-13
	Corrections SRS dropping in CA in 36.213
	F
	13.1.1
	R1-163434
	TEI13, LTE-Phys
	


Agenda Item
14.1.6

RP-161070
Introduction of 60ms periodicity for wideband CQI/PMI reporting
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	668
	-
	Rel-13
	Introduction of 60ms periodicity for wideband CQI/PMI reporting
	B
	13.1.1
	R1-165530
	TEI13
	


Agenda Item
14.1.5

RP-161144
Maintenance of DCH Enhancements for UMTS
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.212
	339
	-
	Rel-12
	Clarifications on DCH enhancements feature
	F
	12.1.0
	R1-165515
	UTRA_DCHenh-Core
	

	25.212
	340
	-
	Rel-13
	Clarifications on DCH enhancements feature
	A
	13.0.0
	R1-165516
	UTRA_DCHenh-Core
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