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9.1.25
FDD intra-frequency absolute and relative RSRP accuracies in CRS based discovery signal

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:



-
The cell mapping needs to be defined

9.1.25.1
Test purpose

The purpose of this test is to verify that the RSRP absolute and relative measurement accuracies in CRS based discovery signal are within the specified limits.

~~~~~~~~Next Changed Section~~~~~~~
9.1.25.5
Test requirement

Table 9.1.25.5-1 defines the primary level settings including test tolerances for all tests.

The RSRP absolute accuracy shall meet the reported values test requirements in table 9.1.25.5-2.

The RSRP relative accuracy shall meet the reported values test requirements in table 9.1.25.5-3.

Table 9.1.25.5-1: RSRP FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Measurement bandwidth
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	22—27

	DTMC period
	ms
	N/A
	160

	DTMC period offset
	
	N/A
	10

	Discovery signal occasion duration
	ms
	N/A
	1

	Time offset between cells
	µs
	2.3

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.2.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote1
	
	
	

	OCNG_RBNote1
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Note2
	Bands FDD_A
	dBm/15 kHz
	-107
	-107

	
	Bands FDD_B
	
	
	

	
	Bands FDD_C
	
	
	

	
	Bands FDD_D
	
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	
	

	
	Bands FDD_G Note 7
	
	
	

	
	Bands FDD_H
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	dB
	1.88
	-4.97

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-101.0
	-105.0

	
	Bands FDD_B
	
	
	

	
	Bands FDD_C
	
	
	

	
	Bands FDD_D
	
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	
	

	
	Bands FDD_G Note 7
	
	
	

	
	Bands FDD_H
	
	
	

	IoNote3
	Bands FDD_A
	dBm/9 MHz
	-71.05
	-71.05

	
	Bands FDD_B
	
	
	

	
	Bands FDD_C
	
	
	

	
	Bands FDD_D
	
	
	

	
	Bands  FDD_E, FDD_F Note 5 
	
	
	

	
	Bands FDD_G Note 7
	
	
	

	
	Bands FDD_H
	
	
	

	
[image: image5.wmf]oc

s

N

Ê


	dB
	6.0
	2.0

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image6.wmf]oc
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29 and Band 32.


Table 9.1.25.5-2: RSRP FDD Intra frequency absolute accuracy requirements for the reported values

	
	Event
	Test 1

All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_29

	Highest reported value (Cell 2)
	
	RSRP_42

	Extreme Conditions

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_25

	Highest reported value (Cell 2)
	
	RSRP_46


Table 9.1.25.5-3: RSRP FDD Intra frequency relative accuracy requirements for the reported values

	
	Event
	Test 1

All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 - 9

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 1

	Extreme Conditions

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 - 9

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

~~~~~~~~Next Changed Section~~~~~~~

9.1.26
TDD intra-frequency absolute and relative RSRP accuracies in CRS based discovery signal

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:



-
The cell mapping needs to be defined

9.1.26.1
Test purpose

Same test purpose as in clause 9.1.25.1.

~~~~~~~~Next Changed Section~~~~~~~

9.1.26.5
Test requirement

Table 9.1.26.5-1 defines the primary level settings including test tolerances for all tests.

The RSRP absolute accuracy shall meet the reported values test requirements in table 9.1.26.5-2.

The RSRP relative accuracy shall meet the reported values test requirements in table 9.1.26.5-3. 
Table 9.1.26.5-1: RSRP TDD Intra frequency test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Special subframe configurationNote1
	
	6

	Uplink/downlink configurationNote1
	
	1

	Measurement bandwidth
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	22—27

	DTMC period
	ms
	N/A
	160

	DTMC period offset
	
	N/A
	10

	Discovery signal occasion duration
	ms
	N/A
	2

	Time offset between cells
	µs
	2.3

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-

	PDSCH allocation
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	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote2
	
	
	

	OCNG_RBNote2
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Note3
	Bands TDD_A
	dBm/15 kHz
	-107
	-107

	
	Bands TDD_C
	
	
	

	
	Bands TDD_E
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	dB
	1.88
	-4.97

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-101.0
	-105.0

	
	Bands TDD_C
	
	
	

	
	Bands TDD_E
	
	
	

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-71.05
	-71.05

	
	Bands TDD_C
	
	
	

	
	Bands TDD_E
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	dB
	6.0
	2.0

	Propagation condition
	-
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.26.5-2: RSRP TDD Intra frequency absolute accuracy requirements for the reported values

	
	Event
	Test 1

All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_29

	Highest reported value (Cell 2)
	
	RSRP_42

	Extreme Conditions

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_25

	Highest reported value (Cell 2)
	
	RSRP_46


Table 9.1.26.5-3: RSRP TDD Intra frequency relative accuracy requirements for the reported values

	
	Event
	Test 1

All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 - 9

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 1

	Extreme Conditions

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 - 9

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

~~~~~~~~Next Changed Section~~~~~~~
F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN

	4.2.2 E-UTRA TDD - TDD cell re-selection intra frequency
	Same as 4.2.1
	

	<Unchanged Lines Omitted>

	9.1.24.1 TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20MHz + 10MHz
	Noc1 ±1.0 dB averaged over BWConfig
Noc1 ±1.3 dB for PRBs #47-52

Noc2 ±1.0 dB averaged over BWConfig
Noc2 ±1.3 dB for PRBs #22-27
Ês1 / Noc1, Ês2 / Noc2 and Ês3 / Noc2 each ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.8 dB for PRBs #47-52
Ês2 / Noc2 and Ês3 / Noc2 each ±0.8 dB for PRBs #22-27
Time alignment error cell 2 rel. to cell 1: Intra-band contiguous CA: ±130 ns (±4Ts)

Intra-band non-contiguous CA: ±260 ns (±8Ts)

Inter-band CA: ±260 ns (±8Ts)
	Note:

Noc1 is the AWGN on frequency 1
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2 is the AWGN on frequency 2

Ês2 / Noc2 is the ratio of cell 2 signal / AWGN
Ês3 / Noc2 is the ratio of cell 3 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	9.1.24.1_1 TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20MHz + 10MHz (Rel‑12 and forward)
	Same as 9.1.24.1
	Same as 9.1.24.1

	9.1.24.2 TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20MHz + 10MHz
	Noc1 ±1.0 dB averaged over BWConfig
Noc1 ±1.3 dB for PRBs #47-52

Noc2 ±1.0 dB averaged over BWConfig
Noc2 ±1.3 dB for PRBs #22-27
Ês1 / Noc1, Ês2 / Noc2 and Ês3 / Noc2 each ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.8 dB for PRBs #47-52
Ês2 / Noc2 and Ês3 / Noc2 each ±0.8 dB for PRBs #22-27
Time alignment error cell 2 rel. to cell 1: Intra-band contiguous CA: ±130 ns (±4Ts)

Intra-band non-contiguous CA: ±260 ns (±8Ts)

Inter-band CA: ±260 ns (±8Ts)
	Note:

Noc1 is the AWGN on frequency 1
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2 is the AWGN on frequency 2

Ês2 / Noc2 is the ratio of cell 2 signal / AWGN
Ês3 / Noc2 is the ratio of cell 3 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	9.1.25
FDD intra-frequency absolute and relative RSRP accuracies in CRS based discovery signal
	Same as 9.1.1.1
	Same as 9.1.1.1

	9.1.26
TDD intra-frequency absolute and relative RSRP accuracies in CRS based discovery signal
	Same as 9.1.1.1
	Same as 9.1.1.1

	9.1.37 3DL PCell in FDD RSRP for E-UTRAN in Carrier Aggregation
	Noc1 ±1.0 dB averaged over BWConfig
Noc1 ±1.3 dB over UE Measurement bandwidth

Noc2 ±1.0 dB averaged over BWConfig
Noc2 ±1.3 dB over UE Measurement bandwidth
Noc3 ±1.0 dB averaged over BWConfig
Noc3 ±1.3 dB over UE Measurement bandwidth
Ês1 / Noc1, Ês2 / Noc2, Ês3 / Noc2, Ês4 / Noc3, Ês5 / Noc3 each ±0.3 dB averaged over BWConfig
Ês1 / Noc1, Ês2 / Noc2, Ês3 / Noc2, Ês4 / Noc3, Ês5 / Noc3 each ±0.8 dB over UE Measurement bandwidth

Time alignment errors: Intra-band contiguous CA: ±130 ns (±4Ts)

Intra-band non-contiguous CA: ±260 ns (±8Ts)

Inter-band CA: ±260 ns (±8Ts)
	Notes:

Noc1 is the AWGN on frequency 1
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2 is the AWGN on frequency 2

Ês2 / Noc2 is the ratio of cell 2 signal / AWGN
Ês3 / Noc2 is the ratio of cell 3 signal / AWGN

Noc3 is the AWGN on frequency 3

Ês4 / Noc3 is the ratio of cell 4 signal / AWGN
Ês5 / Noc3 is the ratio of cell 5 signal / AWGN

UE Measurement bandwidth:
5MHz Ch BW: PRBs 10-15

10MHz Ch BW: PRBs 22-27

20MHz Ch BW: PRBs 47-52

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	9.1.38 3DL PCell in TDD RSRP for E-UTRAN in Carrier Aggregation
	Same as 9.1.37
	Same as 9.1.37

	<Unchanged Lines Omitted>

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


~~~~~~~~Next Changed Section~~~~~~~

F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	<Unchanged Lines Omitted>

	9.1.24.2 TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20MHz + 10MHz
	Noc1: -117dBm or -116dBm or -115dBm /15kHz depending on operating band

Noc2: = Noc1 +1dB
Ês1 / Noc1: -4dB

Ês2 / Noc2: +3dB

Ês3 / Noc2: -1dB

Reported relative RSRP values:

(Cell 2 – Cell 1):

±6dB

(Cell 3 – Cell 2):

±3dB
	0dB

0dB

0dB
0dB

+0.8dB
Via mapping

Via mapping
	Noc1: -117dBm or -116dBm or -115dBm /15kHz depending on operating band

Noc2: = Noc1 +1dB
Ês1 / Noc1: -4dB

Ês2 / Noc2: +3dB

Ês3 / Noc2: -0.2dB

(Cell 2 – Cell 1):

RSRP_(x-1) to RSRP_(x+17)

(Cell 3 - Cell 2):

RSRP_(x-8) to RSRP_(x+1)



	
	The derivation of the RSRP values takes into account the uncertainty in Cell 1 RSRP from Noc1 and Ês1 / Noc1, the uncertainty in Cell 2 RSRP from Noc2 and Ês2 / Noc2, the uncertainty in Cell 3 RSRP from Ês3 / Noc2, the allowed UE reporting accuracy, and the UE mapping function.

The RSRP values given above are for normal and extreme conditions.

	9.1.25
FDD intra-frequency absolute and relative RSRP accuracies in CRS based discovery signal
	Test 1:

Noc: -106dBm/15kHz
Ês1 / Noc: +6.0dB

Ês2 / Noc: +1.0dB

Reported absolute RSRP values:
 Normal condtion: ±4.5dB
 Extreme condtion: ±9dB 

Reported relative RSRP values: ±3dB
	Test 1:

-1.0dB
0dB

+1.0dB

Via mapping
	Test 1:

Noc: -107.0dBm/15kHz
Ês1 / Noc: +6.0dB

Ês2 / Noc: +2.0dB

RSRP_29 to RSRP_42
RSRP_25 to RSRP_46
RSRP_Cell 1 - 9 to RSRP_Cell 1 + 1

	
	The derivation of the RSRP values takes into account the uncertainty in Cell1 and Cell 2 RSRP from Noc, Ês1 / Noc and Ês2 / Noc, the allowed UE reporting accuracy, and the UE mapping function.

	9.1.26
TDD intra-frequency absolute and relative RSRP accuracies in CRS based discovery signal
	Same as 9.1.25
	Same as 9.1.25
	Same as 9.1.25

	
	Same as 9.1.25

	9.1.37 3DL PCell in FDD RSRP for E-UTRAN in Carrier Aggregation
	Noc1: -117dBm or -116.5dBm or -116dBm or -115.5dBm or -115 dBm or -114dBm or -113.5dBm /15kHz depending on operating band
Noc2: = Noc1 +1dB

Noc3: = Noc1 +1dB

Ês1 / Noc1: -4dB

Ês2 / Noc2: +3dB

Ês3 / Noc2: -1dB

Ês4 / Noc3: +3dB

Ês5 / Noc3: -1dB

Reported absolute RSRP values:

±4.5dB for normal conditions and ±9dB for extreme conditions

Reported relative RSRP values:

(Cell 2 – Cell 1) and (Cell 4 – Cell 1):

±4.5dB for normal conditions

±6dB for extreme conditions

(Cell 3 - Cell 2) and (Cell 5 - Cell 4):

±3dB 
	0dB
0dB

0dB

0dB

0dB

+0.8dB

0dB

+0.8dB

Via mapping

Via mapping

Via mapping 
	Noc1: -117dBm or -116.5dBm or -116dBm or -115.5dBm or -115 dBm or -114dBm or -113.5dBm /15kHz depending on operating band
Noc2: = Noc1 +1dB
Noc3: = Noc1 +1dB

Ês1 / Noc1: -4dB

Ês2 / Noc2: +3dB

Ês3 / Noc2: -0.2dB

Ês4 / Noc3: +3dB

Ês5 / Noc3: -0.2dB

Cell 1, absolute:

RSRP_13 to RSRP_26

RSRP_14 to RSRP_26

RSRP_14 to RSRP_27

RSRP_15 to RSRP_27

RSRP_15 to RSRP_28

RSRP_16 to RSRP_29

RSRP_17 to RSRP_29

depending on operating band
Cell 2 and Cell 4, absolute:

RSRP_21 to RSRP_34

RSRP_22 to RSRP_34

RSRP_22 to RSRP_35

RSRP_23 to RSRP_35

RSRP_23 to RSRP_36

RSRP_24 to RSRP_37

RSRP_25 to RSRP_37

depending on Cell 1 band
Relative:
(Cell 2 – Cell 1) and (Cell 4 – Cell 1):

RSRP_(x+2) to RSRP_(x+15)

 (Cell 3 - Cell 2) and (Cell 5 - Cell 4):

RSRP_(x-8) to RSRP_(x+1) 

	
	The derivation of the RSRP values takes into account the uncertainty from all applicable Noc and Ês / Noc values, the allowed UE reporting accuracy, and the UE mapping function. Where extreme condition UE accuracies differ from normal condition accuracies, reported values are recalculated.

	<Unchanged Lines Omitted>

	9.9.2.2 TDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Noc: -122dBm to -120dBm /15kHz depending on operating band

Ês1 / Noc: -4.0dB

Reported RSRQ values: 

±3.5dB for normal conditions and ±4dB for extreme conditions
	1.6dB

0dB

Via mapping
	Noc: -120.4dBm to -118.4dBm /15kHz depending on operating band

Ês1 / Noc: -4.0dB

RSRQ_00 to RSRQ_15 (NTC)

RSRQ_00 to RSRQ_16 (ETC)
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