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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D16wk10’.
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3. Corrections to TC 13.5.2a
Change 1 – Correction to function ‘f_TC_13_5_2a_IMS1’
	Function name
	f_TC_13_5_2a_IMS1 ()

	Reason for change
	In EUTRA PTC – after the AT command to initiate the MO Video Call in step 8 – a coordination message is sent to IMS PTC. But in IMS PTC, it was missed to handle this coordination message with the corresponding “Wait For Trigger” before receiving the INVITE for Video Call from UE. 
Moreover, the MO Video Call is initiated in EUTRA PTC in steps 5 and 6A before the expire of Timer Ty and in step 8 after Expiry of Timer Ty. But the coordination message is sent in EUTRA PTC only after step 8 to IMS PTC. Which means that – in case of steps 5 and 6A – when the IMS PTC is processing the MO INVITE for Video Call from the UE, an incorrect PASS of non-conformant UE could happen.

	Summary of change
	Added a “Wait for Trigger” in IMS PTC before the INVITE message is received from the UE.

	TTCN module
	LTE_A_R12\13\AccessControl_R12_IMS.ttcn

	MCC160 Comment
	


Before change

...
  function f_TC_13_5_2a_IMS1() runs on IMS_PTC
  { // MTSI MO Video Call / SSAC in Connected mode / 0% access probability for MTSI MO speech call
    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;
    var MessageHeader v_MessageHeader_Response183;
    f_IMS_PTC_Init();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    v_InviteRequestWithSdp := f_IMS_MOCallSetup_Video_Step2(C25);
    v_MessageHeader_Response183 := f_IMS_MOCallSetup_Video_Step3_4(C25, v_InviteRequestWithSdp);
    // See TS. 36.508 EUTRA/EPS signalling for IMS MO video call Table 4.5A.8.3-1 Step 12-15
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN); // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearers
    f_IMS_MOCallSetup_AnnexC25_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);
    f_IMS_IPCAN_WaitForTrigger(IPCAN);
    f_IMS_TestBody_Set(false);
    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_IpcanReleaseWithOptionalDeregistration();
  }
...

After change

...

  function f_TC_13_5_2a_IMS1() runs on IMS_PTC
  { // MTSI MO Video Call / SSAC in Connected mode / 0% access probability for MTSI MO speech call
    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;
    var MessageHeader v_MessageHeader_Response183;
    f_IMS_PTC_Init();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    //ADDED:
    f_IMS_IPCAN_WaitForTrigger(IPCAN);
    v_InviteRequestWithSdp := f_IMS_MOCallSetup_Video_Step2(C25);

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_Video_Step3_4(C25, v_InviteRequestWithSdp);
    // See TS. 36.508 EUTRA/EPS signalling for IMS MO video call Table 4.5A.8.3-1 Step 12-15
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN); // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearers
    f_IMS_MOCallSetup_AnnexC25_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);
    f_IMS_IPCAN_WaitForTrigger(IPCAN);
    f_IMS_TestBody_Set(false);
    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_IpcanReleaseWithOptionalDeregistration();
  }
... 
