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Title
List of CRs from RAN WG3
Source
ETSI MCC
Agenda Item
5.3
10.4.2
Support for V2V services based on LTE sidelink [LTE_SL_V2V]
RP-161552: Vehicular Authorization Signalling CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161552
	R3-161968
	Vehicular Authorization Signaling over S1
	36.413
	1418
	5
	B
	13.3.0
	LTE_SL_V2V-Core
	Rel-14

	RP-161552
	R3-161969
	Vehicular Authorization Signaling over X2
	36.423
	0975
	5
	B
	13.4.0
	LTE_SL_V2V-Core
	Rel-14


14.3.6
Approval of CRs to closed Rel-13 WIs (incl. TEI13)
RP-161550: RAN3 CRs to closed Rel-13 WIs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161550
	R3-161950
	Introduction of CE mode B support indicator
	36.413
	1438
	1
	F
	13.3.0
	LTE_MTCe2_L1-Core
	Rel-13

	RP-161550
	R3-162033
	Correction to enable update of SRVCC capability for emergency call
	36.413
	1458
	1
	F
	13.3.0
	TEI13
	Rel-13

	RP-161550
	R3-162045
	Correction on Security Related Information in UE Context Retrieval Request
	36.423
	0998
	2
	F
	13.4.0
	TEI13
	Rel-13

	RP-161550
	R3-161826
	Correction of the LWA PDU type
	36.464
	0005
	 
	F
	13.1.0
	TEI13, LTE_WLAN_radio
	Rel-13


RP-161551: NB_IOT CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161551
	R3-161951
	Correction on NB-IoT inter node RRC containers
	36.413
	1439
	1
	F
	13.3.0
	NB_IOT-Core
	Rel-13

	RP-161551
	R3-161952
	Correction on NB-IoT inter node RRC container
	36.423
	0989
	1
	F
	13.4.0
	NB_IOT-Core
	Rel-13

	RP-161551
	R3-162083
	Introduction of NB-IoT UE Identity Index Value in Paging
	36.413
	1440
	1
	F
	13.3.0
	NB_IOT-Core
	Rel-13


14.3.7
Approval of linked CR packages led by RAN WG3
RP-161549: Correction on CSG support in Dual Connectivity
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161549
	R3-162084
	Correction on CSG support in Dual Connectivity
	36.413
	1435
	1
	F
	13.3.0
	LTE_SC_enh_dualC-Core
	Rel-13

	RP-161549
	R2-165750
	Correction on CSG support in Dual Connectivity
	36.300
	0912
	 
	F
	13.4.0
	LTE_SC_enh_dualC-Core
	Rel-13
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