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11.3.123
Time Until Next Paging Occasion

This information element is used to indicate the time until the next paging occasion for a MS for which the BSS has rejected a PS-PAGING PDU received from the SGSN. The element coding is:

	
	
	
	
	
	
	
	
	

	
	

	
	

	
	
	

	
	
	


Table 11.3.123: Time Until Next Paging Occasion IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator

	octet 3
	Spare
	Minutes

	octet 4
	Spare
	Seconds


The BSS uses information provided by the PAGING-PS PDU to calculate the time until the next paging occasion in minutes and seconds and includes it within this IE. 

The “Minutes” field is coded as shown below.

Table 11.3.123.a: "Minutes" coding

	coding
	semantic

	000000
	0 minutes

	000001
	1 minute

	000010
	2 minutes

	000011
	3 minutes

	….
	

	110100
	52 minutes

	All other values are reserved.


The “Seconds” field is coded as shown below.

Table 11.3.123.b: "Seconds" coding

	coding
	semantic

	0000 0000
	0 seconds

	0000 0001
	1 second

	0000 0010
	2 seconds

	0000 0011
	3 seconds

	….
	

	0011 1011
	59 seconds

	All other values are reserved.


