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Introduction

Total Number of CRs agreed for this WI: 19. TSs being affected:

· 36.508 - 
11 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  2 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
  5 CR(s)

· 36.523-2 - 
  1 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.904 - 
  0 CR(s)

· 37.571-1 - 
  0 CR(s)

· 37.571-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-165985
	36.508
	0777
	1
	F
	Rel-13
	13.0.1
	NB-IoT test frequencies definition
	NB_IOT-UEConTest

	R5-165986
	36.508
	0779
	1
	F
	Rel-13
	13.0.1
	Addition basic NB-IoT UE test states to TS 36.508
	NB_IOT-UEConTest

	R5-165987
	36.508
	0780
	1
	F
	Rel-13
	13.0.1
	Introduction default NAS messages and Reference bearer configurations for NB-IoT
	NB_IOT-UEConTest

	R5-165988
	36.508
	0781
	1
	F
	Rel-13
	13.0.1
	Introduction default RRC messages for NB-IoT
	NB_IOT-UEConTest

	R5-165989
	36.508
	0784
	1
	F
	Rel-13
	13.0.1
	Definition of NB-IoT enviromental conditions and NB-IoT common test requirements of test equipment
	NB_IOT-UEConTest

	R5-165990
	36.508
	0785
	1
	F
	Rel-13
	13.0.1
	Definition of NB-IoT physical layer parameters
	NB_IOT-UEConTest

	R5-165991
	36.508
	0786
	1
	F
	Rel-13
	13.0.1
	Definition of NB-IoT signal levels and standard test signals
	NB_IOT-UEConTest

	R5-165992
	36.508
	0787
	1
	F
	Rel-13
	13.0.1
	Definition of NB-IoT radio conditions and physical channel allocation
	NB_IOT-UEConTest

	R5-166124
	36.508
	0782
	1
	F
	Rel-13
	13.0.1
	Introduction Test environment for RF test for NB-IoT
	NB_IOT-UEConTest

	R5-166285
	36.508
	0790
	1
	F
	Rel-13
	13.0.1
	Addition of definition of simulated network cells for NB-IOT
	NB_IOT-UEConTest

	R5-166331
	36.508
	0797
	1
	F
	Rel-13
	13.0.1
	Add default NAS messages for NB-IoT and Rel-13 updates
	NB_IOT-UEConTest

	R5-165434
	36.521-2
	0452
	-
	F
	Rel-13
	13.2.0
	Introduction of test applicability for NB-IoT test cases 6.2.5F, 6.5.2.1F.1 and 6.5.2.2F
	NB_IOT-UEConTest

	R5-165984
	36.521-2
	0451
	1
	F
	Rel-13
	13.2.0
	Introduction of ICS proforma tables for NB-IoT in 36.521-2
	NB_IOT-UEConTest

	R5-166225
	36.523-1
	3631
	-
	F
	Rel-13
	13.1.0
	Addition of new test case: NB-IoT / PLMN selection of RPLMN, HPLMN / EHPLMN, UPLMN and OPLMN / Automatic mode
	NB_IOT-UEConTest

	R5-166226
	36.523-1
	3632
	-
	F
	Rel-13
	13.1.0
	Addition of new test case: NB-IoT / Cell selection / Qrxlevmin
	NB_IOT-UEConTest

	R5-166229
	36.523-1
	3633
	-
	F
	Rel-13
	13.1.0
	Addition of reference RLC NB-IoT test case
	NB_IOT-UEConTest

	R5-166286
	36.523-1
	3635
	1
	F
	Rel-13
	13.1.0
	Addition of representative MAC NB-IoT test case
	NB_IOT-UEConTest

	R5-166320
	36.523-1
	3628
	2
	F
	Rel-13
	13.1.0
	Addition of a new test case 22.3.3.2.1 Integrity protection / Ciphering and deciphering / Correct functionality of EPS AS and UP encryption algorithms / SNOW3G
	NB_IOT-UEConTest

	R5-166220
	36.523-2
	0915
	-
	F
	Rel-13
	13.1.0
	Addition of test applicability for newly introduced NB-IoT TCs
	NB_IOT-UEConTest
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