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Change 1 

	Function name
	fl_TC_11_2_3_Body

	Reason for change
	Following the ATTACH REQUEST at step 28, the TTCN complets the attach procedure using function    f_EUTRA_InitialRegistration_Step5_16c1(). This function does not relase any additional PDN which may be connected during the attach procedure, leading to possible failure during the postamble sequence.


	Summary of change
	Change function call to f_EUTRA_InitialRegistration_Step5_18b1()

	TTCN module
	IMS_EmergencyCall.ttcn

	MCC160 Comment
	


Before change

  /*

   * @desc      test body of TC_11_2_3

   * @status    APPROVED (LTE)

   */

  function fl_TC_11_2_3_Body() runs on EUTRA_PTC

  {

    var NAS_MSG_Indication_Type v_NasInd;

    ………….

    ………….
//@siclog "Step 28" siclog@

    f_EUTRA_Security_Set(v_AuthParams_A);

    v_AttachType := f_GetEAttachType(NORMAL);   // @sic R5s141339 change 1.4 sic@

    if (v_AttachType == tsc_EAttachType_Combined) {

      v_LAI_A := f_GetLAI(v_PLMN, v_LAC_A, NORMAL);

    }

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_MoSignalling, // @sic R5s150053 change 2.2 sic@

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection, // @sic R5s141339 change 1.4 sic@

                                                                                 cdr_ATTACH_REQUEST_AttachTypeAndEPSnativeSecurityCtx(v_AttachType,                                                                                                                                         v_AdditionalUpdateType,

                                                                                                                                      tsc_NasKsi_NoKey,                                                                                                                                       f_GutiParameters2MobileIdentity(omit, v_GutiParamsA),

                                                                                                                                      v_Tai,

                                                                                                                                      v_LAI_A),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 28");

    //@siclog "Steps 29 - 40" siclog@

    f_EUTRA_InitialRegistration_Step5_16c1 (eutra_CellA, STATE2_IDLEUPDATE, NORMAL, v_NasInd); // @sic R5s150830 sic@ @sic R5-160947 sic@

  }
After change
  /*

   * @desc      test body of TC_11_2_3

   * @status    APPROVED (LTE)

   */

  function fl_TC_11_2_3_Body() runs on EUTRA_PTC

  {

    var NAS_MSG_Indication_Type v_NasInd;

    ………..

    ………..

    //@siclog "Step 28" siclog@

    f_EUTRA_Security_Set(v_AuthParams_A);

    v_AttachType := f_GetEAttachType(NORMAL);   // @sic R5s141339 change 1.4 sic@

    if (v_AttachType == tsc_EAttachType_Combined) {

      v_LAI_A := f_GetLAI(v_PLMN, v_LAC_A, NORMAL);

    }

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_MoSignalling, // @sic R5s150053 change 2.2 sic@

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection, // @sic R5s141339 change 1.4 sic@

                                                                                 cdr_ATTACH_REQUEST_AttachTypeAndEPSnativeSecurityCtx(v_AttachType,                                                                                                                                         v_AdditionalUpdateType,

                                                                                                                                      tsc_NasKsi_NoKey,                                                                                                                                       f_GutiParameters2MobileIdentity(omit, v_GutiParamsA),

                                                                                                                                      v_Tai,

                                                                                                                                      v_LAI_A),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 28");

    //@siclog "Steps 29 - 40" siclog@

        f_EUTRA_InitialRegistration_Step5_18b1 (eutra_CellA, STATE2_IDLEUPDATE, NORMAL, v_NasInd);
  }
Change 1 

	Function name
	f_TC_11_2_3_EUTRA() 

	Reason for change
	Following the ATTACH REQUEST at step 28, the TTCN complets the attach procedure using function    f_EUTRA_InitialRegistration_Step5_16c1(). This function does not relase any additional PDN which may be connected during the attach procedure, leading to possible failure during the postamble sequence.


	Summary of change
	Update postamble state following change 1.

	TTCN module
	IMS_EmergencyCall.ttcn

	MCC160 Comment
	


Before change

    function f_TC_11_2_3_EUTRA() runs on EUTRA_PTC

  { /* Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach /

     * Security mode control procedure without prior authentication/ PDN connect / Service request

     * PDN disconnect / Detach upon UE switched off / Temporary storage of EMM information */

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B;

    ………….
    ………….
    f_EUTRA_TestBody_Set(true);

    fl_TC_11_2_3_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED); // optional IMS Deregistration is handled in PTC IMS1, before the UE detaches @sic R5s150239 change 1 sic@

  }

After change
  function f_TC_11_2_3_EUTRA() runs on EUTRA_PTC

  { /* Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach /

     * Security mode control procedure without prior authentication/ PDN connect / Service request

     * PDN disconnect / Detach upon UE switched off / Temporary storage of EMM information */

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B;

   ………….. 

   …………..
    f_EUTRA_TestBody_Set(true);

    fl_TC_11_2_3_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E1_IDLE);

  }

