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	36.133
	3717
	 
	Rel-14
	A
	CR: OCNG patterns for Cat-M1 RRM Tests
	R4-165425
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3718
	 
	Rel-13
	F
	CR: Correction of Cat-M1 Intra-frequency handover test cases for CEModeA
	R4-165426
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3719
	 
	Rel-14
	A
	CR: Correction of Cat-M1 Intra-frequency handover test cases for CEModeA
	R4-165427
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3720
	 
	Rel-13
	F
	CR: Correction of Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeA
	R4-165428
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3721
	 
	Rel-14
	A
	CR: Correction of Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeA
	R4-165429
	Nokia
	LTE_MTCe2_L1-Perf

	36.101
	3705
	 
	Rel-14
	A
	Introduction of TM2/TM9 PDSCH demodulation requirements for eMTC
	R4-165514
	Ericsson
	LTE_MTCe2_L1-Perf

	36.101
	3711
	 
	Rel-14
	A
	Introduction of UE-selected subband CQI test for eMTC
	R4-165520
	Ericsson
	LTE_MTCe2_L1-Perf

	36.133
	3800
	 
	Rel-13
	B
	RRC Re-establishment test for eMTC UEs in CEModeB
	R4-165852
	Ericsson
	LTE_MTCe2_L1-Perf
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	E-UTRAN UE Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeB
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	A
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	Rel-14
	A
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	R4-166009
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3870
	 
	Rel-14
	A
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeB R14
	R4-166011
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3872
	 
	Rel-14
	A
	E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeB R14
	R4-166013
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3874
	 
	Rel-14
	A
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeB R14
	R4-166015
	Huawei, HiSilicon,
	LTE_MTCe2_L1-Perf

	36.133
	3876
	 
	Rel-14
	A
	RSRP Intra frequency case for Cat-M1 UE in CEModeB R14
	R4-166017
	Huawei, HiSilicon,
	LTE_MTCe2_L1-Perf
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	2
	Rel-13
	B
	CR: OCNG patterns for Cat-M1 RRM Tests
	R4-166759
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3867
	1
	Rel-13
	B
	E-UTRAN Intra frequency case for Cat-M1 UE in enhanced coverage R13
	R4-166769
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3795
	1
	Rel-13
	B
	E-UTRAN UE Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeB
	R4-166773
	Ericsson
	LTE_MTCe2_L1-Perf

	36.101
	3704
	1
	Rel-13
	B
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	R4-166823
	Ericsson
	LTE_MTCe2_L1-Perf
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	1
	Rel-13
	B
	Introduction of UE-selected subband CQI test for eMTC
	R4-166826
	Ericsson
	LTE_MTCe2_L1-Perf

	36.133
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	1
	Rel-13
	B
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeB R13
	R4-167010
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3871
	1
	Rel-13
	B
	E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeB R13
	R4-167011
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3873
	1
	Rel-13
	B
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeB R13
	R4-167012
	Huawei, HiSilicon,
	LTE_MTCe2_L1-Perf

	36.133
	3875
	1
	Rel-13
	B
	RSRP Intra frequency case for Cat-M1 UE in CEModeB R13
	R4-167013
	Huawei, HiSilicon,
	LTE_MTCe2_L1-Perf
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