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RAN4 CRs for Further LTE Physical Layer Enhancements for MTC-Perf. Part -Set 3 (Agenda Item 10.2.3)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3678
	 
	Rel-14
	A
	CR for eMTC M-PDCCH demodulation requirement for CE Mode B (Rel-14)
	R4-165319
	Huawei, HiSilicon, Ericsson
	LTE_MTCe2_L1-Perf

	36.104
	811
	 
	Rel-14
	A
	CR for eMTC PUCCH performance requirements (Rel-14)
	R4-165326
	Huawei, Ericsson, Nokia
	LTE_MTCe2_L1-Perf

	36.141
	874
	 
	Rel-13
	F
	CR for eMTC PUCCH conformance test (Rel-13)
	R4-165327
	Huawei
	LTE_MTCe2_L1-Perf

	36.141
	875
	 
	Rel-14
	A
	CR for eMTC PUCCH conformance test (Rel-13)
	R4-165328
	Huawei
	LTE_MTCe2_L1-Perf

	36.104
	812
	 
	Rel-13
	F
	CR for eMTC PUSCH performance requirements(Rel-13)
	R4-165329
	Huawei
	LTE_MTCe2_L1-Perf

	36.104
	813
	 
	Rel-14
	A
	CR for eMTC PUSCH performance requirements(Rel-14)
	R4-165331
	Huawei
	LTE_MTCe2_L1-Perf

	36.133
	3725
	 
	Rel-14
	A
	CR: Cat-M1 PRACH test cases for FDD in Enhanced Coverage
	R4-165433
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3727
	 
	Rel-14
	A
	CR: Cat-M1 PRACH test cases for HD-FDD in Enhanced Coverage
	R4-165435
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3729
	 
	Rel-14
	A
	CR: Cat-M1 PRACH test cases for TDD in Enhanced Coverage
	R4-165437
	Nokia
	LTE_MTCe2_L1-Perf

	36.141
	884
	 
	Rel-14
	A
	CR: Add Test tolerances for eMTC BS demodulation performance requirements
	R4-165439
	Nokia, Huawei
	LTE_MTCe2_L1-Perf

	36.104
	820
	 
	Rel-14
	A
	CR: Add Test tolerances for eMTC BS demodulation performance requirements
	R4-165441
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3878
	 
	Rel-14
	A
	CR on PRACH configuration reference R14
	R4-166019
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3724
	1
	Rel-13
	B
	CR: Cat-M1 PRACH test cases for FDD in Enhanced Coverage
	R4-166770
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3726
	1
	Rel-13
	B
	CR: Cat-M1 PRACH test cases for HD-FDD in Enhanced Coverage
	R4-166771
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3728
	1
	Rel-13
	B
	CR: Cat-M1 PRACH test cases for TDD in Enhanced Coverage
	R4-166772
	Nokia
	LTE_MTCe2_L1-Perf

	36.101
	3677
	1
	Rel-13
	B
	CR for eMTC M-PDCCH demodulation requirement for CE Mode B (Rel-13)
	R4-166778
	Huawei, HiSilicon, Ericsson
	LTE_MTCe2_L1-Perf

	36.141
	883
	1
	Rel-13
	F
	CR: Add Test tolerances for eMTC BS demodulation performance requirements
	R4-166827
	Nokia, Huawei
	LTE_MTCe2_L1-Perf

	36.104
	810
	1
	Rel-13
	F
	CR for eMTC PUCCH performance requirements (Rel-13)
	R4-166828
	Huawei, Ericsson, Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3877
	1
	Rel-13
	F
	CR on PRACH configuration reference R13
	R4-167014
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.104
	819
	2
	Rel-13
	F
	CR: Add Test tolerances for eMTC BS demodulation performance requirements
	R4-167157
	Nokia
	LTE_MTCe2_L1-Perf

	36.101
	3675
	3
	Rel-13
	F
	CR for eMTC M-PDCCH demodulation requirement for CE Mode A (Rel-13)
	R4-167166
	Huawei, HiSilicon, Ericsson
	LTE_MTCe2_L1-Perf

	36.101
	3676
	1
	Rel-14
	A
	CR for eMTC M-PDCCH demodulation requirement for CE Mode A (Rel-14)
	R4-167204
	Huawei, HiSilicon, Ericsson
	LTE_MTCe2_L1-Perf
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