Page 1



3GPP TSG-RAN WG5 Meeting #73 
R5-169064
Reno, NV, USA, 14th – 18th  November 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	34.229-1
	CR
	1016
	rev
	1
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Add generic procedure for IMS registration / WLAN

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	MTSI_WLAN-UEConTest
	
	Date:
	2016-10-31

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	To add the generic test procedure for IMS registration over WLAN.

	
	

	Summary of change:
	Original proposal for this generic procedure.
Note: Work plan proposed section C.47 for this new procedure. There is a proposal however to gather related generic procedures in one place each.

	
	

	Consequences if not approved:
	Work plan will not be fulfilled.

	
	

	Clauses affected:
	New C.47 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This is an update of R5-168958 and the outcome of 1 revision to that document


***** Next change *****
C.47
Generic Registration Test Procedure – IMS over WLAN
The generic test procedure:

1.
Steps 1-4 of TS 36.508 [94], Table 4.5A.23.3-1 are executed. 
2.
The UE initiates IMS registration. SS waits for the UE to send an initial REGISTER request.

3.
The SS responds to the initial REGISTER request with a valid 401 Unauthorized response.
4.
The SS waits for the UE to set up a temporary set of security associations and to send another REGISTER request, over those security associations.
5.
The SS responds to the second REGISTER request with valid 200 OK response, sent over the same temporary set of security associations that the UE used for sending the REGISTER request.
6.
The SS waits for the UE to send a SUBSCRIBE request over the newly established security associations.

7.
The SS responds to the SUBSCRIBE request with a valid 200 OK response.
8.
The SS sends a valid NOTIFY request for the subscribed registration event package.

9.
The SS waits for the UE to respond to the NOTIFY with a 200 OK response.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	IP-CAN bearer establishment and P-CSCF discovery

	2
	(
	REGISTER
	The UE sends initial registration for IMS services.

	3
	(
	401 Unauthorized
	The SS responds with a valid AKAv1-MD5 authentication challenge and security mechanisms supported by the network.

	4
	(
	REGISTER
	The UE completes the security negotiation procedures, sets up a temporary set of SAs and uses those for sending another REGISTER with AKAv1-MD5 credentials.

	5
	(
	200 OK
	The SS responds with 200 OK.

	6
	(
	SUBSCRIBE
	The UE subscribes to its registration event package. 

	7
	(
	200 OK
	The SS responds with 200 OK.

	8
	(
	NOTIFY
	The SS sends initial NOTIFY for registration event package, containing full registration state information for the registered public user identity in the XML body 

	9
	(
	200 OK
	The UE responds with 200 OK.


NOTE 1:
The default message contents in annex A are used.

NOTE 2:
The procedure described in C.5 on PUBLISH requests can happen in parallel to above steps 6-9.

