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{Start of changes}
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD

	
	
	
	
	
	
	TDD

	<Unchanged Text Skipped>

	6.2.2E
	UE Maximum Output Power for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.2.2EA
	UE Maximum Output Power for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.2.2F
	UE Maximum Output Power for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dxx
	HD-FDD

	6.2.3A.2
	Maximum Power Reduction (MPR) for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD

	
	
	
	
	
	
	TDD

	6.2.3A.3
	Maximum Power Reduction (MPR) for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD

	
	
	
	
	
	
	TDD

	<Unchanged Text Skipped>

	6.2.5E
	Configured transmitted power for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.2.5EA
	Configured UE transmitted Power for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA  and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.2.5F
	Configured UE transmitted Output Power for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.3.1
	Void
	
	
	
	
	

	6.3.2
	Minimum Output Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.3.2A.1
	Minimum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	6.3.2B
	Minimum Output Power for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD

	
	
	
	
	
	
	TDD

	6.3.2E
	Minimum Output Power for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.2EA
	Minimum Output Power for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.2F
	Minimum Output Power for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.3.3
	Transmit OFF Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.3.3A.1
	Transmit OFF Power for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	6.3.3A.2
	UE Transmit OFF power for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD

	
	
	
	
	
	
	TDD

	6.3.3A.3
	Transmit OFF Power for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD

	
	
	
	
	
	
	TDD

	6.3.3B
	UE Transmit OFF power for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD

	
	
	
	
	
	
	TDD

	6.3.3E
	UE Transmit OFF power for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.3EA
	UE Transmit OFF power for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.3F
	Transmit OFF power for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	TBD
	HD-FDD

	6.3.4.1
	General ON/OFF time mask
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.3.4.2.1
	PRACH time mask
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.3.4.2.2
	SRS time mask
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.3.4A.1.1
	General ON/OFF time mask for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	6.3.4A.1.2
	General ON/OFF time mask for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD

	
	
	
	
	
	
	TDD

	6.3.4A.1.3
	General ON/OFF time mask for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD

	
	
	
	
	
	
	TDD

	6.3.4B
	ON/OFF time mask for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD

	
	
	
	
	
	
	TDD

	6.3.4E.1
	General ON/OFF time mask for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.4E.2
	Prach and SRC ON/OFF time mask for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.4EA.1
	General ON/OFF time mask for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.4EA.2
	PRACH and SRS ON/OFF time mask for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.4F.1
	General ON/OFF time mask for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.3.4F.2
	NPRACH time mask for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.3.5.1
	Power Control Absolute Power Tolerance
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.3.5.2
	Power Control Relative Power Tolerance
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD

	
	
	
	
	
	
	TDD

	<Unchanged Text Skipped>

	6.3.5EA.1
	Power control for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.5EA.2
	Power Control Relative power tolerance for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.5EA.3
	Aggregate power control tolerance for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.3.5F.1
	Power Control Absolute power tolerance for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.3.5F.2
	Power Control Relative power tolerance for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	TBD
	HD-FDD

	6.3.5_1.1
	Power Control Absolute Power Tolerance for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1
	D04
	FDD

	6.3.5_1.2
	Power Control Relative Power Tolerance for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1
	D04
	FDD

	6.3.5_1.3
	Aggregate Power Control Tolerance for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1
	D04
	FDD

	6.5.1
	Frequency Error
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.5.1A.1
	Frequency Error for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	6.5.1A.3
	Frequency Error for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD

	
	
	
	
	
	
	TDD

	6.5.1B
	Frequency Error for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD

	
	
	
	
	
	
	TDD

	6.5.1D.1
	Frequency error for ProSe Direct Discovery
	Rel-12
	C163
	UE supporting E-UTRA and ProSe direct discovery
	D10
	FDD

	
	
	
	
	
	
	TDD

	6.5.1D.2
	Frequency error for ProSe Direct Communication
	Rel-12
	C162
	UE supporting E-UTRA and ProSe direct communication
	D10
	FDD

	
	
	
	
	
	
	TDD

	6.5.1E
	Frequency Error for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.1EA
	Frequency Error for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.1F
	Frequency Error for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.5.2.1
	Error Vector Magnitude (EVM)
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.5.2.1_1
	Error Vector Magnitude (EVM) for UL 64QAM
	Rel-13
	C147
	UE supporting E-UTRA and UL 64QAM
	D01
	FDD;

(Note 1)

	
	
	
	
	
	
	TDD;

(Note 1)

	6.5.2.1A
	PUSCH-EVM with exclusion period
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.5.2.1E.1
	Error Vector Magnitude for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.2.1E.2
	PUSCH-EVM with exclusion period for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.2.1EA.1
	Error Vector Magnitude (EVM) for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.2.1EA.2
	PUSCH-EVM with exclusion period for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.2.1F.1
	Error Vector Magnitude (EVM) for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.5.2.2
	Carrier leakage
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.5.2.2E
	Carrier leakage for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.2.2EA
	Carrier leakage for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.2.2F
	Carrier leakage for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.5.2.3
	In-band emissions for non allocated RB
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.5.2.3E
	In-band emissions for non allocated RB for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.2.3EA
	In-band emissions for non allocated RB for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.5.2.3F
	In-band emissions for non allocated RB for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.5.2.4
	EVM equalizer spectrum flatness
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.5.2.4E
	EVM equalizer spectrum flatness for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	<Unchanged Text Skipped>

	6.6.1E
	Occupied bandwidth for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.6.1EA
	Occupied bandwidth for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.6.1F
	Occupied bandwidth for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	6.6.2.1
	Spectrum Emission Mask
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.6.2.1_1
	Spectrum Emission Mask for Multi-cluster PUSCH
	Rel-10
	C100
	UE supporting E-UTRA and Multi-Cluster PUSCH
	D07
	FDD

	
	
	
	
	
	
	TDD

	6.6.2.1A.1
	Spectrum Emission Mask for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	6.6.2.1A.2
	Spectrum Emission Mask for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD

	
	
	
	
	
	
	TDD

	6.6.2.1A.3
	Spectrum Emission Mask for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD

	
	
	
	
	
	
	TDD

	6.6.2.1B
	Spectrum Emission Mask for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD

	
	
	
	
	
	
	TDD

	6.6.2.1E
	Spectrum Emission Mask for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.6.2.1EA
	Spectrum Emission Mask for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.6.2.1F
	Spectrum Emission Mask for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dxx
	HD-FDD

	6.6.2.2
	Additional Spectrum Emission Mask
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.6.2.2_1
	Additional Spectrum Emission Mask for UL 64QAM
	Rel-13
	C147
	UE supporting E-UTRA and UL 64QAM
	D01
	FDD

(Note 1)

	
	
	
	
	
	
	TDD

(Note 1)

	<Unchanged Text Skipped>

	6.6.2.3E
	Adjacent Channel Leakage power Ratio for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.6.2.3EA
	Adjacent Channel Leakage power Ratio for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.6.2.3F
	Adjacent Channel Leakage power Ratio for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dxx
	HD-FDD

	6.6.2.3_3
	Adjacent Channel Leakage power Ratio for UL 64QAM
	Rel-13
	C147
	UE supporting E-UTRA and UL 64QAM
	D01
	FDD

(Note 1)

	
	
	
	
	
	
	TDD

(Note 1)

	6.6.2.3_4
	Adjacent Channel Leakage power Ratio for Multi-Cluster PUSCH with UL 64QAM
	Rel-13
	C149
	UE supporting E-UTRA and Multi-Cluster PUSCH and UL 64QAM
	D07
	FDD

(Note 1)

	
	
	
	
	
	
	TDD

(Note 1)

	6.6.2.4
	Void
	
	
	
	
	

	6.6.3.1
	Transmitter Spurious emissions
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.6.3.1_1
	Transmitter Spurious emissions for Multi-Cluster PUSCH
	Rel-10
	C100
	UE supporting E-UTRA and Multi-Cluster PUSCH
	D07
	FDD

	
	
	
	
	
	
	TDD

	6.6.3.1A.1
	Transmitter Spurious emissions for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	6.6.3.1A.2
	Transmitter Spurious emissions for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD

	
	
	
	
	
	
	TDD

	6.6.3.1A.3
	Transmitter Spurious emissions for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD

	
	
	
	
	
	
	TDD

	6.6.3F.1
	Transmitter Spurious emissions for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dxx
	HD-FDD

	6.6.3F.2
	Spurious emission band UE co-existence for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dxx
	HD-FDD

	6.6.3.2
	Spurious emission band UE co-existence
	Rel-8 
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.6.3.2A.1
	Spurious emission band UE co-existence for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	<Unchanged Text Skipped>

	6.7B
	Transmit intermodulation for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD

	
	
	
	
	
	
	TDD

	6.7E
	Transmit intermodulation for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	6.7F
	Transmit intermodulation for category NB1
	Rel-13
	C112b
	UE supporting Category NB1
	Dyy, Dzz
	HD-FDD

	6.8B
	Time alignment between transmitter branches for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD

	
	
	
	
	
	
	TDD

	
	Receiver Characteristics

	7.3
	Reference sensitivity level
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	<Unchanged Text Skipped>

	7.3E
	Reference sensitivity level for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.3EA
	Reference sensitivity level for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.3B
	Reference sensitivity level for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD

	
	
	
	
	
	
	TDD

	7.3F.1
	Reference sensitivity level without repetitions for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dxx
	HD-FDD

	7.3F.2
	Reference sensitivity level with repetitions for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dxx
	HD-FDD

	7.4
	Maximum input level
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	7.4_1
	Maximum input level with 4 Rx antenna ports
	Rel-10
	C168
	UE supporting E-UTRA with 4Rx antenna ports but not 256QAM in DL
	D09
	FDD

	
	
	
	
	
	
	TDD

	7.4_H
	7.4_H Maximum input level for 256QAM in DL
	Rel-12
	C113h
	UE supporting E-UTRA and 256QAM in DL
	
	FDD

	
	
	
	
	
	
	TDD
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	7.4E
	Maximum input level for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.4EA
	Maximum input level for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.4F
	Maximum input level for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	7.5
	Adjacent Channel Selectivity (ACS)
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	7.5_1
	Adjacent Channel Selectivity (ACS) with 4 Rx antenna ports
	Rel-10
	C113a
	UE supporting E-UTRA with 4Rx antenna ports
	D09
	FDD

	
	
	
	
	
	
	TDD
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	7.5E
	Adjacent Channel Selectivity (ACS) for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.5EA
	Adjacent Channel Selectivity (ACS) for category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.5F
	Adjacent Channel Selectivity (ACS) for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	7.6.1
	In-band blocking
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	7.6.1_1
	In-band blocking with 4 Rx antenna ports
	Rel-10
	C113a
	UE supporting E-UTRA with 4Rx antenna ports
	D09
	FDD

	
	
	
	
	
	
	TDD
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	7.6.1E
	In-band blocking for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.6.1EA
	In-band blocking for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.6.1F
	In-band blocking for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	7.6.2
	Out of-band blocking
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	7.6.2A.1
	Out of-band blocking for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	7.6.2A.2
	Out of-band blocking for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA
	E08
	FDD

	
	
	
	
	
	
	TDD
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	7.6.2E
	Out of-band blocking for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.6.2EA
	Out of-band blocking for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.6.2F
	Out-of-band blocking for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	TBD
	HD-FDD

	7.6.3
	Narrow band blocking
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD
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	7.7E
	Spurious response for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0)
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.7EA
	Spurious response for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD

	
	
	
	
	
	
	HD-FDD

	
	
	
	
	
	
	TDD

	7.7F
	Spurious response for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	TBD
	HD-FDD

	7.8.1
	Wide band Intermodulation
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	7.8.1A.1
	Wide band Intermodulation for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	7.8.1A.2
	Wide band Intermodulation for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA
	E11
	FDD

	
	
	
	
	
	
	TDD

	7.8.1F
	Wide band Intermodulation for category NB1
	Rel-13
	C112b
	UE supporting category NB1
	Dyy, Dzz
	HD-FDD

	
	Reporting of Channel State Information

	9.2.1.1
	FDD CQI Reporting under AWGN conditions - PUCCH 1-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
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	10.2_1
	TDD MBMS performance (Fixed Reference Channel) (Release 13 and forward)
	Rel-13
	C04
	UE supporting E-UTRA TDD and MBMS
	Performed once
	

	Note 1:
Due to UE capability signalling for UL 64QAM is introduced from Rel-12, this test case can optionally be executed with a Rel-12 UE.

Note 2:
For a transition period until RAN5#72, this condition in version 13.0.0 of 36.521-2 shall be used. This is to ensure no test coverage is lost before the UL 64QAM test case becomes available.


Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF NOT(A.4.3-4a/1) AND A.4.1-1/1 THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.5-1/18) THEN R ELSE N/A
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	C110
IF (A.4.1-1/2 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND (A.4.6.1-1/1 OR A.4.6.1-1/2)) THEN R ELSE N/A

	C111
IF A.4.1-1/2 AND (NOT A.4.5-1/18) AND (A.4.3-4/1 OR A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4) THEN R ELSE N/A

	C112
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-4a/1) THEN R ELSE N/A

	C112a
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-4aa/1) THEN R ELSE N/A

	C112b
IF (A.4.1-1/8 AND A.4.3-4a0/1) THEN R ELSE N/A

	C113
IF NOT(A.4.3-4a/1) THEN R ELSE N/A

	C113a
IF (A.4.5-1/22) THEN R ELSE N/A

	C113b
IF (A.4.1-1/1 AND A.4.5-1/22) THEN R ELSE N/A

	C113h
IF (A.4.5-1/18) THEN R ELSE N/A
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	C185
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND A.4.6.2-2/1 AND A.4.5-1/17) THEN R ELSE N/A

	C186
IF A.4.3-3b/2 AND NOT(A.4.3-4a/1) THEN R ELSE N/A

	Note 1:
Cxxxh applicability is defined for small cell enhancements for physical layer related test.


Table 4.1-1b: Tested Bands Selection Criteria

	Code
	Selection
	Comment

	D01
	A.4.3-3
	All supported Bands

	D02
	A.4.3-3 AND FDD
	All supported FDD Bands

	D03
	A.4.3-3 AND TDD
	All supported TDD Bands

	D04
	A.4.3-3 AND {14}
	Band 14 if supported

	D05
	A.4.3-3 AND A.4.5-3
	Bands supporting UL MIMO

	D06
	A.4.3-3 AND NOT A.4.5-3
	Bands not supporting UL MIMO

	D07
	A.4.3-3 AND A.4.5-4
	Bands supporting Multicluster PUSCH

	D08
	A.4.3-3 AND NOT FALLBACK(A.4.6.1-3)
	All supported Bands that are not part of contiguous CA configuration.

	D09
	A.4.3-3 AND A.4.5-5
	Bands supporting 4 Rx antenna ports

	D10
	A.4.3-3 AND A.4.5-6
	Bands supporting ProSe Direct

	Dxx
	A.4.3-3 AND category NB1
	All supported category NB1 Bands

	Dyy
	A.4.3-3 AND { category NB1 Bands < 1GHz}2
	Lowest and highest category NB1 Bands supported below 1GHz

	Dzz
	A.4.3-3 AND { category NB1 Bands > 1GHz}3
	Lowest and highest category NB1 Bands supported above 1GHz

	Note 1:
Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:




AND: 
Set intersection ( [image: image1.png]


 ). {1,2} AND {2,3} = {2}




OR: 
Set union ( [image: image2.png]


 ). {1,2} OR {2,3} = {1,2,3}




NOT: 
Set complement (\), full set being all bands. NOT{1} = {2 …256}





Also note that this is set without repetitions so {1} AND {1} = {1}


The following basic sets are used:




FDD:



All FDD bands, currently {1…32, 65, 66}




TDD: 



All TDD bands, currently {33…64}



Category NB1:
All Categoru NB1 bands, currently {1, 2, 3, 5, 8, 12, 13, 17, 18, 19, 20, 26, 28, 66}



{1,2}:
Explicitly given band set



The following sets derived from pro-forma tables are also used:




A.4.X-Y:
All bands supporting the feature defined in A.4.X-Y. For A.4.3-3, all supported bands. 




FALLBACK(A.4.6.X-Y): Fallback bands of supported CA Combinations defined in Table A.4.6.X-Y
Note 2:
Category NB1 Bands < 1GHz {5, 8, 12, 13, 17, 18, 19, 20, 26, 28}

Note 3:
Category NB1 Bands > 1GHz {1, 2, 3, 66}
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A.4
ICS proforma tables

<Unchanged Text Skipped>
A.4.3
Baseline Implementation Capabilities

Table A.4.3-1: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Comments

	1
	EPS Mobility Management 
	24.301, 5
	Rel-8
	For NB-IoT the release is from Rel-13

	2
	EPS Session Management 
	24.301, 6
	Rel-8
	For NB-IoT the release is from Rel-13

	3
	GPRS Mobility Management
	23.060
	R99
	For NB-IoT the release is from Rel-13

	4
	Radio Resource Control
	36.331
	Rel-8
	For NB-IoT the release is from Rel-13

	5
	Packet Data Convergence Protocol
	36.323
	Rel-8
	For NB-IoT the release is from Rel-13

	6
	Radio Link Control
	36.322
	Rel-8
	For NB-IoT the release is from Rel-13

	7
	Medium Access Control
	36.321
	Rel-8
	For NB-IoT the release is from Rel-13

	8
	Physical Layer
	36.201 36.302
	Rel-8
	For NB-IoT the release is from Rel-13


Table A.4.3-2: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Comments

	1
	UE test loop
	36.509
	Rel-8
	For NB-IoT the release is from Rel-13

	2
	Max UE test loop UL RLC SDU size 65535 bits
	36.509
	Rel-8
	


Table A.4.3-3: RF Baseline Implementation Capabilities

	Item
	RF Baseline Implementation Capabilities
	Ref.
	Release
	Comments

	1
	Frequency band: 1920-1980, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 1 

	2
	Frequency band: 1850-1910, 1930-1990 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 2

	3
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 3

	4
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.5
	Rel-8
	FDD Band 4

	5
	Frequency band: 824-849, 869-894 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 5

	6
	Frequency band: 830-840, 875-885 MHz
	36.101, 5.5
	Rel-8
	FDD Band 6

	7
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	Rel-8
	FDD Band 7

	8
	Frequency band: 880-915, 925-960 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 8

	9
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	36.101, 5.5
	Rel-8
	FDD Band 9

	10
	Frequency band: 1710-1770, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	FDD Band 10

	11
	Frequency band: 1427.9-1447.9, 1475.9-1495.9 MHz
	36.101, 5.5
	Rel-8
	FDD Band 11

	12
	Frequency band: 699-716, 729-746 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 12

	13
	Frequency band: 777-787, 746-756 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 13

	14
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	Rel-8
	FDD Band 14

	15
	Reserved
	36.101, 5.5
	Rel-8
	FDD Band 15

	16
	Reserved
	36.101, 5.5
	Rel-8
	FDD Band 16

	17
	Frequency band: 704-716, 734-746 MHz
	36.101, 5.5
	Rel-8
	FDD and HD-FDD Band 17

	18
	Frequency band: 815-830, 860-875 MHz
	36.101, 5.5
	Rel-9
	FDD and HD-FDD Band 18

	19
	Frequency band: 830-845, 875-890 MHz
	36.101, 5.5
	Rel-9
	FDD and HD-FDD Band 19

	20
	Frequency band: 832-862, 791-821MHz
	36.101, 5.5
	Rel-9
	FDD and HD-FDD Band 20

	21
	Frequency band: 1447.9-1462.9, 1495.9-1510.9 MHz
	36.101, 5.5
	Rel-9
	FDD Band 21

	22
	Frequency band: 3410-3490, 3510-3590 MHz
	36.101, 5.5
	Rel-10
	FDD Band 22

	23
	Frequency band: 2000-2020, 2180-2200 MHz
	36.101, 5.5
	Rel-10
	FDD Band 23

	24
	Frequency band: 1626.5-1660.5, 1525-1559 MHz
	36.101, 5.5
	Rel-10
	FDD Band 24

	25
	Frequency band: 1850-1915, 1930-1995 MHz
	36.101, 5.5
	Rel-10
	FDD Band 25

	26
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	Rel-11
	FDD and HD-FDD Band 26

	27
	Frequency band: 807-824, 852-869 MHz
	36.101, 5.5
	Rel-11
	FDD Band 27

	28
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	Rel-11
	FDD and HD-FDD Band 28

	29
	Frequency band: N/A, 717-728 MHz
	36.101, 5. 5
	Rel‑11
	FDD Band 29

	30
	Frequency band: 2305-2315, 2350-2360 MHz
	36.101, 5.5
	Rel-12
	FDD Band 30

	31
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	Rel-12
	FDD Band 31

	32
	Frequency band: N/A, 1452-1496 MHz
	36.101, 5.5
	Rel-12
	FDD Band 32

	33
	Frequency band: 1900-1920, 1900-1920 MHz
	36.101, 5.5
	Rel-8
	TDD Band 33

	34
	Frequency band: 2010-2025, 2010-2025 MHz
	36.101, 5.5
	Rel-8
	TDD Band 34

	35
	Frequency band: 1850-1910, 1850-1910 MHz
	36.101, 5.5
	Rel-8
	TDD Band 35

	<Unchanged Text Skipped>

	65
	Frequency band: 1920-2010, 2110-2200 MHz
	36.101, 5.5
	Rel-13
	FDD Band 65

	66
	Frequency band: 1710-1780, 2110-2200 MHz
	36.101, 5.5
	Rel-13
	FDD and HD-FDD Band 66

	Note:
The values indicated in column "Release" are to be understood as the specifications release version in which a band was introduced and not as a mandate that a UE conforming to particular release shall support a particular band. For further guidance to release independent bands see TS 36.307 [16]
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A.4.5
Additional information

Table A.4.5-1: Additional UE radio access capabilities

	Item
	Additional capabilities
	Ref.
	Release
	Comments

	1
	Support of CSG
	36.331, Annex B.2
	Rel-8
	

	2
	Support of intra-frequency SI acquisition for HO
	36.306, 4.3.11.1
	Rel-9
	

	3
	Support of inter-frequency SI acquisition for HO
	36.306, 4.3.11.2
	Rel-9
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	25
	Support of CE mode A
	36.306, 4.3.8.3
	Rel-13
	Mandatory for CAT M1 UE

	26
	Support of CE mode B
	36.306, 4.3.8.4
	Rel-13
	

	27
	Support of DC ASYNCH
	36.306, 4.3.5.10
	Rel-12
	The UE supports asynchronous dual connectivity and power control mode 2

	28
	Support of DC SCG DRB
	36.306, 4.3.20.2
	Rel-12
	The UE supports dual connectivity and DRB type of SCG bearer

	29
	Support of DC Split DRB
	36.306, 4.3.20.1
	Rel-12
	The UE supports dual connectivity and DRB type of Split bearer

	30
	Support of MPR for intra-band contiguous carrier aggregation bandwidth class C with non-contiguous resource allocation
	36.306, 4.3.5.10

36.101, H.1
	Rel-10
	ModifiedMPR_Behavior bit 0 (leftmost bit)

	31
	Support of A-MPR associated with NS_05 for Band 1
	36.306, 4.3.5.10

36.101, H.1
	Rel-10
	ModifiedMPR_Behavior bit 1

	x1
	Support of User plane CIoT
	24.301, 5.3.15
	Rel-13
	

	x2
	Support of EMM-REGISTERED without PDN
	24.301, 5.3.15
	Rel-13
	

	x3
	Support of EMM-REGISTERED with PDN
	24.301, 5.3.15
	Rel-13
	

	Note 1:
Need for inter-frequency gaps or inter-RAT gaps indicates that the UE does not support corresponding measurement without gaps.


{End of changes}
