Page 1



3GPP TSG-RAN WG5 Meeting #73 
R5-168827
Reno, USA, 14 - 18 November 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-1
	CR
	3188
	rev
	-
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition Reference sensitivity with repetitions test for UE category NB1 7.3F.2

	
	

	Source to WG:
	Keysight Technologies

	Source to TSG:
	R5

	
	

	Work item code:
	NB_IOT-UEConTest
	
	Date:
	2016-11-3

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Reference sensitivity with repetitions test for UE category NB1 is not defined in TS 36.521-1

	
	

	Summary of change:
	Test Case 7.3F.2 Reference sensitivy test for UE category NB-1 is added

	
	

	Consequences if not approved:
	This test case will still be missing

	
	

	Clauses affected:
	7.3F.2, F.1.3, F.3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR is a resubmission of the IoT Adhoc #2 endorsed draft CR R5-167507


<<Unchanged sections omitted>>
7.3F
Reference sensitivity level for UE category NB1

7.3F.1
Reference sensitivity level without repetitions for UE category NB1

Editor’s note: This clause is incomplete, the following items are TBD
- NPDSCH and NPDCCH before measurement need to be defined in Annex C. 
- Parameter settings for the cell set up need to be introduced in TS 36.508
- Downlink signals and uplink signals need to be introduced in Annex
- NB-IoT UE Test State TBC.
- Parameters ensuring UE is transmitting NPUSCH with maximum power are TBC. (Proposed values: p-Max = Not present, p0-NominalNPUSCH-r13 = -85 dBm, p0-UE-NPUSCH-r13 = 0 dBm, nrs-Power-r13 = 44 dBm).

- Applicability of Annex G.2 TBC
7.3F.1.1
Test purpose

To verify the UE's ability to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an e-NodeB.

7.3F.1.2
Test applicability

This test applies to all types of UE release 13 and forward of UE category NB1.

7.3F.1.3
Minimum conformance requirements

The category NB1 UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with received signal level as specified in Table 7.3F.1.3-1. Requirement in Table 7.3F.1.3-1 applies for any uplink configuration.
Table 7.3F.1.3-1: Reference sensitivity for UE category NB1

	Operating band
	REFSENS [dBm]

	1, 2, 3, 5, 8, 12, 13, 17, 18, 19, 20, 26, 28, 66
	- 108.2 


The normative reference for this requirement is TS 36.101 clause 7.3.1F.1.

7.3F.1.4
Test description

7.3F.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions and test frequencies based on the subset of E-UTRA operating bands defined for NB-IoT in clause 5.2F. All of these configurations shall be tested with applicable test parameters, and are shown in table 7.3F.1.4.1-1. The details of the downlink reference measurement channel (RMC) are specified in Annex A.3. Configurations of NPDSCH and NPDCCH before measurement are specified in Annex C.2.
Table 7.3F.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 36.508 [7] clause [X.4.1]
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] clause [X.3.1]
	FFS

	Configuration ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	Subcarriers
	Modulation
	Ntones
	Subcarrier spacing

	1
	QPSK
	12
	BPSK
	1@0
	15kHz


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A.3 using only the main UE Tx/Rx antenna.
2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause [FFS].
3.
Downlink signals are initially set up according to Annex [C0, C1 and C.3.0], and NPUSCH Format 2 is used to carry ACK/NACK on the uplink..
4.
The DL Reference Measurement channels are set according to Table 7.3F.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State [FFS] according to TS 36.508 [7] clause [X.5]. Message contents are defined in clause 7.3F.1.4.3.
7.3F.1.4.2
Test Procedure
1. SS transmits NPDSCH via NPDCCH DCI format N1 for C_RNTI to transmit the DL RMC according to Table 7.3F.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will send the HARQ feedback based on information contain in DCI format N1.
2. Set the Downlink signal level to the REFSENS value defined in Table 7.3F.1.5-1. 

3. .Measure the average throughput for a duration sufficient to achieve statistical significance according to [Annex G2].
7.3F.1.4.3
Message contents
Message contents are according to TS 36.508 [7] clause [X.6].
7.3F.1.5
Test requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.3F.1.5-1.
Table 7.3F.1.5-1: Reference sensitivity for UE category NB1

	Operating band
	REFSENS [dBm]

	1, 2, 3, 5, 8, 12, 13, 17, 18, 19, 20, 26, 28, 66
	- 107.5 


7.3F.2
Reference sensitivity level with repetitions for category NB1

Editor’s note: This clause is incomplete, the following items are TBD
- Applicability of Annex G.2 TBC

7.3F.2.1
Test purpose

To verify the UE's ability to receive data with a given average throughput for a specified reference measurement channel, under extreme coverage scenario of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an e-NodeB.

7.3F.2.2
Test applicability

This test applies to all types of UE release 13 and forward of category NB1 UE.

7.3F.2.3
Minimum conformance requirements

In order to guarantee the UE performance in extreme coverage scenario enabled by usage of repetitions additional repetition sensitivity requirement is defined.  Repetition sensitivity requirement applies only for normal conditions as defined in TS 36.508 [7] clause 4.1. Other category NB1 receiver requirements are not applicaple for repetition sensitivity defined in Table 7.3F.2.3-1.

The category NB1 UE throughput shall be ≥ TBD% of the maximum throughput of the repetition reference measurement channel as specified in Annex A.3.2 with received signal level and parameters as specified in Table 7.3F.2.3-1. Requirement in Table 7.3.1F.2-1 applies for any uplink configuration.

Table 7.3F.2.3-1: Repetition sensitivity for category NB1 UE
	Operating band
	Sensitivity [dBm]
	NB-PDSCH repetitions
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	1, 2, 3, 5, 8, 12, 13, 17, 18, 19, 20, 26, 28, 66
	TBD
	TBD


The normative reference for this requirement is TS 36.101 clause 7.3.1F.2.

7.3F.2.4
Test description

7.3F.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions and test frequencies based on the subset of E-UTRA operating bands defined for NB-IoT in clause 5.2F. All of these configurations shall be tested with applicable test parameters, and are shown in table 7.3F.2.4.1-1. The details of the downlink reference measurement channel (RMC) are specified in Annex A.3. Configurations of NPDSCH and NPDCCH before measurement are specified in Annex C.2.
Table 7.3F.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 36.508 [7] clause 8.1.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] clause 8.1.3.1
	Frequency ranges defined in Annex K.1.2

	Configuration ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	Subcarriers
	Modulation
	Ntones
	Subcarrier spacing

	1
	QPSK
	12
	BPSK
	1@0
	15kHz

	NOTE 1: Number of NPDSCH repetitions for Downlink Configuration = TBD


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A.3 using only the main UE Tx/Rx antenna.
2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 8.1.4.3.
3.
Downlink signals are initially set up according to Annex [C0, C1 and C.3.0], and NPUSCH Format 2 is used to carry ACK/NACK on the uplink.
4.
The DL Reference Measurement channels are set according to Table 7.3F.2.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. Message contents are defined in clause 7.3F.2.4.3.
7.3F.2.4.2
Test Procedure
1. SS transmits NPDSCH via NPDCCH DCI format N1 for C_RNTI to transmit the DL RMC according to Table 7.3F.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will send the HARQ feedback based on information contain in DCI format N1.
2. Set the Downlink signal level to the REFSENS value defined in Table 7.3F.2.5-1. 

3. Measure the average throughput for a duration sufficient to achieve statistical significance according to [Annex G2].
7.3F.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 8.1.6.
7.3F.2.5
Test requirement

The throughput shall be ≥ TBD% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.3F.2.5-1.
Table 7.3F.2.5-1: Reference sensitivity for category NB1 UE
	Operating band
	Sensitivity [dBm]
	NB-PDSCH repetitions
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	1, 2, 3, 5, 8, 12, 13, 17, 18, 19, 20, 26, 28, 66
	TBD
	TBD


<<Unchanged sections omitted>>

F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	7.3 Reference sensitivity power level
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	7.3_1 Reference sensitivity level with 4 Rx antenna ports
	Same as 7.3
	

	7.3A.1 Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)
	Same as 7.3 for each CC
	

	7.3A.2 Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.3 Reference sensitivity level for CA (inter-band DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.4 Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.5 Reference sensitivity level for CA (3DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.6 Reference sensitivity level for CA (inter-band DL CA and UL CA)
	Same as 7.3A.1
	

	7.3A.7 Reference sensitivity level for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 7.3A.1
	

	7.3A.9 Reference sensitivity level for 4DL CA
	Same as 7.3A.1
	

	7.3B Reference Sensitivity Level for UL-MIMO
	Same as 7.3
	

	7.3D.1 Reference sensitivity level for ProSe Direct Discovery
	TBD
	

	7.3D.2 Reference sensitivity level for ProSe Direct Communication
	TBD
	

	7.3E Reference Sensitivity Level for UE category 0
	Same as 7.3
	

	7.3F.1 Reference sensitivity level without repetitions for UE category NB1
	Downlink power ±0.7 dB, f ≤ 3.0GHz
	

	7.3F.2 Reference sensitivity level with repetitions for category NB1
	Downlink power ±0.7 dB, f ≤ 3.0GHz
	

	7.4 Maximum input level
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	<Many rows are skipped>
	
	


<Unchanged sections skipped>
F.3.3
Measurement of receiver

Table F.3.3-1: Derivation of Test Requirements (Receiver tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	7.3 Reference sensitivity power level
	Reference sensitivity power level:

For 1.4MHz

-102.2dBm

-103.2dBm

-105.2dBm

-106.2dBm

For 3MHz

-99.2dBm

-100.2dBm

-102.2dBm

For 5MHz

-97dBm
-98dBm
-98.5dBm

-99dBm
-100dBm
-96.5dBm Band 9 with Multi band
For 10MHz

-94dBm
-95dBm
-95.5dBm

-96dBm
-97dBm
-93.5dBm Band 9 with Multi band
For 15MHz

-92.2dBm
-93.2dBm
-93.7dBm

-94.2dBm
-95.2dBm
-91.7dBm Band 9 with Multi band
For 20MHz

-91dBm
-92dBm
-93dBm
-94dBm
-90.5dBm Band 9 with Multi band
T-put limit = 95% of maximum for the Ref Meas channel
	All cases:

f ≤ 3.0GHz 0.7dB
3.0GHz < f ≤ 4.2GHz

1.0 dB
	Formula: Reference sensitivity power level + TT

T-put limit unchanged

	7.3_1 Reference sensitivity level with 4 Rx antenna ports
	Same as 7.3
	Same as 7.3
	Same as 7.3

	7.3A.1 Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)
	PCC and SCC

Value in Table 7.3.1-1

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A or Table 7.3.1-1B  where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC and SCC

Value in TS 36.101 Table 7.3.1-1+TT

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A where applicable

T-put limit unchanged

	7.3A.2 Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)
	Same as 7.3A.1
	Same as 7.3
	Same as 7.3A.1

	7.3A.3 Reference sensitivity level for CA (inter-band DL CA without UL CA)
	PCC and SCC

Value in Table 7.3.1-1

Exceptions in Tables 7.3.1A-0a, 7.3.1A-0bA, 7.3.1A-0d

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A or Table 7.3.1-1B  where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC and SCC

Value in TS 36.101 Table 7.3.1-1+TT

Exceptions in TS 36.101 Tables 7.3.1A-0a, 7.3.1A-0bA, 7.3.1A-0d+TT 

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A where applicable

T-put limit unchanged

	7.3A.4 Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)
	PCC

Value in Table 7.3.1-1

SCC

Value in Table 7.3.1-1

+ΔRIBNC in Table 7.3.1A-3

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A or Table 7.3.1-1B  where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC

Value in TS 36.101 Table 7.3.1-1+TT

SCC

Value in TS 36.101 Table 7.3.1-1+TT

+ΔRIBNC in TS 36.101 Table 7.3.1A-3

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A where applicable

T-put limit unchanged

	7.3A.5 Reference sensitivity level for CA (3DL CA without UL CA)
	PCC and SCCs

Value in Table 7.3.1-1

Exceptions in Tables 7.3.1A-0a, 7.3.1A-0bC, 7.3.1A-0d

PCC and SCCs values are each increased by ΔRIB,c in Table 7.3.1A-3, 7.3.1-1B or/and ΔRIBNC in Table 7.3.1A-3 where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC and SCC

Value in TS 36.101 Table 7.3.1-1+TT

Exceptions in TS 36.101 Tables 7.3.1A-0a, 7.3.1A-0bC, 7.3.1A-0d +TT 

PCC and SCCs values are each increased by ΔRIB,c in Table 7.3.3-1A, 7.3.3-1B or/and ΔRIBNC in TS 36.101 Table 7.3.1A-3 where applicable

T-put limit unchanged

	7.3A.6 Reference sensitivity level for CA (inter-band DL CA and UL CA)
	TBD
	TBD
	TBD

	7.3A.7 Reference sensitivity level for CA (intra-band non-contiguous DL CA and UL CA)
	PCC

Value in Table 7.3.1-1+ ΔR2UL_PCC  in Table 7.3.1A-4

SCC

Value in Table 7.3.1-1

+ ΔR2UL_PCC  in Table 7.3.1A-4

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A or Table 7.3.1-1B  where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC

Value in TS 36.101 Table 7.3.1-1+TT+ ΔR2UL_PCC  in Table 7.3.1A-4

SCC

Value in TS 36.101 Table 7.3.1-1+TT

+ ΔR2UL_SCC  in Table 7.3.1A-4

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A where applicable

T-put limit unchanged

	7.3A.9 Reference sensitivity level for 4DL CA
	PCC and SCCs

Value in Table 7.3.1-1

Exceptions in Tables 7.3.1A-0a, 7.3.1A-0bC, 7.3.1A-0d

PCC and SCCs values are each increased by ΔRIB,c in Table 7.3.1A-3, 7.3.1-1B or/and ΔRIBNC in Table 7.3.1A-3 where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC and SCC

Value in TS 36.101 Table 7.3.1-1+TT

Exceptions in TS 36.101 Tables 7.3.1A-0a, 7.3.1A-0bC, 7.3.1A-0d +TT 

PCC and SCCs values are each increased by ΔRIB,c in Table 7.3.3-1A, 7.3.3-1B or/and ΔRIBNC in TS 36.101 Table 7.3.1A-3 where applicable

T-put limit unchanged

	7.3B Reference Sensitivity Level for UL-MIMO
	Same as 7.3
	Same as 7.3
	Same as 7.3

	7.3D.1 Reference sensitivity level for ProSe Direct Discovery
	TBD
	TBD
	TBD

	7.3D.2 Reference sensitivity level for ProSe Direct Communication
	TBD
	TBD
	TBD

	7.3E Reference Sensitivity Level for UE category 0
	Same as 7.3
	Same as 7.3
	Same as 7.3

	7.3F.1 Reference sensitivity level without repetitions for UE category NB1
	Reference sensitivity power level:
-108.2dBm

T-put limit = 95% of maximum for the Ref Meas channel
	f ≤ 3.0GHz 0.7dB
	Formula: Reference sensitivity power level + TT

T-put limit unchanged

	7.3F.2 Reference sensitivity level with repetitions for category NB1
	Reference sensitivity power level:
TBD

T-put limit = TBD% of maximum for the Ref Meas channel
	f ≤ 3.0GHz 0.7dB
	Formula: Reference sensitivity power level + TT

T-put limit unchanged

	7.4 Maximum input level
	Signal level -25dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Maximum input level - TT

Signal level:

f ≤ 3.0GHz: -25.7 dBm

3.0GHz < f ≤ 4.2GHz: -26.0 dBm

T-put limit unchanged

Uplink power measurement window comprises four quantities:

1. UE power step size 1dB

2. UE Power step tolerance ±1dB
3. Test system power measurement at top of window:

f ≤ 3.0GHz ±0.7 dB

3.0GHz < f ≤ 4.2GHz ±1.0 dB.

4. Test system power measurement at bottom of window:

f ≤ 3.0GHz ±0.7 dB

3.0GHz < f ≤ 4.2GHz ±1.0 dB.

Items 1 to 4 are added arithmetically:
Overall UL power window size:

f ≤ 3.0GHz:

 (1dB+1dB+0.7dB+0.7dB) =3.4dB

3.0GHz < f ≤ 4.2GHz:

(1dB+1dB+1dB+1dB) =4dB

Top of window is aligned to UL power requirement, hence +0dB, -3.4dB or +0dB, -4.0dB according to frequency

	<Many rows are skipped>
	
	
	


<<end changes>>
