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6.5.2.3F
In-band emissions for non allocated RB for category NB1

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:







- Annex E need to be updated for NB-IoT
6.5.2.3F.1
Test purpose

The in-band emissions are a measure of the interference falling into the non-allocated tones.

The in-band emission is defined as a function of the tone offset from the edge of the allocated UL transmission tone(s) within the transmission bandwidth configuration. The in-band emission is measured as the ratio of the UE output power in a non–allocated tone to the UE output power in an allocated tone. The basic in-band emissions measurement interval is defined over one slot in the time domain.
6.5.2.3F.2
Test applicability

This test case applies to all types of UE release 13 and forward of category NB1.

6.5.2.3F.3
Minimum conformance requirements

The category NB1 UE relative in-band emission shall not exceed the values specified in Table 6.5.2.3F.3-1.

Table 6.5.2.3F.3-1: Minimum requirements for in-band emissions

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25
	Image frequencies (NOTES 2, 3)

	Carrier leakage
	dBc
	-25
	0 dBm ≤ Output power
	Carrier frequency (NOTES 4, 5)

	
	
	-20
	-30 dBm ≤ Output power ≤ 0 dBm
	

	
	
	-10
	-40 dBm ( Output power < -30 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated tone. For each such tone, the minimum requirement is calculated as the higher of Ptone - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. Ptone is defined in NOTE 10.

NOTE 2:
The measurement bandwidth is 1 tone and the limit is expressed as a ratio of measured power in one non-allocated tone to the measured average power per allocated tone, where the averaging is done across all allocated tones.

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the centre carrier frequency, but excluding any allocated tones.

NOTE 4:
The measurement bandwidth is 1 tone and the limit is expressed as a ratio of measured power in one non-allocated tone to the measured total power in all allocated tones.

NOTE 5:
The applicable frequencies for this limit are those that are enclosed in the tones containing the DC frequency if 
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 is odd, or in the two tones immediately adjacent to the DC frequency if 
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 is even, but excluding any allocated tone.

NOTE 6:
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 is the Transmission Bandwidth (tones).

NOTE 7:
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 is the Transmission Bandwidth Configuration (tones).

NOTE 8:
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 is the starting frequency offset between the allocated tone and the measured non-allocated tone. (e.g. 
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 for the first adjacent tone outside of the allocated bandwidth.

NOTE 9:

[image: image9.wmf]tone

P

 is the transmitted power per 3.75 kHz or 15 kHz in allocated tones, measured in dBm.


The normative reference for this requirement is TS 36.101[2] clause 6.5.2F.3.
6.5.2.3F.4
Test description
6.5.2.3F.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions and test frequencies based on the subset of E-UTRA operating bands defined for NB-IoT in clause 5.2F. All of these configurations shall be tested with applicable test parameters shown in table 6.5.2.3F.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2.4. Configurations of NPDSCH and NPDCCH before measurement are specified in Annex C.2.


	

	

	

	

	

	

	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	


Table 6.5.2.3F.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 8.1.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] subclause 8.1.3.1
	Frequency ranges defined in Annex K.1.1 

	Test Parameters

	Configuration ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation
	Ntones
	Sub-carrier spacing (kHz)

	1
	
	QPSK
	1@0
	3.75kHz

	2
	
	QPSK
	1@47
	3.75kHz

	3
	
	QPSK
	1@0
	15kHz

	4
	
	QPSK
	1@11
	15kHz


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.3 using only main Tx/Rx antenna.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 8.1.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.4.0.

4.
The UL Reference Measurement channels are set according to Table 6.5.2.3F.4.1-1.

5.
Propagation conditions are set according to Annex B.0

6.
Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. 
6.5.2.3F.4.2
Test procedure




1. 
SS sends uplink scheduling information via NPDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.5.2.3F.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2.
Measure In-band emission using Global In-Channel Tx-Test (Annex E).
3.
Release the connection through State 3A-NB.
4.
Modify system information elements according to Table 6.5.2.3F.4.3-1 and Table 6.5.2.3F.4.3-2 and notify the UE via paging message with SystemInformationModification included.
5.
Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 using the new UL power control setting.
6.
SS sends uplink scheduling information for UL HARQ process via NPDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.5.2.3F.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
7.
Measure In-band emission using Global In-Channel Tx-Test (Annex E).
NOTE 1: For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with different UL sub-carrier spacing, the SS shall release the connection through State 3A-NB and finally ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 using the appropriate UL subcarrier spacing in Random Access Response message
6.5.2.3F.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 8.1.6 with the following exceptions.
Table 6.5.2.3F.4.3-1: P0-NominalNPUSCH-r13 configuration for test point 2

	Derivation Path: 36.508 clause 8.1.6.3 Table 8.1.6.3-14: UplinkPowerControlCommon-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-NominalNPUSCH-r13
	-105 (dBm)
	
	

	  alpha-r13
	al1 (1)
	
	

	  deltaPreambleMsg3-r13
	4
	
	

	}
	
	
	


Table 6.5.2.3F.4.3-2: NPDSCH-ConfigCommon-NB-DEFAULT configuration for test point 2

	Derivation Path: 36.508 clause 8.1.6.3 Table 8.1.6.3-4: NPDSCH-ConfigCommon-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	NPDSCH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nrs-Power-r13
	21 (dBm)
	
	

	}
	
	
	


6.5.2.3F.5
Test requirement

Each of the 20 In-band emissions results, derived in Annex E.4.3 shall not exceed the corresponding values in Table 6.5.2.3F.5-1 based on supported UE release version.

Table 6.5.2.3F.5-1: Test requirements for in-band emissions for UE category NB1
	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-24.2
	Image frequencies (NOTES 2, 3)

	Carrier leakage
	dBc
	-24.2
	0 dBm ≤ Output power
f ≤ 3.0GHz: 3.2dBm ±3.2dB
	Carrier frequency (NOTES 4, 5)

	
	
	-19.2
	-30 dBm ≤ Output power ≤ 0 dBm
f ≤ 3.0GHz: -26.8 dBm ±3.2dB
	

	
	
	-9.2
	-40 dBm ( Output power < -30 dBm
f ≤ 3.0GHz: -36.8 dBm ±3.2dB
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated tone. For each such tone, the minimum requirement is calculated as the higher of Ptone - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. Ptone is defined in NOTE 10.

NOTE 2:
The measurement bandwidth is 1 tone and the limit is expressed as a ratio of measured power in one non-allocated tone to the measured average power per allocated tone, where the averaging is done across all allocated tones.

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the centre carrier frequency, but excluding any allocated tones.

NOTE 4:
The measurement bandwidth is 1 tone and the limit is expressed as a ratio of measured power in one non-allocated tone to the measured total power in all allocated tones.

NOTE 5:
The applicable frequencies for this limit are those that are enclosed in the tones containing the DC frequency if 
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NOTE 6:
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NOTE 7:
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NOTE 8:
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NOTE 9:
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<Text Skipped>
F.1
Acceptable uncertainty of Test System (normative)

The maximum acceptable uncertainty of the Test System is specified below for each test, where appropriate. The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified range, and the equipment under test to be measured with an uncertainty not exceeding the specified values. All ranges and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.

A confidence level of 95 % is the measurement uncertainty tolerance interval for a specific measurement that contains 95 % of the performance of a population of test equipment.

For RF tests it should be noted that the uncertainties in clause F.1 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.

The downlink signal uncertainties apply at each receiver antenna connector.

F.1.1
Measurement of test environments
The measurement accuracy of the UE test environments defined in TS 36.508 subclause 4.1, Test environments shall be.

-
Pressure



5 kPa.

-
Temperature


2 degrees.
-
Relative Humidity
5 %.
-
DC Voltage


1,0 %.
-
AC Voltage


1,5 %.
-
Vibration



10 %.
-
Vibration frequency
0,1 Hz.
The above values shall apply unless the test environment is otherwise controlled and the specification for the control of the test environment specifies the uncertainty for the parameter.

F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	<Unchanged Text Skipped>

	6.5.2.3 In-band emissions for non allocated RB
	±0.8dB
	

	6.5.2.3E In-band emissions for non allocated RB for UE category 0
	Same as 6.5.2.3
	

	6.5.2.3EA In-band emissions for non allocated RB for UE category M1
	Same as 6.5.2.3
	

	6.5.2.3F In-band emissions for non allocated RB for UE category NB1
	Same as 6.5.2.3
	

	6.5.2.4E EVM equalizer spectrum flatness for UE category 0
	Same as 6.5.2.4
	

	<Unchanged Text Skipped>

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


<Text Skipped>
F.3
Test Tolerance and Derivation of Test Requirements (informative)

The Test Requirements in the present document have been calculated by relaxing the Minimum Requirements of the core specification using the Test Tolerances defined in this clause. When the Test Tolerance is zero, the Test Requirement will be the same as the Minimum Requirement. When the Test Tolerance is non-zero, the Test Requirements will differ from the Minimum Requirements, and the formula used for the relaxation is given in this clause.

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Tolerances may sometimes be set to zero.

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

The downlink Test Tolerances apply at each receiver antenna connector.

F.3.1
Measurement of test environments
The UE test environments are set to the values defined in TS 36.508 subclause 4.1, without any relaxation. The applied Test Tolerance is therefore zero.

F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

	<Unchanged Text Skipped>

	6.5.2.2 Carrier leakage
	For Output power >0 dBm
-25dBc

For -30 dBm ≤ Output power ≤0 dBm
-20dBc

For -40 dBm ≤ Output power < -30 dBm
-10dBc
	0.8dB
	Formula:

Minimum Requirement + TT

	6.5.2.3 In-band emissions for non allocated RB
	For general emissions:
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For IQ image:

-25dB

For Carrier leakage:

Output power >0 dBm
-25dBc

-30 dBm ≤ Output power ≤0 dBm
-20dBc

-40 dBm ≤ Output power < -30 dBm
-10dBc
For each evaluated RB, the test requirement is calculated as the higher of PRB – 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage)
	0.8dB
	Formula:

Minimum Requirement + TT

	6.5.2.3E In-band emissions for non allocated RB for UE category 0
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2.3EA In-band emissions for non allocated RB for UE category M1
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2.3F In-band emissions for non allocated RB for UE category NB1
	For general emissions:
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For IQ image:

-25dB

For Carrier leakage:

Output power >0 dBm
-25dBc

-30 dBm ≤ Output power ≤0 dBm
-20dBc

-40 dBm ≤ Output power < -30 dBm
-10dBc
For each evaluated tone, the test requirement is calculated as the higher of Ptone – 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage)
	Same as 6.5.2.3
	Same as 6.5.2.3

	<Unchanged Text Skipped>

	6.8B Time alignment error for UL-MIMO
	The Time Alignment Error (TAE) shall not exceed 130 ns
	25 ns
	Formula:
Minimum Requirement+ TT
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