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Introduction

Total Number of CRs agreed for this WI: 46. TSs being affected:

· 36.508 - 
  0 CR(s)

· 36.508 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
46 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.904 - 
  0 CR(s)

· 37.571-1 - 
  0 CR(s)

· 37.571-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-168162
	36.523-1
	3650
	-
	F
	Rel-13
	13.2.0
	Update the title of NB-IoT test case 22.2.1
	NB_IOT-UEConTest

	R5-168163
	36.523-1
	3651
	-
	F
	Rel-13
	13.2.0
	Update the title of NB-IoT test case 22.2.4
	NB_IOT-UEConTest

	R5-168167
	36.523-1
	3654
	-
	F
	Rel-13
	13.2.0
	New NB-IoT EMM-CIoT testcase: 22.5.12 - NB-IoT / EPS NAS integrity and encryption / ZUC
	NB_IOT-UEConTest

	R5-168298
	36.523-1
	3665
	-
	F
	Rel-13
	13.2.0
	Introduction of new signalling EMM-CIoT test case 22.5.10 for category NB1
	NB_IOT-UEConTest

	R5-168299
	36.523-1
	3666
	-
	F
	Rel-13
	13.2.0
	Introduction of new signalling EMM-CIoT test case 22.5.11 for category NB1
	NB_IOT-UEConTest

	R5-168347
	36.523-1
	3669
	-
	F
	Rel-13
	13.2.0
	New test NB-IoT 22.5.1 Authentication failures
	NB_IOT-UEConTest

	R5-168507
	36.523-1
	3702
	-
	F
	Rel-13
	13.2.0
	Corrections to RLC NB-IoT test case 22.3.2.2
	NB_IOT-UEConTest

	R5-168590
	36.523-1
	3723
	-
	F
	Rel-13
	13.2.0
	Addition of a new test case 22.3.1.3 Correct Handling of UL MAC PDU/Assignment/HARQ process/Padding
	NB_IOT-UEConTest

	R5-168591
	36.523-1
	3724
	-
	F
	Rel-13
	13.2.0
	Addition of a new test case 22.3.2.3 AM RLC / In sequence delivery of upper layers PDUs/ Different numbers of length indicators
	NB_IOT-UEConTest

	R5-168786
	36.523-1
	3744
	-
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT MAC Test Case – 22.3.1.4: NB-IoT / Correct handling of MAC control information / Buffer status
	NB_IOT-UEConTest

	R5-168966
	36.523-1
	3769
	-
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT RRC Test Case – 22.4.7: NB-IoT / RRC connection release / Success with extendedWait / RRC connection establishment / Reject with extendedWait
	NB_IOT-UEConTest

	R5-168969
	36.523-1
	3772
	-
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT RRC Test Case – 22.4.11: NB-IoT / RRC connection release / Redirection to another NB-IoT frequency
	NB_IOT-UEConTest

	R5-168970
	36.523-1
	3773
	-
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT RRC Test Case – 22.4.12: NB-IoT / RRC connection release / Redirection to another NB-IoT band
	NB_IOT-UEConTest

	R5-169010
	36.523-1
	3653
	1
	F
	Rel-13
	13.2.0
	New NB-IoT RRC testcase: 22.4.13 - NB-IoT / UE capability transfer / Success
	NB_IOT-UEConTest

	R5-169011
	36.523-1
	3656
	1
	F
	Rel-13
	13.2.0
	New NB-IoT Idle testcase: 22.2.8 - NB-IoT / Cell reselection in shared network environment.
	NB_IOT-UEConTest

	R5-169015
	36.523-1
	3670
	1
	F
	Rel-13
	13.2.0
	New test NB-IoT 22.5.2 NAS security
	NB_IOT-UEConTest

	R5-169016
	36.523-1
	3671
	1
	F
	Rel-13
	13.2.0
	New test NB-IoT 22.5.3 Detach
	NB_IOT-UEConTest

	R5-169017
	36.523-1
	3672
	1
	F
	Rel-13
	13.2.0
	New test NB-IoT 22.5.4 Attach/Detach
	NB_IOT-UEConTest

	R5-169020
	36.523-1
	3695
	1
	F
	Rel-13
	13.2.0
	Addition of new NB-IoT MAC test case 22.3.1.1
	NB_IOT-UEConTest

	R5-169021
	36.523-1
	3701
	1
	F
	Rel-13
	13.2.0
	Addition of RLC NB-IoT test case 22.3.2.4
	NB_IOT-UEConTest

	R5-169022
	36.523-1
	3718
	1
	F
	Rel-13
	13.2.0
	Addition of RLC NB-IoT test case 22.3.2.1
	NB_IOT-UEConTest

	R5-169023
	36.523-1
	3710
	1
	F
	Rel-13
	13.2.0
	Introduction of new signalling EMM-CIoT test case 22.5.8 for category NB1
	NB_IOT-UEConTest

	R5-169024
	36.523-1
	3719
	1
	F
	Rel-13
	13.2.0
	Addition of new NB-IoT Test case for Paging for BCCH modification
	NB_IOT-UEConTest

	R5-169025
	36.523-1
	3720
	1
	F
	Rel-13
	13.2.0
	Addition of new NB-IoT Test case “Paging for connection in idle mode / Multiple paging records”
	NB_IOT-UEConTest

	R5-169026
	36.523-1
	3750
	1
	F
	Rel-13
	13.2.0
	Additon of new NB-IoT RLC test case 22.3.2.5
	NB_IOT-UEConTest

	R5-169027
	36.523-1
	3757
	1
	F
	Rel-13
	13.2.0
	New test case 22.5.9 NB-IoT / UE in NB-S1 mode supporting CIoT Optimizations / Paging with not matching identity / Control Plane Service request Rejected (IMSI invalid / Illegal ME / EPS services not allowed / UE identity cannot be derived by the network 
	NB_IOT-UEConTest

	R5-169028
	36.523-1
	3758
	1
	F
	Rel-13
	13.2.0
	New test case 22.5.18 Attach & Normal tracking area update Procedure / Success / without Idle eDRX parameters / With Idle eDRX parameters/ With and without Idle eDRX and PSM parameters
	NB_IOT-UEConTest

	R5-169029
	36.523-1
	3768
	1
	F
	Rel-13
	13.2.0
	New test case 22.5.14 NB-IoT / Attach / Rejected / Tracking Area not allowed/Roaming not allowed in this tracking area// No suitable cells in tracking area
	NB_IOT-UEConTest

	R5-169123
	36.523-1
	3760
	1
	F
	Rel-13
	13.2.0
	New test case 22.5.17 Attach Success /Normal tracking area update accepted / Periodic tracking area update T3412 Extended Value / PSM
	NB_IOT-UEConTest

	R5-169131
	36.523-1
	3652
	1
	F
	Rel-13
	13.2.0
	New NB-IoT Idle testcase: NB-IoT / 22.2.5 - Cell reselection / Qhyst, Qoffset, Treselection and Cell-specific reselection parameters
	NB_IOT-UEConTest

	R5-169132
	36.523-1
	3657
	1
	F
	Rel-13
	13.2.0
	New NB-IoT Idle testcase: 22.2.9 - NB-IoT / Inter-frequency cell reselection
	NB_IOT-UEConTest

	R5-169134
	36.523-1
	3775
	1
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT NAS Test Case – NB-IoT / Attach Procedure / Success / Last visited TAI, TAI list and equivalent PLMN list handling
	NB_IOT-UEConTest

	R5-169135
	36.523-1
	3661
	1
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT Test Case – NB-IoT / Normal tracking area update / Rejected / EPS service not allowed /EPS services not allowed in this PLMN 
	NB_IOT-UEConTest

	R5-169138
	36.523-1
	3668
	1
	F
	Rel-13
	13.2.0
	New test 22.1.1 Control Plane CIoT EPS optimisation for EPS services
	NB_IOT-UEConTest

	R5-169139
	36.523-1
	3691
	1
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT Idle Mode Test Case - NB-IoT / Cell reselection using cell status and cell reservations / Access control class 0 to 9
	NB_IOT-UEConTest

	R5-169140
	36.523-1
	3692
	1
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT RRC Test Case - NB-IoT / RRC / Paging for notification of BCCH modification in idle mode / Direct indication for SI update
	NB_IOT-UEConTest

	R5-169141
	36.523-1
	3693
	1
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT Idle Mode Test Case – NB-IoT / Cell reselection using cell status and cell reservations / Access control class 11 to 15 
	NB_IOT-UEConTest

	R5-169142
	36.523-1
	3694
	1
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT Test Case – NB-IoT / RRC connection establishment / Access Barring for UE with AC 0 to 9 / MO exception data / ab-Category a, b and c
	NB_IOT-UEConTest

	R5-169143
	36.523-1
	3774
	1
	F
	Rel-13
	13.2.0
	Addition of New NB-IoT Test Case – NB-IoT / Attach Procedure / Success / List of equivalent PLMNs in the ATTACH ACCEPT message / Attach / Rejected / PLMN not allowed
	NB_IOT-UEConTest

	R5-169145
	36.523-1
	3781
	-
	F
	Rel-13
	13.2.0
	Editorial CR updating test case title of NB-IoT MAC test case
	NB_IOT-UEConTest

	R5-169146
	36.523-1
	3755
	1
	F
	Rel-13
	13.2.0
	Additon of new NB-IoT MAC test case 22.3.1.5
	NB_IOT-UEConTest

	R5-169147
	36.523-1
	3756
	1
	F
	Rel-13
	13.2.0
	Additon of new NB-IoT MAC test case 22.3.1.6
	NB_IOT-UEConTest

	R5-169172
	36.523-1
	3690
	1
	F
	Rel-13
	13.2.0
	Addition of new test case:  NB-IoT / PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
	NB_IOT-UEConTest

	R5-169736
	36.523-1
	3663
	2
	F
	Rel-13
	13.2.0
	New NB-IoT EMM-CIoT testcase: 22.5.6 – NB-IOT / Attach Abnormal cases / Unsuccessful attach or Repeated rejects for network failures / Change of cell into a new tracking area / EPS services not allowed / Failure due to non integrity protection /UE initiat
	NB_IOT-UEConTest

	R5-169737
	36.523-1
	3779
	2
	F
	Rel-13
	13.2.0
	Adding new NB-IoT EMM-CIoT testcase 22.5.7a: NB-IoT / Periodic tracking area update Accepted / Normal tracking area update List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message / Normal tracking area update Rejected (IMSI invalid / Illegal M
	NB_IOT-UEConTest

	R5-169738
	36.523-1
	3780
	1
	F
	Rel-13
	13.2.0
	Adding New NB-IoT EMM-CIoT testcase 22.5.7b: NB-IoT / Normal tracking area update Rejected ( Tracking area not allowed /  No suitable cells in tracking area / Roaming not allowed in this tracking area / Congestion) / UE initiated detach Abnormal case Chan
	NB_IOT-UEConTest
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