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<Start of first modified section>
4.6.5
Mobility control information elements

–
MobilityControlInfo-HO

Table 4.6.5-1: MobilityControlInfo-HO
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	Set according to specific message content
	
	

	  carrierFreq
	Set according to specific message content
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierBandwidth
	Not present
	
	SAME-BW

	  carrierBandwidth SEQUENCE {
	
	
	DIFF-BW

	     dl-Bandwidth
	Same downlink bandwidth as used for target cell
	
	

	     ul-Bandwidth
	Not present
	
	

	}
	
	
	

	  additionalSpectrumEmission
	Not present
	
	

	
	1
	
	HO-to-EUTRA

	  t304
	ms1000
	
	

	  newUE-Identity
	SS arbitrarily selects a value between ‘003C’H and ‘FFF2’H.
	
	

	  radioResourceConfigCommon
	RadioResourceConfigCommon-DEFAULT
	
	

	  rach-ConfigDedicated
	Not present
	
	

	
	Rach-ConfigDedicated-DEFAULT
	
	FullConfig, HO-to-EUTRA

	  carrierFreq-v9e0 SEQUENCE {
	
	
	

	    dl-CarrierFreq-v9e0
	Set according to specific message content
	
	Band > 64

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SAME-BW
	Source and target cell are configured with same bandwidth

	DIFF-BW
	Source and target cell are configured with different bandwidth

	Band > 64 
	If band > 64 is selected


<End of modified section>
