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	Reason for change:
	Current TTCN implementation is checking incorrect condition to release 2nd PDN to release Internet PDN. Variable v_SecondPdnToBeReleased is hardcoded to false and the PDN will never get released.
Changed the condition to check for tsc_EUTRA_Registration_MultiplePDN to release the Internet PDN.
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	Changed the condition to check for tsc_EUTRA_Registration_MultiplePDN to release the Internet PDN.

	
	

	Consequences if not approved:
	Conformant UE can fail the TC.

	
	

	Clauses affected:
	All TCs with Multi-PDN

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	


Change 1 
	Function name
	f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps1_12

	Reason for change
	Current TTCN implementation is checking incorrect condition to release 2nd PDN to release Internet PDN. Variable v_SecondPdnToBeReleased is hardcoded to false and the PDN will never get released.

Changed the condition to check for tsc_EUTRA_Registration_MultiplePDN to release the Internet PDN.

	Summary of change
	Changed the condition to check for tsc_EUTRA_Registration_MultiplePDN to release the Internet PDN.

	TTCN module
	\Common\EUTRA\EUTRA_InitialRegistration.ttcn

	MCC160 Comment
	


Before change

    function f_EUTRA_InitialRegistration_Step16_18b1(EUTRA_CellId_Type p_CellId,

                                                   DelayForUserPlaneSignalling_Type p_WaitForIMS := waitForIMS,

                                                   template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                                   EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN := firstPDN,

                                                   template (omit) NAS_MSG_Indication_Type p_AttachComplete := omit) runs on EUTRA_PTC

  { /* @sic R5-112600: always delay of 1.2s (i.e. p_WaitForIMS := waitForIMS when calling f_EUTRA_NAS_AttachComplete) sic@ */

    /* @sic R5s130133 change 8: p_WaitForIMS added sic@ */

    /* @sic R5s150510: new parameter p_InitialRegistrationPDN sic@

       @sic R5-160745: Renamed and split functions instead of RRCConnectionRelease parameter sic@ */

    var boolean v_SecondPdnToBeReleased := false;

    f_EUTRA_InitialRegistration_Step16_16c1 (p_CellId, p_WaitForIMS, p_NtwkFeatSupport, p_InitialRegistrationPDN, p_AttachComplete); // @sic R5-165021 sic@

    f_EUTRA_RRC_ConnectionRelease(p_CellId);   // step 17  @sic R5s150338: no v_DrbReleaseList anymore sic@

    if (v_SecondPdnToBeReleased) {  // @sic R5-144797: support of multiple PDN registration sic@

      f_EUTRA_InitialRegistration_ReleaseInternetPDN(p_CellId);

    }

  }
After change

  function f_EUTRA_InitialRegistration_Step16_18b1(EUTRA_CellId_Type p_CellId,

                                                   DelayForUserPlaneSignalling_Type p_WaitForIMS := waitForIMS,

                                                   template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                                   EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN := firstPDN,

                                                   template (omit) NAS_MSG_Indication_Type p_AttachComplete := omit) runs on EUTRA_PTC

  { /* @sic R5-112600: always delay of 1.2s (i.e. p_WaitForIMS := waitForIMS when calling f_EUTRA_NAS_AttachComplete) sic@ */

    /* @sic R5s130133 change 8: p_WaitForIMS added sic@ */

    /* @sic R5s150510: new parameter p_InitialRegistrationPDN sic@

       @sic R5-160745: Renamed and split functions instead of RRCConnectionRelease parameter sic@ */

    f_EUTRA_InitialRegistration_Step16_16c1 (p_CellId, p_WaitForIMS, p_NtwkFeatSupport, p_InitialRegistrationPDN, p_AttachComplete); // @sic R5-165021 sic@

    f_EUTRA_RRC_ConnectionRelease(p_CellId);   // step 17  @sic R5s150338: no v_DrbReleaseList anymore sic@

    if (tsc_EUTRA_Registration_MultiplePDN) {  // @sic R5-144797: support of multiple PDN registration sic@    

      f_EUTRA_InitialRegistration_ReleaseInternetPDN(p_CellId);

    }

  }

