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	Other comments:
	


Change 1 

	Function name
	f_TC_8_4_1_2_EUTRA()

	Reason for change
	As in R5s160757 function f_UTRAN_Pre_Preamble was changed and AuthInfo is sent instead of trigger, EUTRA part in some TCs need to be corrected to handle AuthInfo correctly.


	Summary of change
	Function f_IRAT_WaitForCoOrd_Trigger changed to f_EUTRA_InterRAT_InitialiseAuthParams to handle AuthInfo sent from UTRAN Pre-Preamble.

	TTCN module
	\LTE_IRAT\8_4\InterRat_Handover_EtoU.ttcn

	MCC160 Comment
	


Before change

 function f_TC_8_4_1_2_EUTRA() runs on EUTRA_PTC

  { // Test case 8.4.1.2 Inter-RAT Handover / from E-UTRA to UTRA(PS) / Data

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var NasCount_Type v_NasCountDL;

    var octetstring v_HandoverToUtranCommand;

    var octetstring v_Nas_SecurityParamFromEUTRA;

    f_EUTRA_Init (c4);

    // Create and configure cell

    f_EUTRA_CellConfig_Def ( eutra_Cell1 );

    // Bring UE to RB Established (state 3)

    // Do normal preamble 

    f_IRAT_WaitForCoOrd_Trigger(UTRAN); // wait for UTRAN side to do pre-preamble @sic R5-120764 sic@      

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);                                                      

    f_EUTRA_RbEst_Def (eutra_Cell1);

    f_EUTRA_TestBody_Set(true);

    // Wait for configuration of UTRAN cell and get Cell Parameters for UTRAN cell

    v_CoordInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);
…………

…………….

After change
  function f_TC_8_4_1_2_EUTRA() runs on EUTRA_PTC

  { // Test case 8.4.1.2 Inter-RAT Handover / from E-UTRA to UTRA(PS) / Data

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var NasCount_Type v_NasCountDL;

    var octetstring v_HandoverToUtranCommand;

    var octetstring v_Nas_SecurityParamFromEUTRA;

    f_EUTRA_Init (c4);

    // Create and configure cell

    f_EUTRA_CellConfig_Def ( eutra_Cell1 );

    // Bring UE to RB Established (state 3)

    // Do normal preamble

    f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);             

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);                                                      

    f_EUTRA_RbEst_Def (eutra_Cell1);

    f_EUTRA_TestBody_Set(true);

    // Wait for configuration of UTRAN cell and get Cell Parameters for UTRAN cell

    v_CoordInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);
…………
 Change 2 

	Function name
	f_TC_8_4_1_4_EUTRA()

	Reason for change
	As in R5s160757 function f_UTRAN_Pre_Preamble was changed and AuthInfo is sent instead of trigger, EUTRA part in some TCs need to be corrected to handle AuthInfo correctly.


	Summary of change
	Function f_IRAT_WaitForCoOrd_Trigger changed to f_EUTRA_InterRAT_InitialiseAuthParams to handle AuthInfo sent from UTRAN Pre-Preamble.

	TTCN module
	\LTE_IRAT\8_4\InterRat_Handover_EtoU.ttcn

	MCC160 Comment
	


Before change

  function f_TC_8_4_1_4_EUTRA() runs on EUTRA_PTC

  { /* Inter-RAT Handover / from E-UTRA to UTRA (HSDPA) / Data */

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var NasCount_Type v_NasCountDL;

    var octetstring v_HandoverToUtranCommand;

    var octetstring v_Nas_SecurityParamFromEUTRA;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    f_EUTRA_Init ( c4 );

    // Create and configure cell

    f_EUTRA_CellConfig_Def ( eutra_Cell1 );

    // Bring UE to RB Established (state 3)

    // Do normal preamble

    f_IRAT_WaitForCoOrd_Trigger(UTRAN); // wait for UTRAN side to do pre-preamble @sic R5s110754 sic@       
    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def (eutra_Cell1);

    f_EUTRA_TestBody_Set(true);

    // Wait for configuration of UTRAN cell and get Cell Parameters for UTRAN cell

    v_CoordInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);
…………….

After change
  function f_TC_8_4_1_4_EUTRA() runs on EUTRA_PTC

  { /* Inter-RAT Handover / from E-UTRA to UTRA (HSDPA) / Data */

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var NasCount_Type v_NasCountDL;

    var octetstring v_HandoverToUtranCommand;

    var octetstring v_Nas_SecurityParamFromEUTRA;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    f_EUTRA_Init ( c4 );

    // Create and configure cell

    f_EUTRA_CellConfig_Def ( eutra_Cell1 );

    // Bring UE to RB Established (state 3)

    // Do normal preamble

    f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);             
    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def (eutra_Cell1);

    f_EUTRA_TestBody_Set(true);

    // Wait for configuration of UTRAN cell and get Cell Parameters for UTRAN cell

    v_CoordInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);
…………

Change 3 

	Function name
	f_TC_8_4_1_5_EUTRA()

	Reason for change
	As in R5s160757 function f_UTRAN_Pre_Preamble was changed and AuthInfo is sent instead of trigger, EUTRA part in some TCs need to be corrected to handle AuthInfo correctly.


	Summary of change
	Function f_IRAT_WaitForCoOrd_Trigger changed to f_EUTRA_InterRAT_InitialiseAuthParams to handle AuthInfo sent from UTRAN Pre-Preamble.

	TTCN module
	\LTE_IRAT\8_4\InterRat_Handover_EtoU.ttcn

	MCC160 Comment
	


Before change

  function f_TC_8_4_1_5_EUTRA() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var NasCount_Type v_NasCountDL;

    var octetstring v_HandoverToUtranCommand;

    var octetstring v_Nas_SecurityParamFromEUTRA;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    f_EUTRA_Init (c4);

    // Create and configure cell

    f_EUTRA_CellConfig_Def (eutra_Cell1);

    // Bring UE to RB Established (state 3)

    // Do normal preamble

    f_IRAT_WaitForCoOrd_Trigger(UTRAN); // wait for UTRAN side to do pre-preamble @sic R5-120776 sic@    

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def (eutra_Cell1);

    f_EUTRA_TestBody_Set(true);

    /* nas-securityParamFromEUTRA. The 4 least significant bits of the NAS downlink COUNT value

       36.508, Table 4.6.1-6 */

    v_NasCountDL := f_EUTRA_SS_NAS_CountGetDLNext(NASCTRL);

    v_Nas_SecurityParamFromEUTRA := substr(v_NasCountDL, 3, 1);

    //Wait till UTRAN is fully configured, get sys infor for cell 5

    //and tell SS to transmit MobilityFromEUTRACommand message

    v_CoordInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);
…………….

After change
  function f_TC_8_4_1_5_EUTRA() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var NasCount_Type v_NasCountDL;

    var octetstring v_HandoverToUtranCommand;

    var octetstring v_Nas_SecurityParamFromEUTRA;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    f_EUTRA_Init (c4);

    // Create and configure cell

    f_EUTRA_CellConfig_Def (eutra_Cell1);

    // Bring UE to RB Established (state 3)

    // Do normal preamble

    f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN
    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def (eutra_Cell1);

    f_EUTRA_TestBody_Set(true);

    /* nas-securityParamFromEUTRA. The 4 least significant bits of the NAS downlink COUNT value

       36.508, Table 4.6.1-6 */

    v_NasCountDL := f_EUTRA_SS_NAS_CountGetDLNext(NASCTRL);

    v_Nas_SecurityParamFromEUTRA := substr(v_NasCountDL, 3, 1);

    //Wait till UTRAN is fully configured, get sys infor for cell 5

    //and tell SS to transmit MobilityFromEUTRACommand message

    v_CoordInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);
…………

Change 4 

	Function name
	f_TC_9_2_3_2_1c_EUTRA()

	Reason for change
	As in R5s160757 function f_UTRAN_Pre_Preamble was changed and AuthInfo is sent instead of trigger, EUTRA part in some TCs need to be corrected to handle AuthInfo correctly.


	Summary of change
	Function f_IRAT_WaitForCoOrd_Trigger changed to f_EUTRA_InterRAT_InitialiseAuthParams to handle AuthInfo sent from UTRAN Pre-Preamble.

	TTCN module
	\LTE_IRAT\9_2\NAS_TrackingArea_UG.ttcn

	MCC160 Comment
	


Before change

 function f_TC_9_2_3_2_1c_EUTRA() runs on EUTRA_PTC

  { /* Combined tracking area update / Success / CS Fallback not preferred */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c9);

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_UT_ConfigureCombinedAttach(UT, DATA_CENTRIC);

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    f_IRAT_WaitForCoOrd_Trigger(UTRAN); // @sic R5s120228 sic@                           

    f_EUTRA_Preamble_InterRAT(eutra_CellA, STATE2_IDLEUPDATE, UTRAN, Combined); // @sic R5s110176 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_1c_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_ReleaseAllCells();

  } // function f_TC_9_2_3_2_1c_EUTRA 
…………….

After change
function f_TC_9_2_3_2_1c_EUTRA() runs on EUTRA_PTC

  { /* Combined tracking area update / Success / CS Fallback not preferred */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c9);

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_UT_ConfigureCombinedAttach(UT, DATA_CENTRIC);

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);     
    f_EUTRA_Preamble_InterRAT(eutra_CellA, STATE2_IDLEUPDATE, UTRAN, Combined); // @sic R5s110176 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_1c_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_ReleaseAllCells();

  } // function f_TC_9_2_3_2_1c_EUTRA  
…………

Change 5 

	Function name
	f_TC_9_2_3_3_5a_EUTRA()

	Reason for change
	As in R5s160757 function f_UTRAN_Pre_Preamble was changed and AuthInfo is sent instead of trigger, EUTRA part in some TCs need to be corrected to handle AuthInfo correctly.


	Summary of change
	Function f_IRAT_WaitForCoOrd_Trigger changed to f_EUTRA_InterRAT_InitialiseAuthParams to handle AuthInfo sent from UTRAN Pre-Preamble.

	TTCN module
	\LTE_IRAT\9_2\NAS_TrackingArea_UG.ttcn

	MCC160 Comment
	


Before change

    function f_TC_9_2_3_3_5a_EUTRA() runs on EUTRA_PTC

  { /* Periodic Location Update */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c10);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigureCombinedAttach(UT);

    f_EUTRA_SendTriggerToOtherRAT (true); // Wait for other RAT to do preamble @sic R5s120584 sic@  
    f_EUTRA_TestBody_Set(true);

    f_EUTRA_SetCellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE);

    fl_TC_9_2_3_3_5a_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E1_IDLE, Combined); // @sic R5-121774 sic@

  } // function f_TC_9_2_3_3_5a_EUTRA
…………….

After change
  function f_TC_9_2_3_3_5a_EUTRA() runs on EUTRA_PTC

  { /* Periodic Location Update */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c10);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigureCombinedAttach(UT);

    f_EUTRA_SendTriggerToOtherRAT (); // Wait for other RAT to do preamble @sic R5s120584 sic@    
    f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);                                               

    f_EUTRA_TestBody_Set(true);

    f_EUTRA_SetCellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE);

    fl_TC_9_2_3_3_5a_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E1_IDLE, Combined); // @sic R5-121774 sic@

  } // function f_TC_9_2_3_3_5a_EUTRA
…………

Change 6 

	Function name
	f_TC_13_1_4_EUTRA()

	Reason for change
	As in R5s160757 function f_UTRAN_Pre_Preamble was changed and AuthInfo is sent instead of trigger, EUTRA part in some TCs need to be corrected to handle AuthInfo correctly.


	Summary of change
	Function f_IRAT_WaitForCoOrd_Trigger changed to f_EUTRA_InterRAT_InitialiseAuthParams to handle AuthInfo sent from UTRAN Pre-Preamble.

	TTCN module
	\LTE_IRAT\13\MultiLayer_Procedures_EU.ttcn

	MCC160 Comment
	


Before change

 function f_TC_13_1_4_EUTRA() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    f_EUTRA_Init (c4);

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell1, -75);

    //Synchronise with UTRAN PTC and get Cell Parameters for UTRAN cell

    v_UTRANSysInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);

    //Set SIB6 for Cell 1 according to Table 13.1.4.3.3-2

    if (f_IRAT_GetUTRAN_FDD_TDD_Mode() == UTRAN_FDD) {

      f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                  cs_CarrierFreqUTRA_FDD_CRPrio (v_UTRANSysInfo.Utran[0].FDD.Freq,3),

                                                  omit);

    }

    else {

      f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                  omit,

                                                  cs_CarrierFreqUTRA_TDD_CRPrio (v_UTRANSysInfo.Utran[0].TDD.Freq,3));

    }

    //Create and configure cells

    f_EUTRA_CellConfig_Def (eutra_Cell1);

    f_IRAT_WaitForCoOrd_Trigger(UTRAN); // Sent in pre-preamble wait for UTRAN side to do pre-preamble @sic R5s110754 subject to approval of prose CR sic@
    //Bring UE to initial state

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE, -, -, omit); //@sic R5s120070 R5-131301 sic@

    //Tell UTRA PTC to set appropiate cell levels

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    f_EUTRA_SetCellPower ( eutra_Cell1, -75);

    f_EUTRA_TestBody_Set (true); 
…………….

After change
function f_TC_13_1_4_EUTRA() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    f_EUTRA_Init (c4);

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell1, -75);

    //Synchronise with UTRAN PTC and get Cell Parameters for UTRAN cell

    v_UTRANSysInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);

    //Set SIB6 for Cell 1 according to Table 13.1.4.3.3-2

    if (f_IRAT_GetUTRAN_FDD_TDD_Mode() == UTRAN_FDD) {

      f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                  cs_CarrierFreqUTRA_FDD_CRPrio (v_UTRANSysInfo.Utran[0].FDD.Freq,3),

                                                  omit);

    }

    else {

      f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                  omit,

                                                  cs_CarrierFreqUTRA_TDD_CRPrio (v_UTRANSysInfo.Utran[0].TDD.Freq,3));

    }

    //Create and configure cells

    f_EUTRA_CellConfig_Def (eutra_Cell1);

    f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);             
    //Bring UE to initial state

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE, -, -, omit); //@sic R5s120070 R5-131301 sic@

    //Tell UTRA PTC to set appropiate cell levels

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    f_EUTRA_SetCellPower ( eutra_Cell1, -75);

    f_EUTRA_TestBody_Set (true);  
…………

Change 7 

	Function name
	f_TC_13_1_5_EUTRA()

	Reason for change
	As in R5s160757 function f_UTRAN_Pre_Preamble was changed and AuthInfo is sent instead of trigger, EUTRA part in some TCs need to be corrected to handle AuthInfo correctly.


	Summary of change
	Function f_IRAT_WaitForCoOrd_Trigger changed to f_EUTRA_InterRAT_InitialiseAuthParams to handle AuthInfo sent from UTRAN Pre-Preamble.

	TTCN module
	\LTE_IRAT\13\MultiLayer_Procedures_EU.ttcn

	MCC160 Comment
	


Before change

  function f_TC_13_1_5_EUTRA() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams;

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var NasCount_Type v_NasCountDL;

    var octetstring v_HandoverToUtranCommand;

    var octetstring v_Nas_SecurityParamFromEUTRA;

    var PDCP_SDUList_Type v_PDCP_SDUList_DRB1 := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };      /* @sic R5s120470 sic@ */

    f_EUTRA_Init (c4);

    v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_Cell1);

    //Synchronise with UTRAN PTC and get Cell Parameters for UTRAN cell

    v_CoordInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);

    //Build the HO-to-UTRAN command

    if (ischosen (v_CoordInfo.Utran[0].FDD)) {

      v_UTRANSysInfoFDD := v_CoordInfo.Utran[0].FDD;

      v_HandoverToUtranCommand := f_U_EncodeHandoverToUtran_64kPS_DCH4_FDD(v_UTRANSysInfoFDD.UplinkScrambingCode,

                                                                           v_UTRANSysInfoFDD.ScramblingCode,

                                                                           v_UTRANSysInfoFDD.Freq);

    }

    else {

      v_UTRANSysInfoTDD := v_CoordInfo.Utran[0].TDD;

      v_HandoverToUtranCommand := f_U_EncodeHandoverToUtran_64kPS_DCH4_TDD(v_UTRANSysInfoTDD.CellParametersID,

                                                                           v_UTRANSysInfoTDD.Freq);

    }

    //Create and configure cell

    f_EUTRA_CellConfig_Def (eutra_Cell1);

     //Wait till A pre-preamble is done in UTRAN

     f_IRAT_WaitForCoOrd_Trigger (UTRAN);  //@sic R5s130137 sic@                
    //@sic R5s130656 sic@

    //Bring UE to initial state

    f_EUTRA_Preamble ( eutra_Cell1, STATE2A_TESTLOOP_ModeB,-,-,omit);//@sic R5s130656 sic@

    f_EUTRA_RbEst_Def ( eutra_Cell1 );

    f_EUTRA_CloseUE_TestLoopModeB ( eutra_Cell1, '00'O );

    //Tell UTRA PTC to set appropiate cell levels

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);
…………….

After change
  function f_TC_13_1_5_EUTRA() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams;

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var NasCount_Type v_NasCountDL;

    var octetstring v_HandoverToUtranCommand;

    var octetstring v_Nas_SecurityParamFromEUTRA;

    var PDCP_SDUList_Type v_PDCP_SDUList_DRB1 := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };      /* @sic R5s120470 sic@ */

    f_EUTRA_Init (c4);

    v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_Cell1);

    //Synchronise with UTRAN PTC and get Cell Parameters for UTRAN cell

    v_CoordInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);

    //Build the HO-to-UTRAN command

    if (ischosen (v_CoordInfo.Utran[0].FDD)) {

      v_UTRANSysInfoFDD := v_CoordInfo.Utran[0].FDD;

      v_HandoverToUtranCommand := f_U_EncodeHandoverToUtran_64kPS_DCH4_FDD(v_UTRANSysInfoFDD.UplinkScrambingCode,

                                                                           v_UTRANSysInfoFDD.ScramblingCode,

                                                                           v_UTRANSysInfoFDD.Freq);

    }

    else {

      v_UTRANSysInfoTDD := v_CoordInfo.Utran[0].TDD;

      v_HandoverToUtranCommand := f_U_EncodeHandoverToUtran_64kPS_DCH4_TDD(v_UTRANSysInfoTDD.CellParametersID,

                                                                           v_UTRANSysInfoTDD.Freq);

    }

    //Create and configure cell

    f_EUTRA_CellConfig_Def (eutra_Cell1);

     //Wait till A pre-preamble is done in UTRAN

     f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN); 
    //@sic R5s130656 sic@

    //Bring UE to initial state

    f_EUTRA_Preamble ( eutra_Cell1, STATE2A_TESTLOOP_ModeB,-,-,omit);//@sic R5s130656 sic@

    f_EUTRA_RbEst_Def ( eutra_Cell1 );

    f_EUTRA_CloseUE_TestLoopModeB ( eutra_Cell1, '00'O );

    //Tell UTRA PTC to set appropiate cell levels

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);
…………

