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	Reason for change:
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<< Unchanged sections omitted >>
6.2.4A.1.5
Test requirements

The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in the applicable table from Table 6.2.4A.1.5-1 to Table 6.2.4A.1.5-7. The allowed maximum output power reduction is specified in Table 6.2.4A.1.3-1 and clause 6.2.3A.1 does not apply, i.e. carrier aggregation MPR = 0. For the UE maximum output power modified by A-MPR specified in table 6.2.4A.1.3-1, the power limits specified in Table 6.2.5A.1.3-1 apply.
Table 6.2.4A.1.5-1: Test requirement (network signalled value "CA_NS_01")

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+2.7 /

-17.7

	2
	
	
	
	
	23
	+2.7 /

-11.7

	3
	
	
	
	
	23
	+2.7 /

-9.7

	4
	
	
	
	
	23
	+2.7 /

-4.7

	5
	
	
	
	
	23
	+2.7 /

-11.7

	6
	
	
	
	
	23
	+2.7 /

-24.7

	7
	
	
	
	
	23
	+2.7 /

-18.7

	8
	
	
	
	
	23
	+2.7 /

-18.7

	 9
	
	
	
	
	23
	+2.7 /

-11.7

	10
	
	
	
	
	23
	+2.7 /

-9.7

	11
	
	
	
	
	23
	+2.7 /

-2.7

	12
	
	
	
	
	23
	+2.7 /

-24.7
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