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	Reason for change:
	Following values related to the Test frequency for CA_12B are incorrect.
· Low, 25+50: Guard bands are not considered.

·  Mid, 25+25: The center frequency of 2CC has a misalignment compared to the
 Mid range of single CC.
· Mid, 25+50: Same as above (Mid, 25+25).

	
	

	Summary of change:
	Corrected test frequencies for CA_12B in Table 4.3.1.1.12A-1 at following ranges:
Low, 25+50, 

Mid, 25+25, 

Mid, 25+50. 

	
	

	Consequences if not approved:
	Test cannot be carryied out with appropriate test frequencies.
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	Other comments:
	This CR is outcome of 1 revision of R5-168665:

R1 : Incorrect release version in the cover page is corrected(Rel-14 -> Rel-13)


<< Unchanged sections omitted >>
4.3.1.1.12A
FDD reference test frequencies for CA in operating band 12

Table 4.3.1.1.12A-1: Test frequencies for CA_12B

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	


	Range
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	Low
	25+25
	25
	23035
	701.5
	5035
	731.5
	25
	23083
	706.3
	5083
	736.3

	
	25+50
	25
	23038
	701.8
	5038
	731.8
	50
	23110
	709
	5110
	739

	Mid
	25+25
	25
	23071
	705.1
	5071
	735.1
	25
	23119
	709.9
	5119
	739.9

	
	25+50
	25
	23048
	702.8
	5048
	732.8
	50
	23120
	710
	5120
	740

	High
	25+25
	25
	23107
	708.7
	5107
	738.7
	25
	23155
	713.5
	5155
	743.5

	
	25+50
	25
	23058
	703.8
	5058
	733.8
	50
	23130
	711
	5130
	741

	Note 1:
Carriers in increasing frequency order.
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