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4.5.3AA
Generic Radio Bearer Establishment (State 3-CE)

4.5.3AA.1
Initial conditions

System Simulator:

-
Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.

User Equipment:

-
The UE shall be in Registered, Idle Mode state (State 2-CE). 

4.5.3AA.2
Definition of system information messages

The default system information messages as specified in clause 4.5.2AA.2.

4.5.3AA.3
Procedure

Table 4.5.3AA.3-1: UE registration procedure (state 2-CE to state 3-CE)

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	In addition to the system information broadcasted on BCCH the SS broadcasts SystemInformation-BR-r13, SystemInformationBlockType1-BR-r13 and other relevant system information blocks as required by the specified combinations of system information blocks specified for the test case on BCCH-BR.
	<--
	RRC: SYSTEM INFORMATION (BCCH and BCCH-BR)

	2 to 10a7
	Same procedure for steps 2 to 10a7 as specified in the procedure in clause 4.5.3.3.
	-
	-


4.5.3AA.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7 with the exception below:

-
In addition to any other conditions use the condition CEmodeB if the test case specifically tests CE mode B else use condition CEmodeA.

4.5.3AB
Generic Radio Bearer Establishment, UE Test Mode Activated (State 3A-CE)

4.5.3AB.1
Initial conditions

System Simulator:

-
Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.

User Equipment:

-
The UE shall be in Registered, Idle Mode state, UE Test Mode Activated (State 2A-CE for Signalling testing).

-
The UE shall be in Registered, Idle Mode state, UE Test Mode Activated (State 2A-RF-CE for RF and RRM testing).

4.5.3AB.2
Definition of system information messages

The default system information messages are used.

4.5.3AB.3
Procedure

Table 4.5.3AB.3-1: UE registration procedure (State 2A-CE/2A-RF-CE to state 3A-CE)

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	In addition to the system information broadcasted on BCCH the SS broadcasts SystemInformation-BR-r13, SystemInformationBlockType1-BR-r13 and other relevant system information blocks as required by the specified combinations of system information blocks specified for the test case on BCCH-BR.
	<--
	RRC: SYSTEM INFORMATION (BCCH and BCCH-BR)

	2 to 10a7
	Same procedure for steps 2 to 10a7 as specified in the procedure in clause 4.5.3.3
	-
	-


4.5.3AB.4
Specific message contents

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exception below:

-
In addition to any other conditions use the condition CEmodeB if the test case specifically tests CE mode B else use condition CEmodeA.
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