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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

BDS
BeiDou Navigation Satellite System


DL
Downlink

LCS
Location Services

LPP
LTE Positioning Protocol

MBS
Metropolitan Beacon System

MO-LR
Mobile Originated Location Request

MT-LR
Mobile Terminated Location Request

NAS
Non-Access-Stratum

NI-LR
Network Induced Location Request 

TBS
Terrestrial Beacon System

UL
Uplink

WLAN
Wireless Local Area Network

<<  UNCHANGED CONTENT OMITTED >>
5.4
Default LPP message and information elements contents

This clause contains the default values of LPP messages and information elements used, unless indicated otherwise in specific clauses of this specification. 

-
LPP REQUEST CAPABILITIES
Table 5.4-1: RequestCapabilities

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	  Initiator
	locationServer
	
	

	  transactionNumber
	(0..255)
	
	

	 }
	
	
	

	 endTransaction
	FALSE
	
	

	 sequenceNumber
	Not present
	
	

	 acknowledgement 
	Not present
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	    requestCapabilities SEQUENCE {
	
	
	

	      criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	          requestCapabilities-r9 SEQUENCE {
	
	
	

	            commonIEsRequestCapabilities
	Not present
	
	

	            a-gnss-RequestCapabilities SEQUENCE {
	
	
	

	               gnss-SupportListReq
	TRUE
	
	

	               assistanceDataSupportListReq
	TRUE
	
	

	               locationVelocityTypesReq
	TRUE
	
	

	            } 
	
	
	

	            otdoa-RequestCapabilities SEQUENCE {
	Present
	
	

	            }
	
	
	

	            ecid-RequestCapabilities SEQUENCE {
	Present
	
	

	            }
	
	
	

	            epdu-RequestCapabilities
	Not present
	
	

	            tbs-RequestCapabilities-r13 SEQUENCE {
	Present
	Rel-13 onward
	

	            }
	
	
	

	            wlan-RequestCapabilities-r13 SEQUENCE {
	Present
	Rel-13 onward
	

	            }
	
	
	

	            bt-RequestCapabilities-r13 SEQUENCE {
	Present
	Rel-13 onward
	

	            }
	
	
	

	            sensor-RequestCapabilities-r13 SEQUENCE {
	Present
	Rel-13 onward
	

	            }
	
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


-
LPP PROVIDE ASSISTANCE DATA
Table 5.4-2: ProvideAssistanceData

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	Dependent on test case.
	
	

	  initiator
	
	
	

	  transactionNumber
	
	
	

	 }
	
	
	

	 endTransaction
	TRUE
	
	

	 sequenceNumber
	Not present
	
	

	 acknowledgement 
	Not present
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	    provideAssistanceData SEQUENCE {
	
	
	

	      criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	          provideAssistanceData-r9 SEQUENCE {
	
	
	

	            commonIEsProvideAssistanceData
	Not present
	
	

	            a-gnss-ProvideAssistanceData SEQUENCE {
	
	
	Sub-tests 1-4, 7, 8 9 and 10 only; and as defined in Table 5.4.1.1-1.

	              gnss-CommonAssistanceData SEQUENCE {
	
	
	

	                 gnss-ReferenceTime
	As defined in 37.571-5 [12]
	
	

	                 gnss-ReferenceLocation
	As defined in 37.571-5 [12]
	
	

	                 gnss-IonosphericModel
	As defined in 37.571-5 [12]
	
	

	                 gnss-EarthOrientationParameters
	Not present
	
	

	              }
	
	
	

	              gnss-GenericAssistanceData(SIZE(1..2))OF{
	SIZE 1: Sub-tests 1, 2, 3, 9

SIZE 2: Sub-tests 4, 8 10
	
	

	                 gnss-ID
	Dependent on test case.
	
	

	                 sbas-ID
	Not present
	
	

	                 gnss-TimeModels
	As defined in 37.571-5 [12]
	
	

	                 gnss-DifferentialCorrections
	Not present
	
	

	                 gnss-NavigationModel
	As defined in 37.571-5 [12]
	
	

	                 gnss-RealTimeIntegrity
	Not present
	
	

	                 gnss-DataBitAssistance
	Not present
	
	

	                 gnss-AcquisitionAssistance
	As defined in 37.571-5 [12]
	
	

	                 gnss-Almanac
	As defined in 37.571-5 [12]
	
	

	                 gnss-UTC-Model
	As defined in 37.571-5 [12]
	
	

	                 gnss-AuxiliaryInformation
	As defined in 37.571-5 [12]
	
	

	              }
	
	
	

	              gnss-Error
	Not present
	
	

	            }
	
	
	

	            otdoa-ProvideAssistanceData SEQUENCE {
	
	
	Sub-test 5 and 7 only

	                 otdoa-ReferenceCellInfo
	As defined in Table 5.4.1.2-1
	
	

	                 otdoa-NeighbourCellInfo
	As defined in Table 5.4.1.2-2
	
	

	                 otdoa-Error
	Not present
	
	

	            }  
	
	
	

	            epdu-ProvideAssistanceData
	Not present
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


-
LPP REQUEST LOCATION INFORMATION
Table 5.4-3: RequestLocationInformation

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	  initiator
	locationServer
	
	

	  transactionNumber
	(0..255)
	
	

	 }
	
	
	

	 endTransaction
	FALSE
	
	

	 sequenceNumber
	Not present
	
	

	 acknowledgement 
	Not present
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	    requestLocationInformation SEQUENCE {
	
	
	

	      criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	          requestLocationInformation-r9 SEQUENCE {
	
	
	

	            commonIEsRequestLocationInformation

            SEQUENCE {
	
	
	

	              locationInformationType
	Dependent on test case
	
	

	              triggeredReporting
	Not present
	
	

	              periodicalReporting
	Not present
	
	

	              additionalInformation
	onlyReturnInformationRequested
	
	

	              qos SEQUENCE {
	
	
	

	                 horizontalAccuracy
	Not present
	
	

	                 verticalCoordinateRequest
	FALSE
	
	

	                 verticalAccuracy
	Not present
	
	

	                 responseTime SEQUENCE {
	
	
	

	                   time
	32
	
	

	                   responseTimeEarlyFix-r12
	Not present
	Rel-12 onwards
	

	                 }
	
	
	

	                 velocityRequest
	FALSE
	
	

	              }
	
	
	

	              environment
	Not present
	
	

	              locationCoordinateTypes
	Not present
	
	

	              velocityTypes
	Not present
	
	

	            }
	
	
	

	            a-gnss-RequestLocationInformation 
	As defined in Table 5.4-4
	
	Sub-tests 1-4, 7, 8, 9 and 10

	            otdoa-RequestLocationInformation
	As defined in Table 5.4-5
	
	Sub-test 5 and 7

	            ecid-RequestLocationInformation
	As defined in Table 5.4-6
	
	Sub-test 6

	            epdu-RequestLocationInformation
	Not Present
	
	

	            tbs-RequestLocationInformation-r13
	As defined in Table 5.4-7
	Rel-13 onwards
	Sub-test 12

	            sensor-RequestLocationInformation-r13
	As defined in Table 5.4-10
	Rel-13 onwards
	Sub-test 14

	            wlan-RequestLocationInformation-r13
	As defined in Table 5.4-8
	Rel-13 onwards
	Sub-test 11

	            bt-RequestLocationInformation-r13
	As defined in Table 5.4-9
	Rel-13 onwards
	Sub-test 13

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


<<  UNCHANGED CONTENT OMITTED >>
END OF CHANGES
