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	Reason for change:
	In the current TTCN implementation of this testcase, AT command  AT+CCFC=3,4,, is being used to make the the UE transmit a REGISTER message that does not include any bearer service, or teleservice. However, absence of the parameter <classx> will make the UE choose default value of 7 (27.007 Sec 7.11). This needs to be changed.

	
	

	Summary of change:
	Instead of calling f_UT_SupplementaryService_CallForward(UT, DELETE_MODE, SS_CFNRc,omit);, called f_UT_SupplementaryService_CallForward(UT, DELETE_MODE, SS_CFNRc, omit, -, //WA#15_4_4

SS_ALLSERVICES /*WA#15_4_4*/);
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	Other comments:
	


1.1 TC_15_4_4

	Object name 
	TC_15_4_4

	Reason for change
	In the current TTCN implementation of this testcase, AT command  AT+CCFC=3,4,, is being used to make the the UE transmit a REGISTER message that does not include any bearer service, or teleservice. However, absence of the parameter <classx> will make the UE choose default value of 7 (27.007 Sec 7.11). This needs to be changed.

	Summary of change
	Instead of calling f_UT_SupplementaryService_CallForward(UT, DELETE_MODE, SS_CFNRc,omit);, called f_UT_SupplementaryService_CallForward(UT, DELETE_MODE, SS_CFNRc, omit, -, //WA#15_4_4

SS_ALLSERVICES /*WA#15_4_4*/);

Please see screenshot


	Module
	CallForwarding.ttcn

	Label
	WA#


Before:

	<<SKIPPED CODE>>
// @siclog "Step 9" siclog@
      // The UE is made to initiate erasure of call forwarding service for CFNRc (all basic services)
      f_UT_SupplementaryService_CallForward(UT,
                                            DELETE_MODE,
                                            SS_CFNRc,
                                            omit); // @sic R5s160913 sic@
<<SKIPPED CODE>>


After: 

	<<SKIPPED CODE>>
f_UT_SupplementaryService_CallForward(UT,
                                            DELETE_MODE,
                                            SS_CFNRc,
                                            omit,
                                            -, //WA#15_4_4
                                            SS_ALLSERVICES /*WA#15_4_4*/); // @sic R5s160913 sic@
<<SKIPPED CODE>>


