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Agenda Item
14.1.6
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.201
	21
	-
	Rel-13
	Correction for NB-IoT channel coding
	F
	13.2.0
	R1-1703438
	NB_IOT-Core
	

	36.201
	22
	-
	Rel-14
	Correction for NB-IoT channel coding
	A
	14.0.0
	R1-1703439
	NB_IOT-Core
	

	36.211
	337
	2
	Rel-13
	Correction on the scrambling of NPDSCH carrying the BCCH
	F
	13.4.0
	R1-1703913
	NB_IOT-Core
	

	36.211
	338
	2
	Rel-14
	Correction on the scrambling of NPDSCH carrying the BCCH
	A
	14.1.0
	R1-1703914
	NB_IOT-Core
	

	36.211
	353
	-
	Rel-13
	NPBCH symbol rotation for interference randomization in NB-IoT
	F
	13.4.0
	R1-1703964
	NB_IOT-Core
	

	36.211
	354
	-
	Rel-14
	NPBCH symbol rotation for interference randomization in NB-IoT
	A
	14.1.0
	R1-1703965
	NB_IOT-Core
	

	36.213
	834
	-
	Rel-13
	Correction on NPDCCH start subframe
	F
	13.4.0
	R1-1701788
	NB_IOT-Core
	

	36.213
	835
	-
	Rel-14
	Correction on NPDCCH start subframe
	A
	14.1.0
	R1-1701789
	NB_IOT-Core
	

	36.213
	836
	-
	Rel-13
	Correction on NRS power in-band with non-integer nrs-CRS-PowerOffset
	F
	13.4.0
	R1-1703375
	NB_IOT-Core
	

	36.213
	837
	-
	Rel-14
	Correction on NRS power in-band with non-integer nrs-CRS-PowerOffset
	A
	14.1.0
	R1-1703376
	NB_IOT-Core
	

	36.213
	854
	-
	Rel-13
	Correction on the description of UE procedure for receiving ACK/NACK
	F
	13.4.0
	R1-1703803
	NB_IOT-Core
	

	36.213
	855
	-
	Rel-14
	Correction on the description of UE procedure for receiving ACK/NACK
	A
	14.1.0
	R1-1703804
	NB_IOT-Core
	

	36.213
	859
	-
	Rel-13
	NPDCCH starting subframe determination in NB-IoT
	F
	13.4.0
	R1-1704069
	NB_IOT-Core
	

	36.213
	860
	-
	Rel-14
	NPDCCH starting subframe determination in NB-IoT
	A
	14.1.0
	R1-1704070
	NB_IOT-Core
	


