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	Reason for change:
	In RAN2 #96 meeting, RAN2 discussed the solution for an RRC state mismatch issue raised in R2-167140, and agreed to introduce “UE autonomously releases RRC connection after the expiry of inactivity timer”.


	
	

	Summary of change:
	Introducing data inactivity timer which is configured by RRC. Upon the data inactivity timer is configured, the MAC entity monitors the transmission/reception of DTCH logical channel, DCCH logical channel, and CCCH logical channel.
Implementation of this CR by a UE of earlier releases will not cause compatibility issues. 
Rev 1

· The term “the MAC entity shall for each subframe:” is replaced to “the MAC entity shall:”.

· The term "user inactivity" is replaced to "data inactivity".
· The description about early implementation is added in the cover.
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	The issue raised in R2-167140 cannot be resolved.
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5.xx
Data inactivity monitoring

The MAC entity may be configured by RRC with a Data inactivity monitoring functionlality, when in RRC_CONNECTED. RRC controls Data inactivity operation by configuring the timers DataInactivityTimer. 

When DataInactivityTimer is configured, the MAC entity shall:
-
if the MAC entity receives the MAC SDU for DTCH logical channel , DCCH logical channel, or CCCH logical channel; or

-
if the MAC entity transmits the MAC SDU for DTCH logical channel, DCCH logical channel;

-
start or restart DataInactivityTimer.

-
if DataInactivityTimer expires, indicate the expiry of DataInactivityTimer to upper layers.
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