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	Reason for change:
	In RAN2 #96 meeting, RAN2 discussed the solution for an RRC state mismatch issue raised in R2-167140, and agreed to introduce “UE autonomously releases RRC connection after the expiry of inactivity timer”.


	
	

	Summary of change:
	Data inactivity monitoring function as specified in TS 36.321 is defined as optional with UE capability.

Implementation of this CR by a UE of earlier releases will not cause compatibility issues. 
Rev 1.

· The term "user inactivity " is replaced to "data inactivity ".
· The term “initiation of RRC connection release procedure based on” in the field description of dataInactMon is removed.
· The description about early implementation is added in the cover.


	
	

	Consequences if not approved:
	Data inactivity monitoring cannot be applied for UEs and the issue raised in R2-167140 cannot be resolved.
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4.3.19
MAC parameters

4.3.19.1
longDRX-Command-r12
This field defines whether the UE supports Long DRX Command MAC Control Element as specified in TS 36.321 [4]. It is mandatory for UEs of this release of the specification.

4.3.19.2
logicalChannelSR-ProhibitTimer-r12
This field defines whether the UE supports the logicalChannelSR-ProhibitTimer as specified in TS 36.321 [4]. It is mandatory for UEs of any ue-Category-NB to support this feature.

4.3.19.3
extendedMAC-LengthField-r13
This field defines whether the UE supports 16 bit length of MAC L field as specified in TS 36.321 [4].

4.3.19.4
extendedLongDRX-r13
This field defines whether the UE supports the longDRX-Cycle values of 5120 and 10240 subframes as specified in TS 36.321 [4].

4.3.19.X
dataInactMon-r14
This field defines whether the UE supports data inactivity monitoring as specified in TS 36.321 [4].
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