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1. Introduction
A rate matching attribute (RMA) should be chosen to meet required quality (i.e. BLER). The inappropriate RMA leads increase of the UE transmission power and affects the capacity. 

This document discusses the optimum RMA range for UL: 384kbps PS RAB by showing simulation results of BLER performance for the radio bearer combination with AMR and 384 kbps UL and propose expansion its range specified in [1].
2. Simulation condition

Table1. The value of “Rate Matching Attribute” for each RAB

	RAB/SRB
	RMA
	Combination 1

<minimum>
	Combination 2

<middle>
	Combination 3

<maximum>
	RMA Range

	UL:384kbps              / PS RAB
	RMAPS
	150, 160,

170, 180
	150, 160,

170, 180
	150, 160,

170, 180, 190
	110 - 150 <*1>

	SRB for DCCH
	RMADCCH
	170
	170
	185
	155 - 185 <*2>

	CS RAB1
(RAB subflow #1)
	RMACS1
	180
	200
	220
	180 - 220 <*3>

	CS RAB2
(RAB subflow #2)
	RMACS2
	170
	190
	210
	170 - 210 <*3>

	CS RAB3
(RAB subflow #3)
	RMACS3
	215
	235
	256
	215 - 256 <*3>



<*1> Clause 6.10.2.4.1.34.1.1.1 in [1]

<*2> Clause 6.10.2.4.1.x   (x=1,2,3) in [1]

<*3> Clause 6.10.2.4.1.4.2.1.1 in [1]
Table2. Other parameters
	Parameter
	Value

	RAB combination
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL: <Don’t Care> kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	Gain Factor (c : d)
	5 : 15

	TTI [msec]
	10 (PS RAB)

20 (CS RAB)

40 (DCCH)

	UL Target BLER 

(CS RAB) [%]
	0.5

	Target SIR
	N/A

	UL Outerloop Period [ms]
	20 (CS RAB)

	Multipath fading condition
	Case1, Case2, Case3, Case4 [2]


3. Simulataion result
Figure 1 - 3 shows the UL BLER performance of the PS RAB for each PS RMAPS and fading condition. Outer loop power control is operated such that CS RAB1 keeps BLER 0.5% for all simulations.
Given that the required quality for PS RAB equal to 1%, we can conclude from the figures that RMAps of 150, which is upper limit for PS RAB, is not enough. Moreover, we can also conclude that at least RMA = 170 or, for the operating flexibility, RMA =180 need to be adopted for the PS RAB. 
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Figure 1. RMA Combination 1
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Figure 2. RMA Combination 2
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Figure 3. RMA Combination 3
4. Conclusion

This paper shows the necessity of expanding the range of RMAPS. From the simulation results, PS RAB can not achieve the DCH quality good enough for the radio bearer combination with AMR and 384 kbps UL by appliying the RMA currently specified in [1].  We propose to approve the appropriate upper range of RMAPS = 180, and liaise it to RAN WG5 with the draft change request. The pucturing limit also needs to be updated accordingly. Note that the UL: 384kbps PS RAB parameters specified in [3] are referring to the corresponding RAB parameters in [1], and therefore there is no impact on the RAN2 specification.
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<<START OF MODIFICATION>>

6.10.2.4.1.34
Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.2.4.1.34.1
Uplink

6.10.2.4.1.34.1.1
Transport channel parameters
6.10.2.4.1.34.1.1.1
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

	Higher

layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	384000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336

	
	TFS
	TF0, bits
	0x336

	
	
	TF1, bits
	1x336

	
	
	TF2, bits
	2x336

	
	
	TF3, bits
	4 x336

	
	
	TF4, bits
	8 x336

	
	
	TF5, bits
	12x336

	
	
	TF6, bits
	16x336(alt. N/A)

	
	
	TF7, bits
	20x336(alt. N/A)

	
	
	TF8, bits
	24 x336 (alt. N/A)

	
	TTI, ms
	20 (alt. 10)

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	25368

	
	Uplink: Max number of bits/radio frame before rate matching
	12684

	
	RM attribute
	110-180


6.10.2.4.1.34.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.1.34.1.1.3
TFCS

	TFCS size
	18 (alt.12)

	TFCS
	(384 kbps RAB, DCCH)=

(TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), (TF5, TF0), (TF6, TF0), (TF7, TF0), (TF8, TF0), 

(TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1), (TF5, TF1), (TF6, TF1), (TF7, TF1), (TF8, TF1)  

(alt. (TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), (TF5, TF0)

(TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1), (TF5, TF1))


6.10.2.4.1.34.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	4

	
	Max number of DPDCH data bits/radio frame
	9600

	
	Number of DPDCH
	1

	
	Puncturing Limit
	0.64


<<END OF MODIFICATION>>

<<START OF MODIFICATION>>

6.10.2.4.5.3
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.2.4.5.3.1 Uplink

6.10.2.4.5.3.1.1
Transport channel parameters
6.10.2.4.5.3.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.10.2.4.1.4.1.1.1.

6.10.2.4.5.3.1.1.2
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See clause 6.10.2.4.1.34.1.1.1.

6.10.2.4.5.3.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.5.3.1.1.4
TFCS

	TFCS size
	54 (alt. 36)

	TFCS
	(RAB subflow#1,  RAB subflow#2,  RAB subflow#3, 384 kbps RAB , DCCH)=

(TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF1, TF0),
(TF0, TF0, TF0, TF2, TF0), (TF1, TF0, TF0, TF2, TF0), (TF2, TF1, TF1, TF2, TF0),
(TF0, TF0, TF0, TF3, TF0), (TF1, TF0, TF0, TF3, TF0), (TF2, TF1, TF1, TF3, TF0),
(TF0, TF0, TF0, TF4, TF0), (TF1, TF0, TF0, TF4, TF0), (TF2, TF1, TF1, TF4, TF0),
(TF0, TF0, TF0, TF5, TF0), (TF1, TF0, TF0, TF5, TF0), (TF2, TF1, TF1, TF5, TF0),
(TF0, TF0, TF0, TF6, TF0), (TF1, TF0, TF0, TF6, TF0), (TF2, TF1, TF1, TF6, TF0),
(TF0, TF0, TF0, TF7, TF0), (TF1, TF0, TF0, TF7, TF0), (TF2, TF1, TF1, TF7, TF0),
(TF0, TF0, TF0, TF8, TF0), (TF1, TF0, TF0, TF8, TF0), (TF2, TF1, TF1, TF8, TF0),

(TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF1),
(TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF1, TF1),
(TF0, TF0, TF0, TF2, TF1), (TF1, TF0, TF0, TF2, TF1), (TF2, TF1, TF1, TF2, TF1),
(TF0, TF0, TF0, TF3, TF1), (TF1, TF0, TF0, TF3, TF1), (TF2, TF1, TF1, TF3, TF1),
(TF0, TF0, TF0, TF4, TF1), (TF1, TF0, TF0, TF4, TF1), (TF2, TF1, TF1, TF4, TF1),

(TF0, TF0, TF0, TF5, TF1), (TF1, TF0, TF0, TF5, TF1), (TF2, TF1, TF1, TF5, TF1),

(TF0, TF0, TF0, TF6, TF1), (TF1, TF0, TF0, TF6, TF1), (TF2, TF1, TF1, TF6, TF1),
(TF0, TF0, TF0, TF7, TF1), (TF1, TF0, TF0, TF7, TF1), (TF2, TF1, TF1, TF7, TF1),

(TF0, TF0, TF0, TF8, TF1), (TF1, TF0, TF0, TF8, TF1), (TF2, TF1, TF1, TF8, TF1)
(alt. (TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF1, TF0),
(TF0, TF0, TF0, TF2, TF0), (TF1, TF0, TF0, TF2, TF0), (TF2, TF1, TF1, TF2, TF0),
(TF0, TF0, TF0, TF3, TF0), (TF1, TF0, TF0, TF3, TF0), (TF2, TF1, TF1, TF3, TF0),
(TF0, TF0, TF0, TF4, TF0), (TF1, TF0, TF0, TF4, TF0), (TF2, TF1, TF1, TF4, TF0),
(TF0, TF0, TF0, TF5, TF0), (TF1, TF0, TF0, TF5, TF0), (TF2, TF1, TF1, TF5, TF0),
(TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF1),
(TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF1, TF1),
(TF0, TF0, TF0, TF2, TF1), (TF1, TF0, TF0, TF2, TF1), (TF2, TF1, TF1, TF2, TF1),
(TF0, TF0, TF0, TF3, TF1), (TF1, TF0, TF0, TF3, TF1), (TF2, TF1, TF1, TF3, TF1),
(TF0, TF0, TF0, TF4, TF1), (TF1, TF0, TF0, TF4, TF1), (TF2, TF1, TF1, TF4, TF1),

(TF0, TF0, TF0, TF5, TF1), (TF1, TF0, TF0, TF5, TF1), (TF2, TF1, TF1, TF5, TF1))


6.10.2.4.5.3.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	4

	
	Max number of DPDCH data bits/radio frame
	9600

	
	Number of DPDCH
	1

	
	Puncturing Limit
	0.60


<<END OF MODIFICATION>>

<<START OF MODIFICATION>>

6.10.2.4.5.4
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.2.4.5.4.1


Uplink

6.10.2.4.5.4.1.1
Transport channel parameters
6.10.2.4.5.4.1.1.1
Transport channel parameters for Conversational / speech / UL:64 kbps / CS RAB

See clause 6.10.2.4.1.13.1.1.1.

6.10.2.4.5.4.1.1.2

Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See clause 6.10.2.4.1.34.1.1.1.

6.10.2.4.5.4.1.1.3

Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.5.4.1.1.4
TFCS

	TFCS size
	36 (alt. 24)

	TFCS
	(64 kbps RAB, 384 kbps RAB , DCCH)=

(TF0, TF0, TF0), (TF1, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0),

(TF0, TF2, TF0), (TF1, TF2, TF0), (TF0, TF3, TF0), (TF1, TF3, TF0),

(TF0, TF4, TF0), (TF1, TF4, TF0), (TF0, TF5, TF0), (TF1, TF5, TF0),

(TF0, TF6, TF0), (TF1, TF6, TF0), (TF0, TF7, TF0), (TF1, TF7, TF0),

(TF0, TF8, TF0), (TF1, TF8, TF0), (TF0, TF0, TF1), (TF1, TF0, TF1),
(TF0, TF1, TF1), (TF1, TF1, TF1), (TF0, TF2, TF1), (TF1, TF2, TF1),

(TF0, TF3, TF1), (TF1, TF3, TF1), (TF0, TF4, TF1), (TF1, TF4, TF1),

(TF0, TF5, TF1), (TF1, TF5, TF1), (TF0, TF6, TF1), (TF1, TF6, TF1),

(TF0, TF7, TF1), (TF1, TF7, TF1), (TF0, TF8, TF1), (TF1, TF8, TF1)

(alt. (TF0, TF0, TF0), (TF1, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0),

(TF0, TF2, TF0), (TF1, TF2, TF0), (TF0, TF3, TF0), (TF1, TF3, TF0),

(TF0, TF4, TF0), (TF1, TF4, TF0), (TF0, TF5, TF0), (TF1, TF5, TF0),

(TF0, TF0, TF1), (TF1, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1),

(TF0, TF2, TF1), (TF1, TF2, TF1), (TF0, TF3, TF1), (TF1, TF3, TF1),

(TF0, TF4, TF1), (TF1, TF4, TF1), (TF0, TF5, TF1), (TF1, TF5, TF1))


6.10.2.4.5.4.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	4

	
	Max number of DPDCH data bits/radio frame
	9600

	
	Number of DPDCH
	1

	
	Puncturing Limit
	0.52


<<END OF MODIFICATION>>

<<START OF MODIFICATION>>

6.10.2.4.5.5
Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.2.4.5.5.1


Uplink

6.10.2.4.5.5.1.1
Transport channel parameters
6.10.2.4.5.5.1.1.1
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB + UL:384 kbps / PS RAB

	Higher

Layer
	RAB/Signalling RB
	RAB
	RAB

	RLC
	Logical channel type
	DTCH
	DTCH

	
	RLC mode
	AM
	AM

	
	Payload sizes, bit
	320
	320

	
	Max data rate, bps
	384000
	384000

	
	AMD PDU header, bit
	16
	16

	MAC
	MAC header, bit
	4
	4

	
	MAC multiplexing
	2 logical channel multiplexing

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	340

	
	TFS
	TF0, bits
	0x340

	
	
	TF1, bits
	1x340

	
	
	TF2, bits
	2x340

	
	
	TF3, bits
	4x340

	
	
	TF4, bits
	8x340

	
	
	TF5, bits
	12x340

	
	TTI, ms
	10

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	12828

	
	Uplink: Max number of bits/radio frame before rate matching
	12828

	
	RM attribute
	110-180


6.10.2.4.5.5.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.5.5.1.1.3
TFCS

	TFCS size
	12

	TFCS
	(384 kbps RAB + 384 kbps RAB, DCCH)=

(TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), (TF5, TF0),

(TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1), (TF5, TF1)


6.10.2.4.5.5.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	4

	
	Max number of DPDCH data bits/radio frame
	9600

	
	Number of DPDCH
	1

	
	Puncturing Limit
	0.64


<<END OF MODIFICATION>>
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